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Construct Temporary V-Ditch (Typ.)
From Sump Area to Reserve "A” to
Provide Positive Drainage and
Prevent Ponding of Water in Street
Right—of-Way.

EARTH WORK TOTALS

C.Y. Excavation c.Y. Fill
Dtich Grading 24,50 -
Lot Grading 4,555 22,928

29,059 22,928

Eorthwork quantities are unadjusted ond are for reference only. All cost
associated with mass grading shall be incidental to lump sum bid item
"Mass Grading”.

1. Compaction of 95% shall be obtained in all street R/W's, 90% in all
other areas.

2. It shall be the Contractor’s responsibility to protect any existing
utilities during mass groding. Any damage done to these systems by
Contractor or subcontractor shall be repaired ot no additional cost to the
project.

3. Temporary ditching shall be incidental to project cost.

Total Moss Grading

All of Reserve A" above the static water surface shall be seeded
and mulched as follows: ~(Permanent Seeding)
SEED —— Kansos Premium Fescue Blend: 84/1000 Sq. Ft.
FERTILIZER —— 12-24—12 Ratio at 350 Lbs./Ac.
MULCH —— 2 Tons Prairie Hay / Acre

All other disturbed areas not in street R/W are to be seeded and
mulched as follows: (Temporary seeding)
SEED —— Rye gross (PLS)——3#/1000 Sg. Ft. and
Kansas Premium Fescue Blend: 3#/1000 Sq. Ft.
FERTILIZER —— 10-20—10 Ratio or 12-24—12 Ratio at 350 Lbs./Ac.
MULCH —— 2 Tons Prairie Hay / Acre
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Area_to be Gralfed by this Contract

Loose Fil

Flll Lino

7 -
- Cut Line o~
0.8’ Below 1.C. Finished Grade Per Callout
Compacted Fil 95%
Typical Lot Section
No Scale

1855
Scale: 1" = 60°

HIGHLAND SPRINGS 2ND ADDITION

Benchmark

135th St. W& Central
City of Wichita Benchmark
DISC — NE Cor. Intersection,
32.6' N. & 24.5' £ of § both.
39.5' NE of Iron at Sec. Cor.
Elev. = 159.50 (City Datum)

Brass disc in curb — east side
of Aksarben adjacent to fire
hydrant 5°¢ South of SW Cor.
Lot & Block 4, Highland
Springs 3rd Addition.

Elev. = 170.00 (City Datum)

Area to be graded

Existing Grade

——{69)—— Proposed Grade

r Highland Springs 3rd Addition

2 | Mass Grading
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