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destroyed by his construction operations. Such irons shall SEED —— Kansas Premium Fescue Blend; 84,1000 Sq.

be re—established by a licensed land surveyor in Ft. Rye grass(FLS); 3#/1000 Sq. Ft. and FERTILIZER —-—
accordance with state laws. 12—24—12 Ratio at 350 LbS/AC MULCH —— 2 Tons

Prairie Hay / Acre — where E.C. Mat not specified.

The Engineering Division shall field locate water valves one

time during construction when requested by the Contractor.
It shall be the Contractor’s responsibility to preserve such

field locations during the construction process. Water valves,
valve boxes or fire hydrants damaged during construction . . . . . ve s
shall be repaired by )é‘om‘ractor atgh/'s own gexpense. Valve All COStS. associated with se.ed/ng /n'c'/u.d/ng mob//./zat/on,
boxes and water meters within the project limits shall be preparation of ground, seeding, fertilizing, mulching, etc.

adjusted to match final grades by the contractor. shall be included in the L.S. bid item "Seeding”

All other disturbed areas not in street R/W are to be
seeded as follows (Temporary Seeding):
SEED —— Rye grass (PLS) ——5#/1000 Sq. Ft.
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the pipe manufactures recommended maximum. Where =
Utility service lines, poles, etc. are to be adjusted as deflections are greater than the maximum allowed, the
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The Contractor shall be responsible for preserving 23. All areas within Reserves shall be seeded and mulched as <
property irons. The Contractor will be required to follows (Permanent Seeding):
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|

If traffic will be impacted by construction, a traffic control
plan must be submitted and approved by the City Traffic
Engineer, Mike Armour at traffic@wichita.gov before
construction can begin. The Contractor shall be responsible
for all traffic control measures to facilitate construction.
All construction zone markings and signage shall conform to
the latest version of the Manual on Uniform Traffic Control
Devices (MUTCD) as published by the US Dept. of
Transportation, Federal Highway Administration. All costs
associated with construction markings and signage shall be
the Contractors responsibility.
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All elevations shown are NAVD 88.
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All areas disturbed during construction that will not be
under proposed pavement shall be restored to match
existing conditions.

\ J .
Opening and closing of water valves shall be done slowly — ) = ——— = i BENCHMARKS.
to prevent damage to the water distribution system from & 1H blKL.l‘Ll N 29TH ST N - I REVISIONS
water hammer. All valves closed by the contractor must BM#1:
be reopened as new construction permits. The project = Chiseled "+” in sidewalk. on the
inspector must ascertain that any valve closed by the F L oid £ Soint Clai ,A
Contractor is reopened. The contractor will be permitted = west sige O’ amn air ,Ve,
to operate water valves only when the project inspector EX. 127 WL Approx. 35 north, and 2 east of
assigned to the project is present. , :
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BM1: Chiseled ” +"” in sidewalk, on the west

BM2: Mag Mail in asphalt on Meridian Ave.,

side of Saint Clair Ave, Approx. 35" north,

and 2’ east of the NE corner of

Reserve B, Pierpoint Acres Znd Addition
Elevation = 1315.80 (NAVD 88)

Approx. 124’ north’ and 50° west of the
NW corner of PFierpoint Acres 2Znd Addition
Elevation = 1317.57 (NAVD 88).
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Control Points

Point # | Raw Description Northing Easting
) 1" ILP. 1704890.12 | 1638669.18
2 %" P 1704861.69 | 1638741.46
3 %" I.P. 1704479.45 | 1639138.32
4 %" IP. 1704493.85 | 1639152.29
5 %" IP. 1704465.20 | 1639225.04
6 %" I.P. 1704445.16 | 1639225.28
7 %" I.P. 1704278.94 | 1639287.46
8 1”7 ILP. 1704288.08 | 1639227.54
9 1”7 IP. 1704286.72 | 1639128.66
10 %" IP. 1704229.36 | 1638631.72
11 R4 R&B 1704264.16 | 1641075.07
12 R4 KEMPA 1704695.09 | 1638664.02
13 R4 KEMPA 1704727.07 | 1638662.28
14 R4 KEMPA 1704727.67 | 1638694.68
15 R4 KEMPA 1704708.66 | 1638743.12
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/ / PROP. DUPLEX
N // /
. 7 / /
AN \/ 34’ B.S.L| (BY S..)
C || I
AN S
4 \ AN J % Typ. Water Meter 25" B.S.L. |(PLATTED)
N\
5" UTIL ESMT (BY S..)

Ex. 8" WL to be
\ \ Abandoned in Place.

)
ﬁ \ m\ Disconnect Ex. 8" WL N
Northwest of Ex. Valve. ) il | il 1.j00’ [ 18" STRT DRNG & UTIL|ESMT
Disconnect Ex. 8” WL \ Cap/Plug Ex. 8" Valve (NW) |Ex. Water Meter - ' 0.50' Full-Height Curb
East of Ex. Valve. N \ . ’ (Installed By Others)
Cap/Plug Ex. 8" Valve (E) \ 0 \ ]
\ |[Ex. Water Meter | O [3— Ex. Water Meters| \ 4
/ \ \\ I 3— Ex. Water Meters| R =
& [,
S / I | A\ L\ \ / \ 2
N L o aYY) AL NANZ SANL | N AN L S -+ N
SPSCAT W = PRSP weg&a\se«, W TSRS e S @/ VY . s g 28 s
AR /| // N S| ¢ 23 0
| | | \ / %) %) oo
. . . y w 2
Install 2— \ y - // T §] & °3
Typ. Long Service Lines & @ Y , 2% TTAIGNED. SEALED AND
Service Meter Setters per lot RES B / & al gl s DATED DIGITALLY
(Lots 1—13, Blk A =26 total) / N S ~
7 7 7 / 4% \ 'L
K ; 3+
4 5 6 7 8 9 10 11 72 13 N D 7, -
/ RN “ Roll-Type Comb. C&G
A @ = =
l/ 347 BU/LD/NGilSETBACK CIgED) i M/ / / 4 / * 14
I 1] A
E— 54 PTIL ESMT [BY{§T) 44 Iy Y ' —// 9. / >
3 = 3 = 3 E 3 3 = E = é\‘ $ 3);
/ “ 13 X @
X A ' / 2
_ sl VALLEY PARK & Il " ‘ I
ok _ _ _VALLEY PARK s 1
s N
= - = A 72 2 77 S‘) 2
W W W W W Fe y Water Meters to be Installed
// in Future Parking Medians
1] €% | 5 B9 ERMT (BY S¥ oY | [T} 7] [1] ~ 8§ | { //Lgts 11-14, Blk B) .
, S
34’ BUILDING BETBACK (BY] S.I|) J y y e
3 _ |
1 5 6 7 8 9 10 // , / i l l
ﬁ Install o— & 2 Roll-Type Comb. C&G
Typ. Short Service Lines & |44 = Y
Service Meter Setters per lot -
{(Lots 1—14, Blk B =28 total)— 5 X J J L
SS SS SS SS SS SS @/ -~
J 5
[+o]
0 .
RES C | 3 g
W Wor o W W o W W
PROP|| 8” [WL =2 T
< o
O
oo
2 .
ég Full—Height Curb -
"~ (Installed By Others) |
-8 —STRT DRNG & UTICESMT 00" _
' > HOO osel  —2.00° 2.00°
5 : ? 4.00°
| 5’ UTIL ESMT (BY S.L) /) / I
o5 eS| g8 8
3 § g 40 0 20 40
(}))E: (?:))E: E 5 5
Typ. Water Meter Ss SCALE
=] =] 1 INCH = 40 FEET
g| 4
S
34’ BS.L.|(BY S.)
) Pierpoint Acres 2nd Addition
Existing Water Service lines to be killed. Existing T PROP. DUPLEX Water Service Plan
meters, setters, ring boxes, and lids are to be ’ Wichita. K
delivered to City of Wichita Public Works and Ichita, Sansas
Utilities Water Distribution Department. \ N @
Install KEMILLER
2— Typ. Wate( Service Lines per /ot 17 €. Lovis, Wehite KS 67202 (316)264-0242
2— Typ. Service Meter Setters per /lot Kew PrRoy. | DATE SHEET
(54 total for 27 lots) [See Detail A] 2 / 19015 | 04.2023
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Property Line

4" minimum \

E—

2" minimum

On rare occasions

Contractor to furnish and install PVC plugs |
in the inlet & outiet meter coupling nuts
when meter is not set at

the time of installation.

10" Meter Box Lid

Finish Grade / 25" Meter Box Ring
— [ (i A=y
: | 4 -
= 0| 3" X 1/2" Dia. Rebar
1 | E*_u 2" to 3" below bottom of
21" Meter Box | A & meter box lid for ERT.
N 7 s Rebar to be pushed not
J i < hammered into the ground
gl 8
1" Copper Setter )
1" Copper
/ Tubing
1" Copper Tubing B — P ———=—==== 3
or 1" polypipe CTS if fully .\ minimum
or partially under pavement
1" Corp Stop (Compression / Customer’s Service to be
Installed by Others w/1”

Male Red Brass Fitting, Iron

D x 1" Service Saddle(around moin)/ Pipe Thread

1" C—1 Union(Female)

With 1”7 male PVC pipe Plug
(Finger Tighten Only)

1M 3/4"

3/4” LETTERS 1 3/8"
— —
/8" 1/4" 7/16” )
-y | | -—
1 ? : - 11/8" / \
T T 2 L\\\y\\}yg
1 3/8"‘—10 1/4" ———-— L‘ 10 -
~—10 3/4" ——= 2 3/4"
25"
- —— — o
SECTION A—A
CASTING Material:  Cast Iron

PART #

O

1/2” LETTERS

BOTTOM VIEW

NOT TRAFFIC RATED
RING & LID FOR 17 METER BOX

2" minimum 4’ minimum

i

On rare occasions \
Contractor to furnish and install PVC plugs |

in the inlet & outlet meter coupling nuts

20" lid without lock.

30”"x20” monitor cover with

Ford MC—30—-LL with 2" hole

when meter is not set at
the time of installation.

30" white PVC Meter Box
24" high, smooth inside,

ribbed outside, no notches

Finish Grade

Propertv Line

A

Note:

Standard Valve Box Mnr : _= 3 //3’ X 1/2" Dia. Rebar 77
: 7l 2" to 3" below bottom of
meter box lid for ERT.

Rebar to be pushed not
hammered into the ground

2" Service Oulet Assembly
(Brass Ball Valve)

| 2" Custom Setter

2" METER TO BE RETURNED TO
WATER DISTRIBUTION.

- L..‘

2" Copper for Short services ||
2" CTS for Long service

under povemey\
o = —c/

2" Copper Tubing

D x 2" Brass Saddle(around main)

3 minimum

Lenght Varies

Customers Service to be

Installed by Others w/2"

2" C—1 Union(Female)

With 2” male PVC pipe Plug
(Finger Tighten Only)

TYPICAL 27 METER SETTING

Male RE Brass Fitting, fron
Pipe Thread

Removed Existing

Meter Assembly and installed

straight pipe through vault.

TYPICAL 27 METER SETTING INVOLVING

Note: ONE VALVE STEM EXTENSION FOR EACH

EXISTING 27 METER VAULT

Minimum length of pigtail on consumer side is
36" of copper tubing from meter set.
Bore hole under paving shall be a maximum of 2" in diameter
and @ minimum of 36" below top of pavement.

Service Saddles are required on all mains.
Meter boxes will be located on each lot to be served, as indicated

in the SPECIAL PROVISIONS

TYPICAL 17 METER SETTING

6" Valve Box

2" Copper or 2" PVC
if under Pavement

2" Brass Oriseal Curb Stop

and 6" Valve Box

2" x 6" Brass Nipple

Existinag or Proposed
Water Main

\2" Tapping Saddle

Note: Where the 2" Service Outlet Assembly is to be used to
connect a 2" main to another main, the 2" valve shall be a

2" IPT Gate Valve.
approved for this use.

2" ball or globe vavles shall not be

2" SERVICE OQUTLET ASSEMBLY

TOP VIEW

1 — & Mueller Thread Corporation Stop
— B Type "K” Copper Tubing

1 — @& Copper to Iron Union (Male)

1 — & Brass Curb Stop (Iron to fron)

2 — Px4" Brass Nipple

Air Release

2 — @ Brass Elbows (90

1 — 1"x6” Brass Nipple

1 — 30" Monitor Cover

NOTE: 1 — 20" Meter Lid

THE 1"/2” AIR RELEASE ASSEMBLY WILL TYPICALLY

BE USED ON WATER MAINS 24" AND SMALLER, AS
SPECIFICALLY DESIGNATED IN THE PLANS.
COMBINATION AIR RELEASE ASSEMBLIES WILL BE
SPECIFICALLY DESIGNED FOR PROJECTS WITH LARGER
MAINS, AND WILL BE INCLUDED IN THE PLANS.

30"x20" monitor cover with
20" lid without lock.

Ford MC—30-LL

/ 1—9 Brass 90" Elbow
»

1-@ x 6 Brass Nipple

5
1—@ Brass 90° Elbow Mox. H
Downward facing elbow to ;
be covered with 16—mesh '
noncorrodible screen 3

30" white PVC Meter Box
24" high, smooth inside,
ribbed outside, no notches | |

[
J

MATERIALS FOR 1~ or 2" AIR RELEASE ASSEMBLY

18" Min.

1—@ x 10" Brass Nipple

1—Air Release

1-@ x 4" Brass Nipple

1—9 Brass Curb Stop
(Iron to Iron)

1—-& Cooper to iron

2 Mueller Thread
Corporation Stop

Service Saddle

River Washed Pea Grave!
3" Dia., 2" Deep

N

Pk 475 2”

VALVE BURIED GREATER THAN 5.

Centerline of pavement Property Line

Property Line |

Copper tubing

&

SERVICE TYPES

Short Service under pavement

Note: ONE VALVE STEM EXTENSION FOR EACH
VALVE BURIED GREATER THAN 5.

1 = L
()
Short Service
- #______________.______________ = - — i
] | il I
ﬁ Copper tubing
Polypipe CTS =
=== =B
A — T i
—
| g Copper tubing
Polypipe CTS : E./
& === =B

REVISED: NOVEMBER 2019 | T™ 3'x1/2" REBAR IN 1" & 2" METER SETTINGS FOR ERT.

DETAIL

STANDARD
WATER SERVICE

CITY ENGINEER

i)

GARY JANZEN, P.E.

C | T Y - O F PROJECT NUMBER OCA NUMBER DATE
l‘“ I [ H I T " CITY ENGINEER'S OFFICE SHEET
CITY HALL - SEVENTH FLOOR
PUBLIC WORKS & UTILITIES 455 NORTH MAIN STREET
ENGINEERING DIVISION WICHITA, KANSAS 67202-1620 4 1
(316) 268-4501 —_

WL-102



STORZ CONNECTION
PUMPER NOZZLE

WITH CABLE ON —
ALL HYDRANTS

2" MIN. FROM BURY LINE {
TO BOTTOM OF FLANGE

(20" max.)
(4’ min.)

FINISHED GRADE

NATIVE EARTH/SOIL

O O WEEP HOLE **
BURY LINE EL;‘\ Lokl LY A
e IR I A
:«{//‘\&?\.\/‘/\.\;‘/\\ﬁ/\&?\‘ R YR ?\‘g&;‘/.// X
\/\i‘/\\\é‘ é::’; RIVER WASHED PEA GRAVEL **
A I
HYDT. BURY * %3 . \//\t 6" DICL SJ PIPE
TN 6" MJ 90" Bend *
A L/
| G PIPE ELEV. A i
OF PPE By, | 025 '
S - 6" DICL PIPE *
}t’) i (R 6" ANCHOR COUPLING *
X2, R e M
CONCRETE BLOCKING # R R R RS | ot
8| RESTRANT
|

1" Metallic/Polypropylene "Condulet” Box

F

Fire Hydrant (Typ.) \

6" MJ 90" BEND *

MATERIALS LIST

1- MJ ANCHOR TEE OR TANGENTIAL OUTLET ("D"x 6")

1- 6" MJ GATE VALVE

1- 6" VALVE BOX AND VALVE STEM EXTENSION IF REQUIRED *

6" DICL SJ PIPE (LENGTH VARIABLE)
1- FIRE HYDRANT
1- 6" ANCHOR COUPLING*
2- 90" BENDS*

6" DICL PIPE WITH ADEQUATE JOINT RESTRAINT *

CONCRETE BLOCKING (AS REQUIRED)
RIVER WASHED PEA GRAVEL (AS REQUIRED)

("D%)
CONCRETE BLOCKING #

TOP_OF PIPE ELEV.

G OF PIPE ELEV.

MJ ANCHOR TEE, MJ TANGENTIAL QUTLET
WITH ANCHOR COUPLING OR TAPPING SLEEVE

* |F THE REQUIRED HYDRANT BURY IS IN EXCESS OF 5, BUT LESS THAN 7, CONTRACTOR SHALL USE

STANDARD 5' HYDRANT BURY AND HYDRANT BARREL EXTENSIONS AS NECESSARY. IF THE

REQUIRED HYDRANT BURY IS GREATER THAN 7', CONTRACTOR SHALL USE 5 HYDRANT BURY, 2-MJ

90" BENDS, 6" ANCHOR COUPLING AND 6" DICL PIPE AS NECESSARY FOR VERTICAL ADJUSTMENT.
THE CONTRACTOR SHALL PROVIDE ADEQUATE THRUST BLOCKING AT HYDRANT AND MEGALUGS,

OR SIMILAR RESTRAINT BETWEEN 90" BENDS TO SECURE ALL FITTINGS DURING TESTING

AND OPERATION. THE CONTRACTOR SHALL PROVIDE A VALVE STEM EXTENSION PER DETAIL THIS

SHEET.
XX
PEA GRAVEL AROUND EACH WEEP HOLE.

# CONCRETE THRUST BLOCKING SHALL BE KEPT CLEAR OF BOLTS, NUTS, AND MJ ACCESSORIES.

FIRE HYDRANT ASSEMBLY

PER CITY OF WICHITA SPECIFICATIONS

/—IS/'ng/e lead cover |

2" Flush Style
Test Station

Adjacent to Valve Box
Valve Box (Typ.)

Single wire up to test station

Anode I;

lracer Wire

Water Proof
Wire Connector

Water Proof
Wire Connector

Anode EI

(

NI

/B nni d of
Broucd lntore
TRACER WIRE

Conductive type pipe locator/tracer wire shall be install to locate all waterline pipe regardless of pipe material.

pipe.

\LProposea’ Water Line \

lracer Wire

wire and waterproof connectors can be found on the City of Wichita's website at www.wichita.gov.

WIRE

The tracer wire shall be Blue No. 12 AWG CCS with 45 mil HDPE insulation.
bottom of the test station for all wires.

Wire connectors shall be installed per manufacturer recommendations.

proposed water main to any tracer wire installed with adjacent waterline projects.

IEST STATIONS

The test station for fire hydrant application shall be a 1
extending from the face or approved equal.

» »

CAUTION: WEEP HOLES TO BE KEPT CLEAR DURING CONSTRUCTION AND BACKFILL. CONCRETE FOR
THRUST BLOCKING SHALL NOT OBSTRUCT WEEP HOLES. PLACE 1 CUBIC FOOT OF RIVER WASHED

Concrete

support block _—" I¥". =

6" VALVE BOX
MJ VALVE

TRENCH

o ~
AR ) S
. IR

.4

0

covcree " VALVE ASSEMBLY

SUPPORT BLOCK

MATERIALS LIST

1—MJ GATE OR BUTTERFLY VALVE (AS PER PLAN)
1—MJ ANCHOR COUPLING (12" OR SMALLER)

1—6" VALVE BOX

CONCRETE- SUPPORT BLOCK SHALL BE

FULL WIDTH OF THE TRENCH

Cl CAP

vvvvvv

6" VALVE BOX
MJ VALVE

0

r rRmEE o

" I
RS A A
REPTE

The wire shall extend the entire length of the proposed
The wire shall be taped to the waterline and pulled with the pipe. A waterproof connector shall be used at splice locations. A complete list of approved tracer

To allow for grade adjustment, a minimum of 12" of excess wire shall be coiled at the
Contractor shall attach wire being installed with

condulet” style station as manufactured by AGRA Industries with a removable solid cover having a single lead
The ‘conduit” style test station shall be attached to a 17 rigid galvanized conduit with a minimum length of 36" and

plastic end bushing. The flush style shall have the word "WATER” stamped or molded into the lid. The test station for valve applications shall be a 2” flush style test

station with wire connector on lid. Model # T2PH/BILP Handley Industries or CD14*IP SnakePit as manufactured by Copperhead Industries or approved equal.

The flush

style shall have the word "WATER” stamped or molded into the lid. All test stations shall be manufactured using molded blue tops or sufficiently coated with blue

enamel paint.

The tracer wire and the anode wire shall be install to allow 12" of wire within the test station.
shown in the as—built drawings. Flush style test stations shall not be installed in pavement or sidewalk unless approved by the Engineer.

wire & move flush mount test station to nearest location out of pavement or sidewalk.

ANODES

The anodes shall be 3 Ib. bare zinc or magnesium. The anodes shall be buried at the same elevation as the waterline at each test station.

connected to 12 AWG CCS which shall be extended to the test station.

TRACER WIRE DETAIL

COST IS SUBSIDIARY TO PIPE INSTALLATION

The location of all test stations shall be recorded, and

Contractor shall extend tracer

The anodes shall be

ANCHORED VALVE ASSEMBLY

1—6" VALVE BOX

2 — #6 REINF. BARS

Lt

\2' MAX WHEN

< MATERIALS LIST

1— 6" VALVE BOX
2’'— DICL SJ PIPE

CONCRETE SUPPORT BLOCK
SHALL BE FULL WIDTH OF THE

MJ ANCHOR COUPLING

MATERIALS LIST

1-MJ GATE OR BUTTERFLY VALVE (AS PER PLAN)
1-CIMJ CAP WHEN NECESSARY

20" OF PIPE (BID WITH PIPE)

20’ PIPE

PROTECTIVE FILL DETAIL

CONCRETE SUPPORT BLOCK SHALL BE
FULL WIDTH OF THE TRENCH

MINIMUM PROTECTIVE FILL SHALL BE PROVIDED

IN ALL INSTANCES WHERE COVER OVER THE PROP.
WATER LINE IS LESS THAN 3.

(COST SUBSIDIARY TO PIPE INSTALLATION)

6" VALVE BOX

2" IPT VALVE
2" T HEAD/O

(MIN.)

2— #6
REINF. BARS

Notes:
1. Concrete Block at Valve to have sufficient bearing
in undisturbed soil to prevent thrust movement as

shown in table at right. Field Engineer to determine
thrust loading of undisturbed soil and final size of
thrust block.

2. The thrust block shall be constructed such that bolts,
nuts, and other MJ accessories are kept clear of concrete.

3. All valves at dead ends and at other locations as
called out on the plans shall be blocked as shown here.

il

UKL
RO

N

'\\\\/ LL

. 2
AR
—_—

g- =
N
a ¢ 4 X 2
NIINSNE
SAND
ENCASEMENT

UNDISTURBED
SOIL

CONCRETE SUPPORT BLOCK

A

MJ CAP TAPPEDQ

NOTE: ONE VALVE STEM EXTENSION FOR EACH
VALVE BURIED GREATER THAN 5'.

FINISH GRADE

vvvv

AN, Y\v

PERATING NUT

— ———— 2" GALV. COUPLING
2" GALV. PLUG

(HAND TIGHTENED)

2" GALV. PIPE
:/2" GALV. STREET EL.

MATERIALS LIST

LN

¥

\—4" (OR LARGER) PIPE

\2"x6" BRASS NIPPLE

1-6" VALVE BOX
1-CIMJ CAP

1-2"x6" BRASS NIPPLE
1-2" IPT VALVE

1-GALV. STREET EL.

1—2" GALV. COUPLING

2" T HEAD/OPERATING NUT

FIRE HYDRANTS REQUIRED
X
STATION BURY LINE | TOP_OF PIPE| FIRE HYDRANT VALVE STEM Sig = -
ELEVATION | ELEVATION |BURY REQUIRED*| EXT. REQUIRED (ft)* o5 Water Main
Operator :I%,_): A
44+36.26 Line 1| 1317.02 | 1313.14 4.5 N/A ~{] - (% Trench Bottom
Brick Pier _—"
As Required Concrete support block
NOTES
1. This detail covers Butterfly Valve installation, inclusive, regardless
of type of pipe or joint used. 24" and larger lines to be
detailed on plans.
2. 6" Valve Box and Cover required per City of Wichita Std.
Specifications.
3. Conc. Support Block to be full width of trench.
Blocking ## - v
1— MJ GATE OR BUTTERFLY D . CONCRETE SUPPORT BLOCKING FOR
VALVE (AS PER PLAN) Water Main
- BUTTERFLY VALVE INSTALLATION
Edge of tap needs to
be a minimum 2’ from 7 1 ] =
a joint. = Cl CAP
L I © I
iﬁg 17 . ____—6" VALVE BOX
- I ' - /
3% Elzl_ r g [ — |
\______// =] = S ' [ STANDARD 2" SQ. VALVE OPERATING NUT
M
" yd / GRAVEL SHIELD
, 1/4" STEEL, 5 1/4" DIA.
ADJACENT TO FITTING = 1
CITY TAP ' ” DIA. COLD ROLLED STEEL OR
/ 11/2" DIA. HEAVY STEEL PIPE
4 When the City of Wichita makes tap, 2 »
blocking is to be done by Contractor =
o= EMBEDMENT MATERIAL
) 000090000+
800 00080 O OOO 00 o o n ”n ”
e ks 008808 0 0 ooggo SOCKET FROM 1/4” STEEL, 2 3/16" I.D. x 3" DEEP
_10-0" Z (% MECHANICALLY SECURED TO VALVE OPERATING NUT
(MIN.) ) o8 JoX OR STEM.
g\.# - BASE
7 ~ 4L 0
’ ” (o] oo 000 OO
3-0" (MIN.) SO W 500 1 500 %900 o0
SN NSNS A U
i O N VALVE
5’ 5
| WATER MAIN VALVE STEM EXTENSION DETAIL

2" GALV. PIPE (AS REQUIRED)

1—2" GALV. PLUG (HAND TIGHTENED)

2" BLOWOFF ASSEMBLY

REVISED: OCTOBER 2016

STANDARD

WATER ASSEMBLY

DETAIL

THRUST AT VALVES
VALVE | THRUST AT 150 #/in2
4" 1809 Ibs.
6" 4245 |bs.
8" 7540 Ibs.
12" 16965 Ibs.

ANCHORED VALVE ASSEMBLY, SPECIAL

THIS SHEET HAS BEEN
SIGNED, SEALED AND
DATED DIGITALLY
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unexcavated earth
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il
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VERTICAL BEND

ope | THRUST AT FITTINGS IN TONS-AT 150#/IN*P

SIZE PLUG o

45°

22 1/27|11 1/4°] TEE

6" 28 | 395 | 215 | 100 | 55 | 28
T8 | 49 | 695 | 375 | 190 | 96 | 49
127 | 1.4 | 161 | 875 | 445 | 225 | 1.4
16" | 2015 | 285 | 15.4 | 7.85 | 3.95 | 20.15

20" 31.15 440 | 23.85

12.15 6.10 31.15

24" 4455 | 63.0

341

17.4 8.75 | 44.55

TYPICAL THRUST BLOCKS

1
P

N |
[

i1

|

unexcavated earth

{

1]

i

) —|{I" _Note:  THRUST BLOCKING
T/ TO REMAIN CLEAR OF BOLTS
= AND M.J. ACCESSORIES
S ===
PROPOSED VALVE Lon i "
_\F - | | ! l | i £ [11 [ 1.
GATE VALVE
CIMJ TEE CiMJ PLUG

\ANCHOR COUPLING

|14

e Il I

T unexcavated earth
—afy-

===

1]

=

KEY BLOCK DETAIL

x PLANS GOVERN
UNLESS OTHERWISE NOTED ON PLANS

—

Existing or Future Curb

6" Layers of earth free

from large clods & stones/

Compacted by mechanical
tampers or vibrating tampers

Water Line Pipe

TRENCH COMPACTION

Note: When shoring is

it is to be per The City of Wichita

Standard Specifications.

MIl!i

0.D. of Pipe +12"
- Min.

] [ TS e ]
=R =T =
-l ===t === =
=== ] =] == 24"
prorinril
Hinrr s
g 6 T N RS B S
Ola _ Native Backfill
&l Jd1
C. (] i ] /
=5 :

Pipe Bedding per
Standard Specifications

IN ROAD RIGHT—=0F =WAY

SIDE VIEW
qE“m unexcavated earth E_E
|5 > =l
it 7" min. from 7N behind AL
—:—Lﬂ_ face of main TN/ il
:_ILL 1 min.} 1

e | below ' :—_E
| == === === ==
T T e T
required

TOP VIEW
TAPPING SLEEVE
~ )/
IEIEIEIEEEIEEE
—| | =l = = = pasi==il
= 7" min. from ,,...::rzf’zp:/ﬁ_. =
||| l face of main [l o o
= 4 wide ity behind =
—|] M iy —

— L i —
__**'HHJIEIHHIIHIIiH|||||H|l| ﬁmﬁmim
SEEIElE= IEl=

\ P

‘ o~ MINIMUM OF 2° FROM EDGE
unexcavated earth OF TAPPING SLEEVE TO
COLLAR, JOINT OR EXISTING FITTING
A

FEXCAVATION FOR WET TAP

10" min.

10" min.

#5 Bars at 2—0" Ctrs.

- . =
[
\
|

8" Min. all Sides

''''

N R T

B RS e B

" LAl e

4" (Typ.) HI iy

L . TR e A AR PR

-‘14"\\” . « A * L . . "
= R I T - T
Ty

3 T i N . .

4—#5 Bars in Corners

8" Min. all Sides

Proposed Water Main

6 Sack Paving Mix

#5 Bars at 2-0" Ctrs.

4—#5 Bars in Corners

Sil=tl=sll

Note: Encasement to begin and end
at a Bell on Sanitary Sewer Pipe.

SECTION B—B

REINFORCED CONCRETE ENCASEMENT
OF SANITARY SEWER

Tack with Asphalt Emulsion

2" of Asphaltic Concrete

(SSIH) Ymeeting City Specs.

\

Existing Bituminous
Pavement

A
- AN

Saw Cut :

6" to 8” Reinf. Conc.

Base Course meeting
City Specs.

Sand Fill
Flushed & Vibrated

Water Line Pipe |

FA 7N

~_ Existing Base

-
——__ Trench wall

Pipe Bedding per
Standard Specifications

0.D. of Pipe

+12" Min.

PAVEMENT REPLACEMENT & TRE
EXISTING AND PROPOSED ClITY ROADS

CH COMPACTION UNDER

REVISED: JULY 2015
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\ /«\p Maintain
4~ Silt Fence
(30 LF) ‘
Maintain
Silt Fence * h
(60 LF)
N #
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W
- . . / S / \ )
ss ss ss SS———@/ / / \
SS SS / // &\S\
—— —— — —— /// /

7/ Maintain

— & RES 5’/ /) / * LT \

— aintain Praotection

Silt F S/ / —%

P P ~ (580 LF) v / Qx/ /, / ““\\ N

gggng/gce 5 5 7 8 9 10 11 12 13 y // *\/ // % \

(0 L) 2 I * . . "
/ Maintain

N / / v N [Sitt Fence

/
AN . | % / / ) // / g (100 LF)
Silt Fence / /

N AN (160 LF)

/
\
Maintain - —
Inlet N —

\ Protection \ / / / / / N /

O \ < . s . g

‘ \ \ N // _ _ VALILE Y PA EK — — — - - / / ?7/;0FLF) { /
jp\ N N - ) ) 12 %

December 30, 2025

4 / =]
] N P pd yy;
W -
w w w W w w w v h — /
4, w w — / / 6@
\ N T L S IREEY & - /
% / / )
\ X RES A Maintain I e g
% D
N / Silt Fence s >
2 (70 LF) =
* s § /5/ X
: =
2 ~ 1 5 6 7 8 9 0 = /
Maintain « “ 7 2 3 s X
Stabilized \ ™~ ~ / / THIS SHEET HAS BEEN
Corstuctiorb RN - = . o s
o
\ -
% N ~_ . g / «
Maintain | | < is ss s ss ss ss ss___@/ / ‘
Silt Fence | ss ss ss sS ss sS ss sS 5S S S
(130 LF) N : » i P v—— — —— Yt " /
\ \ Maintain
* Maintain /
\ Mair RES C Inlet ’ & ‘
Protection Frotection /
GENERAL NOTES: N
1. The BMP’s shown on this sheet are considered minimum Maintain $/
standards. Whenever sediment enters the streets, storm Silt Fence
sewers, ditches, or ponds, contractor will install additional (400 LF)
BMP’s, as needed, to correct the problem.
2. The soil erosion BMP’s shown hereon must be in place at /
all times during construction until such time as the site is
re—established with paving or grass.
3. Back of curb protection can include hay bale, silt fence,
Curlex barrier, or approved alternate as shown on BMP . ]
standard details. This BMP must remain in place until the LROSION CONTROL SCHEDULL: INSTALL | MAINTAIN
area between the curb and right—of—way line has been e
permanently stabilized. N Construction Entrance (ea) - 1
4. The General Contractor is responsible for the installation 20 0 15 20
and maintenance per the prevention maintenance plan.
£3 | cu et Protection () | - 2 - —
5. Concrete trucks will be permitted to wash out only at SCALE
approved locations. then maintain and clean up as 1 INCH = 30 FEET
conditions require, by contractor. No hazardous materials ( , _
are expected to be encountered. Any spills (diesel, fuel, -k} Drop inlet Protection (sa) 2
oil, etc.) will be cleaned up and removed immediately.
Portable toilets will be supplied and maintained at various .
sites along the project. Disposal of sewage will be handled —— Silt Fence (LF) - 1,800 Pierpoint Acres 2nd Addition
by a contracting firm specializing in this activity. .
WDS - Erosion Contol Plan
6. The above mentioned storm water prevention methods will . _ _ _—
be monitored daily and maintained as required. A weekly Temporary Seeding (Ac) Wichita, Kansas
erosion control log will be posted in the job trailer onsite, gy
and updated weekly. Site inspections are required within ES(E W
24 hours after a precipitation event of 0.5” or greater. SIi=] Permanent Seeding (Ac - - "
orecip g / i g (Ac) KEMILLER@
/. Stabilize disturbed areas within 14 days after soil 17 E. Lewis '\Em:,:itf I'(SN67E20§ "(3:6;'261;_0242
disruption activities cease. Stabilize with mulch or similarl , ' '
effec/z?/'ve BMPs, in addition to seeding. 4 / Back of Curb Protection (LF) - - KEM PROJ. DATE SHEET
/ 19015 |08.2022
DESIGN DRAWN 6 . O
KEM JMW
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8' CURLEX | OR Il BLANKET, OR EQAL
4" SIDEWALK

TOP OF CUR

LSEED AND FERTILIZE
SECTION B-B

8' CURLEX | OR Il BLANKET, OR EQUAL

DIVERSION RIDGE REQUIRED
WHERE GRADE EXCEEDS 27

TOP OF CURB—\

—

SEED AND FERTILIZE

EXISTING PAVED

ROADWAY Ll e
SECTION A—A CURB INLET 'Iﬁf"—-llllllll%' F,Ul!'
P | Il Il i1 IR
1
\__ FILTER FABRIC FOR STABILIZATION

INSTALL 8' WIDE CURLEX | OR Il EXCELSIOR 2X4 CENTERED IN DRAIN TILE SECTION C-C
BLANKET, OR EQUAL, ON PREPARED SURFACE (TO PREVENT DRAIN TILE FROM ENTERING INLET)
BACK OF CURB. EDGE OF BLANKET WILL BE Y i
AT BACK OF CURB. INSTALL PER MANU- \ 7 NOTE:
FACTURERS RECOMMENDATION, INCLUDING BACK OF CURB SPILLWAY 7/ USE SANDBAGS, STRAW BALES
STAPLES. (SEE DETAIL) - o ’F SEDIMENT BARRIE \ K1 /  OR OTHER APPROVED METHODS

\ L (STRAW BALE TYPE SHOWNY / TO CHANNELIZE RUNOFF TO BASIN

, \\ / AS REQUIRED.
| FLOW (BOTH" SIDES) FLOW \ A .
SUPPLY WATER TO WASH
CAP AT EACH END_ WHEELS IF NECESSARY o

(2 TYP.)

/ E
2

|
|
|
|
SOUTH STREET \\'\'
FLOW

NOTE:
PLACE 4" PERFORATED PVC PIPE, FILLED WITH |  2X% LENGTH | INLET TYPE | INLET OPENING
1/2°-1" DIA. GRAVEL, IN FRONT OF CURB ¥ = % o
) . 1_ -
: INLET AS SHOWN. 2’50 A oy
— 10'-6" 1-A 10'-0"
| : 15'-6" 1-A 15'=0"
INSTALL 8 WIDE CURLEX | OR Il EXCELSIOR fone
BLANKET, OR EQUAL, ON PREPARED SURFACE
BACK OF CURB. EDGE OF BLANKET WILL BE
AT BACK OF CURB. INSTALL PER MANU- CAP AT EACH END
FACTURERS RECOMMENDATION, INCLUDING (2 TvP.)
STAPLES. (SEE DETAIL) COARSE GRAVEL INSIDE —
DRAIN TILE
GENERAL NOTES 50" MIN.
1. EXCELSIOR MAT TO BE INSTALLED WHEN SOD IS NOT SPECIFIED ON |
PROJECT.
2. EXCELSIOR BLANKET TO BE INSTALLED OVER SEED AND FERTILIZER, _ STABILIZED CONSTRUCTION ENTRANCE
AS SPECIFIED IN THE PROJECT SPECIFICATIONS. o1, CENTEREE: B GRARTILE
3. AFTER INSTALLATION OF EXCELSIOR BLANKET, AT LOCATIONS WHERE (LENGTH VARIES - SEE TABLE) GENERAL NOTES
NCEN | IMENT OVER TH N
&?'OCEH]E-R?;LET[%‘EELO&ggﬁgMEESNTiEDEREOS-EOg %%JTREOLC %E\BAC/}.:SD WILL 1. THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION THAT WILL PREVENT TRACKING OR
BE INSTALLED BY THE CONTRACTOR AS NEEDED, TO FIX THE PROBLEM. CURB INLET PROTECTION FLOWING OF SEDIMENT ONTO PUBLIC RIGHTS—OF-WAY. THIS MAY REQUIRE TOP DRESSING,
REPAIR AND/OR CLEANOUT OF ANY MEASURES USED TO TRAP SEDIMENT.

4" PERFORATED PIPE W/ GRAVEL
BACK OF CURB PROTEC”ON DETA"- 2. WHEN NECESSARY, WHEELS SHALL BE CLEANED PRIOR TO ENTRANCE ONTO PUBLIC RIGHT-OF—WAY.

3. WHEN WASHING IS REQUIRED, IT SHALL BE DONE ON AN AREA STABILIZED WITH CRUSHED STONE
THAT DRAINS INTO AN APPROVED SEDIMENT TRAP OR SEDIMENT BASIN, AS SHOWN ABOVE.

Y |
. 4. DRIVE ENTRANCES ONTO RESIDENTIAL LOTS WILL NOT BE REQUIRED TO HAVE THE SEDIMENT
J< HHTHHEHHEK STARTER ROW — 12" SPACING BARRIER SHOWN, BUT WHEEL WASHING MAY BE REQUIRED IF STABILIZED ENTRANCE IS NOT
& SUFFICIENT TO KEEP MUD FROM BEING TRACKED ONTO ADJACENT STREET. ENTRANCE SHALL
1 , EXTEND FROM BACK OF CURB TO DWELLING.
¥ X4 > S X 2" SPACING REVISION DATE: MAY 2013
r ><
/ ) 7 ' v o " BACK OF CURB PROTECTION,.
CURB — R x’\ . . CURB INLET PROTECTION AND
N B ST 6" 6" CONSTRUCTION ENTRANCE
CITY ENGINEER
GARY JANZEN, P.E.
11 GA WIRE c | T Y - O F PROJECT NUMBER OCA NUMBER DATE
FLOW STAPLE
S T WICHITA ,
5 CITY ENGINEER'S OFFICE HEET
NOTES:  USE 6" SEAM OVERLAP CITY HALL - SEVENTH FLOOR
(X & Y = RECOMMENDED BY MANUFACTURE) PUBLIC WORKS & UTILITIES 455 NORTH MAIN STREET 6 1
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NOTE: POINT A MUST BE HIGHER THAN POINT B SO THAT
WATER FLOWS OVER THE SILT FENCE FABRIC AND
NOT AROUND IT.

SILT-FENCE FABRIC

B WOOD POSTS FILTER FABRIC

ELEVATION

SILT _FENCE DITCH CHECKS
(STREAM PROTECTION)

FILTER FABRIC

WOVEN WIRE
FENCE FABRIC

Fow_ ||| _Fow_

SRR I' =1HEN

MATERIAL SPECIFICATION:

SILT FENCE FABRIC SHOULD CONFORM TO THE AASHTO M288 96 SILT FENCE SPECIFICATION. (
THE POSTS USED TO SUPPORT THE SILT FENCE FABRIC SHOULD BE A HARDWOOD MATERIAL WITH THE N
FOLLOWING MINIMUM DIMENSIONS: 2" SQUARE (NOMINAL) BY 4’ LONG. e
SILT FENCE FABRIC SHOULD BE ATTACHED TO THE WOODEN POSTS WITH STAPLES, WIRE, ZIP TIES, OR

NAILS.

PLACEMENT:

PLACE SILT FENCE IN DITCHES WHERE IT IS UNLIKELY THAT IT WILL BE OVERTOPPED.

WATER SHOULD FLOW THROUGH A SILT FENCE DITCH CHECK, NOT OVER IT. SILT FENCE

DITCH CHECKS OFTEN FAIL WHEN OVERTOPPED.

SILT FENCE DITCH CHECKS SHOULD BE PLACED PERPENDICULAR TO THE FLOWLINE OF THE DITCH.

THE SILT FENCE SHOULD EXTEND FAR ENOUGH SO THAT THE GROUND LEVEL AT THE ENDS OF THE FENCE
IS HIGHER THAN THE TOP OF THE LOW POINT OF THE FENCE. THIS PREVENTS WATER FROM FLOWING
AROUND THE CHECK.

SILT FENCE DITCH CHECKS SHOULD NOT BE PLACED IN DITCHES WHERE HIGH FLOWS ARE EXPECTED.
ROCK CHECKS SHOULD BE USED INSTEAD.

SILT FENCE SHOULD BE PLACED IN DITCHES WITH SLOPES OF 6% OR LESS. FOR SLOPES STEEPER THAN
6%, ROCK CHECKS SHOULD BE USED.

THE FOLLOWING TABLE PROVIDES CHECK SPACING FOR A GIVEN DITCH GRADE:

DITCH CHECK SPACING
DITCH GRADE CHECK

SPACING
(%) (FEET)
0.5 200
1.0 200
2.0 100
3.0 65
4,0 50
50 40
6.0 30

PROPER INSTALLATION METHOD:

EXCAVATE A TRENCH PERPENDICULAR TO THE DITCH FLOWLINE THAT IS AT LEAST 12" DEEP BY 6" WIDE.
EXTEND THE TRENCH IN A STRAIGHT LINE ALONG THE ENTIRE LENGTH OF THE PROPOSED DITCH CHECK.
PLACE THE SOIL ON THE UPSTREAM SIDE OF THE TRENCH FOR LATER USE.

ROLL OUT A CONTINUOUS LENGTH OF SILT FENCE FABRIC ON THE DOWNSTREAM SIDE OF THE TRENCH.
PLACE THE EDGE OF THE FABRIC IN THE TRENCH STARTING AT THE TOP UPSTREAM EDGE OF THE TRENCH.
LINE TWO SIDES OF THE TRENCH WITH THE FABRIC AS SHOWN ON DETAIL. BACKFILL OVER THE FABRIC IN
THE TRENCH WITH THE EXCAVATED SOIL AND COMPACT. AFTER FILLING THE TRENCH, APPROXIMATELY 24"
TO 36" OF SILT FENCE FABRIC SHOULD REMAIN EXPOSED.

LAY THE EXPOSED SILT FENCE ON THE UPSTREAM SIDE OF THE TRENCH TO CLEAR AN AREA FOR DRIVING
IN THE POSTS. JUST DOWNSTREAM OF THE TRENCH, DRIVE POSTS INTO THE GROUND TO A DEPTH OF AT
LEAST 24”. PLACE POSTS NO MORE THAN 4 APART.

ATTACH THE SILT FENCE TO THE ANCHORED POST WITH STAPLES, WIRE, ZIP TIES, OR NAILS.

LIST OF COMMON PLACEMENT/INSTALLATION MISTAKES TO AVOID:

WATER SHOULD FLOW THROUGH A SILT FENCE DITCH CHECK—NOT OVER IT. PLACE SILT FENCE IN DITCHES
WHERE IT IS UNLIKELY THAT T WILL BE OVERTOPPED. SILT FENCE INSTALLATIONS QUICKLY

DETERIORATE WHEN WATER OVERTOPS THEM.

DO NOT PLACE SILT FENCE POSTS ON THE UPSTREAM SIDE OF THE SILT FENCE FABRIC. IN THIS
CONFIGURATION, THE FORCE OF THE WATER IS NOT RESTRICTED BY THE POSTS, BUT ONLY BY THE
STAPLES (WIRE, ZIP TIES, NAILS, ETC.). THE SILT FENCE WILL RIP AND FAIL.

DO NOT PLACE A SILT FENCE DITCH CHECK DIRECTLY IN FRONT OF A CULVERT OUTLET. [T WILL NOT
STAND UP TO THE CONCENTRATED FLOW.

DO NOT PLACE SILT FENCE DITCH CHECKS IN DITCHES THAT WILL LIKELY EXPERIENCE HIGH FLOWS.

THEY WILL NOT STAND UP TO CONCENTRATED FLOW.

FOLLOW PRESCRIBED DITCH CHECK SPACING GUIDELINES. IF SPACING GUIDELINES ARE EXCEEDED,

EROSION WILL OCCUR BETWEEN THE DITCH CHECKS.

DO NOT ALLOW WATER TO FLOW AROUND THE DITCH CHECK. MAKE SURE THAT THE DITCH CHECK IS LONG
ENOUGH SO THAT THE GROUND LEVEL AT THE ENDS OF THE FENCE IS HIGHER THAN THE LOW POINT ON THE
TOP OF THE FENCE.

DO NOT PLACE SILT FENCE DITCH CHECKS IN CHANNELS WITH SHALLOW SOILS UNDERLAIN BY ROCK. IF
THE CHECK IS NOT ANCHORED SUFFICIENTLY, IT WILL WASH OUT.

INSPECTION AND MAINTENANCE:

SILT FENCE DITCH CHECKS SHOULD BE INSPECTED EVERY 7 DAYS AND WITHIN 24 HOURS OF A RAINFALL
OF 1/2" OR MORE. THE FOLLOWING IS A LIST OF QUESTIONS THAT SHOULD BE ADDRESSED DURING
EACH INSPECTION:

DOES WATER FLOW AROUND THE DITCH CHECK?

DOES WATER FLOW UNDER THE DITCH CHECK?

DOES THE SILT FENCE SAG EXCESSIVELY?

HAS THE SILT FENCE TORN OR BECOME DETACHED FROM THE POSTS?
DOES SEDIMENT NEED TO BE REMOVED FROM BEHIND THE DITCH CHECK?
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SILT FENCE BARRIERS FOR AREA INLETS
(INLET PROTECTION)

MIN.

MATERIAL SPECIFICATION:

SILT FENCE FABRIC SHOULD CONFORM TO THE AASHTO M288 96 SILT FENCE SPECIFICATION.

THE WIRE OR POLYMERIC MESH BACKING USED TO HELP SUPPORT THE SILT FENCE FABRIC SHOULD CONFORM
TO THE AASHTO M288 96 SILT FENCE SPECIFICATION.

THE POSTS USED TO SUPPORT THE SILT FENCE FABRIC SHOULD BE A HARDWOOD MATERIAL WITH THE
FOLLOWING MINIMUM DIMENSIONS: 2" SQUARE (NOMINAL) BY 4' LONG.

THE MATERIAL USED TO FRAME THE TOPS OF THE POSTS SHOULD BE 1" BY 4" BOARDS.

SILT FENCE FABRIC AND SUPPORT BACKING SHOULD BE ATTACHED TO THE WOODEN POSTS AND FRAME WITH
STAPLES, WIRE, ZIP TIES, OR NAILS.

PLACEMENT:

PLACE A SILT FENCE DROP INLET BARRIER IN A LOCATION WHERE IT IS UNLIKELY TO BE OVERTOPPED.

WATER SHOULD FLOW THROUGH SILT FENCE, NOT OVER IT. SILT FENCE BARRIERS FOR AREA INLETS

OFTEN FAIL WHEN REPEATEDLY OVERTOPPED.

WHEN USED AS A BARRIER FOR AREA INLETS, SILT FENCE FABRIC AND POSTS MUST BE SUPPORTED AT THE TOP
BY A WOODEN FRAME.

WHEN A SILT FENCE BARRIER FOR AREA INLETS IS LOCATED NEAR AN INLET THAT HAS STEEP APPROACH
SLOPES, THE STORAGE CAPACITY BEHIND THE BARRIER IS DRASTICALLY REDUCED. TIMELY REMOVAL OF
SEDIMENT MUST OCCUR FOR A BARRIER TO OPERATE PROPERLY IN THIS LOCATION.

PROPER INSTALLATION METHOD:

EXCAVATE A TRENCH AROUND THE PERIMETER OF THE AREA INLET THAT IS AT LEAST 8" DEEP BY 8" WIDE.
DRIVE POSTS TO A DEPTH OF AT LEAST 18" AROUND THE PERIMETER OF THE AREA INLET.

THE DISTANCE BETWEEN POSTS SHOULD BE 4’ OR LESS. IF THE DISTANCE BETWEEN TWO ADJACENT
CORNER POSTS IS MORE THAN 4’, ADD ANOTHER POST(S) BETWEEN THEM.

CONNECT THE TOPS OF ALL THE POSTS WITH A WOODEN FRAME MADE OF 17 BY 4" BOARDS. USE NAILS
OR SCREWS FOR FASTENING.

ATTACH THE WIRE OR POLYMERIC-MESH BACKING TO THE OUTSIDE OF THE POST/FRAME STRUCTURE WITH
STAPLES, WIRE, ZIP TIES, OR NAILS.

ROLL OUT A CONTINUOUS LENGTH OF SILT FENCE FABRIC LONG ENOUGH TO WRAP AROUND THE PERIMETER
OF THE AREA INLET. ADD MORE LENGTH FOR OVERLAPPING THE FABRIC JOINT. PLACE THE EDGE OF THE
FABRIC IN THE TRENCH, STARTING AT THE OUTSIDE EDGE OF THE TRENCH. LINE ALL THREE SIDES OF
THE TRENCH WITH THE FABRIC. BACKFILL OVER THE FABRIC IN THE TRENCH WITH THE EXCAVATED SOIL
AND COMPACT. AFTER FILLING THE TRENCH, APPROXIMATELY 24" TO 36" OF SILT FENCE FABRIC

SHOULD REMAIN EXPOSED.

ATTACH THE SILT FENCE TO THE OUTSIDE OF THE POST/FRAME STRUCTURE WITH STAPLES, WIRE, ZIP

TIES, OR NAILS. THE JOINT SHOULD BE OVERLAPPED TO THE NEXT POST.

NOTE:  WHEN A SILT FENCE BARRIER FOR AREA INLET IS PLACED IN A SHALLOW MEDIAN DITCH, MAKE
SURE THAT THE TOP OF THE BARRIER IS NOT HIGHER THAN THE PAVED ROAD. IN THIS CONFIGURATION,
WATER MAY SPREAD ONTO THE ROADWAY CAUSING A HAZARDOUS CONDITION.

LIST OF COMMON PLACEMENT/INSTALLATION MISTAKES TO AVOID:

WATER SHOULD FLOW THROUGH A SILT FENCE BARRIER FOR AREA INLET-NOT OVER IT. PLACE A SILT
FENCE BARRIER FOR AREA INLET IN A LOCATION WHERE IT IS UNLIKELY TO BE OVERTOPPED. SILT
FENCE BARRIER FOR AREA INLETS OFTEN FAIL WHEN REPEATEDLY OVERTOPPED.

DO NOT PLACE POSTS ON THE OUTSIDE OF THE SILT FENCE BARRIER FOR AREA INLET. IN THIS
CONFIGURATION, THE FORCE OF THE WATER IS NOT RESISTED BY THE POSTS, BUT ONLY BY THE STAPLES
(WIRE, ZIP TIES, NAILS, ETC.). THE SILT FENCE WILL RIP AND FAIL.

DO NOT INSTALL SILT FENCE BARRIER FOR AREA INLETS WITHOUT FRAMING THE TOP OF THE POSTS.

THE CORNER POSTS AROUND AREA INLETS ARE STRESSED IN TWO DIRECTIONS WHEREAS A NORMAL SILT
FENCE IS ONLY STRESSED IN ONE DIRECTION. THIS ADDED STRESS REQUIRES MORE SUPPORT.

INSPECTION AND MAINTENANCE:

SILT FENCE BARRIER FOR AREA INLETS SHOULD BE INSPECTED EVERY 7 DAYS AND WITHIN 24 HOURS OF
A RAINFALL OF 1/2" OR MORE. THE FOLLOWING IS A LIST OF QUESTIONS THAT SHOULD BE ADDRESSED
DURING EACH INSPECTION:

DOES WATER FLOW UNDER THE SILT FENCE?

DOES THE SILT FENCE SAG EXCESSIVELY?

HAS THE SILT FENCE TORN OR BECOME DETACHED FROM THE POSTS?

DOES SEDIMENT NEED TO BE REMOVED FROM BEHIND THE AREA INLET BARRIER?
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SILT FENCE BARRIERS

MATERIAL SPECIFICATION:

PLACEMENT:

SILT FENCE FABRIC SHOULD CONFORM TO THE AASHTO M288 96 SILT FENCE SPECIFICATION.

THE POSTS USED TO SUPPORT THE SILT FENCE FABRIC SHOULD BE A HARDWOOD MATERIAL WITH THE
FOLLOWING MINIMUM DIMENSIONS: 2" SQUARE (NOMINAL) BY 4’ LONG.

SILT FENCE FABRIC SHOULD BE ATTACHED TO THE WOODEN POSTS WITH STAPLES, WIRE, ZIP TIES, OR
NAILS.

A SLOPE BARRIER SHOULD BE USED AT THE TOE OF A SLOPE WHEN A DITCH DOES NOT EXIST. THE SLOPE
BARRIER SHOULD BE PLACED ON NEARLY LEVEL GROUND 5 TO 10' AWAY FROM THE TOE OF A SLOPE. THE
BARRIER IS PLACED AWAY FROM THE TOE OF THE SLOPE TO PROVIDE ADEQUATE STORAGE FOR SETTLING

OUT SEDIMENT.

WHEN PRACTICABLE, SILT FENCE SLOPE BARRIERS SHOULD BE PLACED ALONG CONTOURS TO AVOID A
CONCENTRATION OF FLOW.

SILT FENCE SLOPE BARRIERS CAN ALSO BE PLACED ALONG RIGHT—OF-WAY FENCE LINES TO KEEP SEDIMENT
FROM CROSSING ONTO ADJACENT PROPERTY. WHEN PLACED IN THIS MANNER, THE SLOPE BARRIER WILL
NOT LIKELY FOLLOW CONTOURS.

PROPER INSTALLATION METHOD:

EXCAVATE A TRENCH THE LENGTH OF THE PLANNED SLOPE BARRIER THAT IS 6" DEEP BY 4" WIDE.

MAKE SURE THAT THE TRENCH IS EXCAVATED ALONG A SINGLE CONTOUR. WHEN PRACTICABLE, SLOPE
BARRIERS SHOULD BE PLACED ALONG CONTOURS TO AVOID A CONCENTRATION OF FLOW. PLACE THE SOIL
ON THE UPSLOPE SIDE OF THE TRENCH FOR LATER USE.

ROLL OUT A CONTINUOUS LENGTH OF SILT FENCE FABRIC ON THE DOWNSLOPE SIDE OF THE TRENCH.
PLACE THE EDGE OF THE FABRIC IN THE TRENCH STARTING AT THE TOP UPSLOPE EDGE. LINE ALL THREE
SIDES OF THE TRENCH WITH THE FABRIC. BACKFILL OVER THE FABRIC IN THE TRENCH WITH THE
EXCAVATED SOIL AND COMPACT. AFTER FILLING THE TRENCH, APPROXIMATELY 24" TO 36" OF

SILT-FENCE FABRIC SHOULD REMAIN EXPOSED.

LAY THE EXPOSED SILT FENCE UPSLOPE OF THE TRENCH TO CLEAR AN AREA FOR DRIVING IN THE POSTS.
JUST DOWNSLOPE OF THE TRENCH, DRIVE POSTS INTO THE GROUND TO A DEPTH OF AT LEAST 18"
PLACE POSTS NO MORE THAN 4’ APART.

ATTACH THE SILT FENCE TO THE ANCHORED POST WITH STAPLES, WIRE, ZIP TIES, OR NAILS.

LIST OF COMMON PLACEMENT/INSTALLATION MISTAKES TO AVOID:

WHEN PRACTICABLE, DO NOT PLACE SILT FENCE SLOPE BARRIERS ACROSS CONTOURS. SLOPE BARRIERS
SHOULD BE PLACED ALONG CONTOURS TO AVOID A CONCENTRATION OF FLOW. WHEN THE FLOW
CONCENTRATES, IT OVERTOPS THE BARRIER AND THE SILT FENCE SLOPE BARRIER QUICKLY DETERIORATES.
DO NOT PLACE SILT-FENCE POSTS ON THE UPSLOPE SIDE OF THE SILT FENCE FABRIC. IN THIS
CONFIGURATION, THE FORCE OF THE WATER IS NOT RESTRICTED BY THE POSTS, BUT ONLY BY THE
STAPLES (WIRE, ZIP TIES, NAILS, ETC.). THE SILT FENCE WILL RIP AND FAIL.

DO NOT PLACE SILT FENCE SLOPE BARRIERS IN AREAS WITH SHALLOW SOILS UNDERLAIN BY ROCK. IF
THE BARRIER IS NOT SUFFICIENTLY ANCHORED, [T WILL WASH OUT.

SILT FENCE SLOPE BARRIERS MUST BE DUG INTO THE GROUND-SILT FENCE AT GROUND LEVEL DOES NOT
WORK BECAUSE WATER WILL FLOW UNDERNEATH.

INSPECTION AND MAINTENANCE:

SILT FENCE SLOPE BARRIERS SHOULD BE INSPECTED EVERY 7 DAYS AND WITHIN 24 HOURS OF A RAINFALL
OF 1/2" OR MORE. THE FOLLOWING IS A LIST OF QUESTIONS THAT SHOULD BE ADDRESSED DURING EACH
INSPECTION:

ARE THERE ANY POINTS ALONG THE SLOPE BARRIER WHERE WATER IS CONCENTRATING?
DOES WATER FLOW UNDER THE SLOPE BARRIER?

DO THE SILT FENCES SAG EXCESSIVELY?

HAS THE SILT FENCE TORN OR BECOME DETACHED FROM THE POSTS?

DOES SEDIMENT NEED TO BE REMOVED FROM BEHIND THE SLOPE BARRIER? L i i s
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NOTE: POINT A MUST BE HIGHER THAN POINT B
SO THAT WATER FLOWS OVER THE BALES AND
NOT AROUND THEM.

A WOOD STAKES
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STRAW BALE DITCH CHECKS

MATERIAL SPECIFICATION:

BALE DITCH CHECKS MAY BE CONSTRUCTED OF WHEAT STRAW, OAT STRAW, PRAIRIE HAY, OR BROMEGRASS
HAY THAT IS FREE OF WEEDS DECLARED NOXIOUS BY THE KANSAS STATE BOARD OF AGRICULTURE.

THE STAKES USED TO ANCHOR THE BALES SHOULD BE A HARDWOOD MATERIAL WITH THE FOLLOWING MINIMUM
DIMENSIONS: 2" SQUARE (NOMINAL) BY 4’ LONG.

OPTIONAL: THE DOWNSTREAM SCOUR APRON SHOULD BE CONSTRUCTED OF A DOUBLE-NETTED STRAW
EROSION—CONTROL BLANKET AT LEAST 6' WIDE.

OPTIONAL: THE METAL LANDSCAPE STAPLES USED TO ANCHOR THE EROSION—CONTROL BLANKET SHOULD BE
AT LEAST 8" LONG.

PLACEMENT:

BALE DITCH CHECKS SHOULD BE PLACED PERPENDICULAR TO THE FLOWLINE OF THE DITCH.

THE DITCH CHECK SHOULD EXTEND FAR ENOUGH SO THAT THE GROUND LEVEL AT THE ENDS OF THE CHECK
IS HIGHER THAN THE TOP OF THE LOWEST CENTER BALE. THIS PREVENTS WATER FROM FLOWING AROUND
THE CHECK.

STRAW BALE DITCH CHECKS SHOULD NOT BE PLACED IN DITCHES WHERE HIGH FLOWS ARE EXPECTED.

ROCK CHECKS SHOULD BE USED INSTEAD.

BALES SHOULD BE PLACED IN DITCHES WITH SLOPES OF 6% OR LESS. FOR SLOPES

STEEPER THAN 6%, ROCK CHECKS SHOULD BE USED.

THE FOLLOWING TABLE PROVIDES CHECK SPACING FOR A GIVEN DITCH GRADE:

DITCH CHECK SPACING
DITCH GRADE ~ CHECK SPACING

(%) (FEET)
05 200
1.0 200
2.0 100
3.0 65
40 50
5.0 40
6.0 30

PROPER INSTALLATION METHOD:

EXCAVATE A TRENCH PERPENDICULAR TO THE DITCH FLOWLINE THAT IS 4” DEEP AND A BALE'S WIDTH

WIDE. EXTEND THE TRENCH IN A STRAIGHT LINE ALONG THE ENTIRE LENGTH OF THE PROPOSED DITCH
CHECK. PLACE THE SOIL ON THE UPSTREAM SIDE OF THE TRENCH-IT WILL BE USED LATER.

OPTIONAL: ON THE DOWNSTREAM SIDE OF THE TRENCH, ROLL OUT A LENGTH OF EROSION—CONTROL BLANKET
(SCOUR APRON) EQUAL TO THE LENGTH OF THE TRENCH. PLACE THE UPSTREAM EDGE OF THE EROSION-
CONTROL BLANKET ALONG THE BOTTOM UPSTREAM EDGE OF THE TRENCH. THE EROSION CONTROL BLANKET
SHOULD BE ANCHORED IN THE TRENCH WITH ONE ROW OF 8" LANDSCAPE STAPLES PLACED ON 18" CENTERS.
THE REMAINDER OF THE EROSION-CONTROL BLANKET (THE PORTION THAT IS NOT LYING IN THE TRENCH)

WILL SERVE AS THE DOWNSTREAM SCOUR APRON. THIS SECTION OF THE BLANKET SHOULD BE ANCHORED TO

THE GROUND WITH 8” LANDSCAPE STAPLES PLACED AROUND THE PERIMETER OF THE BLANKET ON 18” CENTERS.

THE REMAINDER OF THE BLANKET SHOULD BE ANCHORED USING TWO EVENLY SPACED ROWS OF 8" LANDSCAPE
STAPLES ON 18" CENTERS PLACED PERPENDICULAR TO THE FLOWLINE OF THE DITCH.

PLACE THE BALES IN THE TRENCH, MAKING SURE THAT THEY ARE BUTTED TIGHTLY. TWO STAKES SHOULD

BE DRIVEN THROUGH EACH BALE ALONG THE CENTERLINE OF THE DITCH CHECK, APPROXIMATELY 6° TO

8" IN FROM THE BALE ENDS. STAKES SHOULD BE DRIVEN AT LEAST 12" INTO THE GROUND.

ONCE ALL THE BALES HAVE BEEN INSTALLED AND ANCHORED, PLACE THE EXCAVATED SOIL AGAINST THE
UPSTREAM SIDE OF THE CHECK AND COMPACT IT. THE COMPACTED SOIL SHOULD BE NO MORE THAN 3" TO
4" DEEP AND EXTEND UPSTREAM NO MORE THAN 24"

LIST OF COMMON PLACEMENT/INSTALLATION MISTAKES TO AVOID:

DO NOT PLACE A BALE DITCH CHECK DIRECTLY IN FRONT OF A CULVERT OUTLET. IT WILL NOT STAND UP
TO THE CONCENTRATED FLOW.

DO NOT PLACE BALE DITCH CHECKS IN DITCHES THAT WILL LIKELY EXPERIENCE HIGH FLOWS. THEY WILL
NOT STAND UP TO CONCENTRATED FLOW.

FOLLOW PRESCRIBED DITCH-CHECK SPACING GUIDELINES. IF SPACING GUIDELINES ARE EXCEEDED,

EROSION WILL OCCUR BETWEEN THE DITCH CHECKS.

DO NOT ALLOW WATER TO FLOW AROUND THE DITCH CHECK. MAKE SURE THAT THE DITCH CHECK IS LONG
ENOUGH SO THAT THE GROUND LEVEL AT THE ENDS OF THE CHECK IS HIGHER THAN THE TOP OF THE
LOWEST CENTER BALE.

DO NOT PLACE BALE DITCH CHECKS IN CHANNELS WITH SHALLOW SOILS UNDERLAIN BY ROCK. IF THE
CHECK IS NOT ANCHORED SUFFICIENTLY, IT WILL WASH OUT.

BALE DITCH CHECKS MUST BE DUG INTO THE GROUND. BALES AT GROUND LEVEL DO NOT WORK BECAUSE
THEY ALLOW WATER TO FLOW UNDER THE CHECK.

INSPECTION AND MAINTENANCE:

BALE DITCH CHECKS SHOULD BE INSPECTED EVERY 7 DAYS AND WITHIN 24 HOURS OF A RAINFALL OF
1/2" OR MORE. THE FOLLOWING IS A LIST OF QUESTIONS THAT SHOULD BE ADDRESSED DURING EACH
INSPECTION:

DOES WATER FLOW AROUND THE DITCH CHECK?

DOES WATER FLOW UNDER THE DITCH CHECK?

DOES WATER FLOW THROUGH SPACES BETWEEN ABUTTING BALES?

ARE ANY BALES AND/OR SCOUR APRONS (OPTIONAL) DISLODGED?

ARE BALES DECOMPOSING DUE TO AGE AND/OR WATER DAMAGE?

DOES SEDIMENT NEED TO BE REMOVED FROM BEHIND THE DITCH CHECK?
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STRAW BALE BARRIERS FOR AREA INLETS
(INLET PROTECTION)

MATERIAL SPECIFICATION:

BALE AREA INLET BARRIERS SHOULD BE CONSTRUCTED OF WHEAT STRAW, OAT STRAW, PRAIRIE HAY, OR
BROMEGRASS HAY THAT IS FREE OF WEEDS DECLARED NOXIOUS BY THE KANSAS STATE BOARD OF
AGRICULTURE.

THE STAKES USED TO ANCHOR THE BALES SHOULD BE A HARDWOOD MATERIAL WITH THE FOLLOWING MINIMUM
DIMENSIONS: 2" SQUARE (NOMINAL) BY 4 LONG.

TWINE SHOULD BE USED TO BIND BALES. THE USE OF WIRE BINDING IS PROHIBITED BECAUSE IT DOES

NOT BIODEGRADE READILY.

PLACEMENT:

BALE AREA INLET BARRIERS SHOULD BE PLACED DIRECTLY AROUND THE PERIMETER OF A DROP INLET.
WHEN A BALE AREA INLET BARRIER IS LOCATED NEAR AN INLET THAT HAS STEEP APPROACH SLOPES, THE
STORAGE CAPACITY BEHIND THE BARRIER IS DRASTICALLY REDUCED. TIMELY REMOVAL OF SEDIMENT

MUST OCCUR FOR A BARRIER TO OPERATE PROPERLY IN THIS LOCATION.

PROPER INSTALLATION METHOD:

EXCAVATE A TRENCH AROUND THE PERIMETER OF THE AREA INLET THAT IS AT LEAST 4" DEEP BY A
BALE'S WIDTH WIDE.

PLACE THE BALES IN THE TRENCH, MAKING SURE THAT THEY ARE BUTTED TIGHTLY. SOME BALES MAY
NEED TO BE SHORTENED TO FIT INTO THE TRENCH AROUND THE AREA INLET. TWO STAKES SHOULD BE
DRIVEN THROUGH EACH BALE, APPROXIMATELY 6" TO 8" IN FROM THE BALE ENDS.

STAKES SHOULD BE DRIVEN AT LEAST 12" INTO THE GROUND.

ONCE ALL THE BALES HAVE BEEN INSTALLED AND ANCHORED, PLACE THE EXCAVATED SOIL AGAINST THE
RECEMING SIDE OF THE BARRIER AND COMPACT IT. THE COMPACTED SOIL SHOULD BE NO MORE THAN
3" T0 4" DEEP.

NOTE: WHEN A BALE AREA INLET BARRIER IS PLACED IN A SHALLOW MEDIAN DITCH, MAKE SURE THAT
THE TOP OF THE BARRIER IS NOT HIGHER THAN THE PAVED ROAD. IN THIS CONFIGURATION, WATER MAY
SPREAD ONTO THE ROADWAY CAUSING A HAZARDOUS CONDITION.

LIST OF COMMON PLACEMENT INSTALLATION MISTAKES TO AVOID:

BALES SHOULD BE PLACED DIRECTLY AGAINST THE PERIMETER OF THE AREA INLET. THIS ALLOWS
OVERTOPPING WATER TO FLOW DIRECTLY INTO THE INLET INSTEAD OF ONTO NEARBY SOIL CAUSING SCOUR.
BALE AREA INLET BARRIERS MUST BE DUG INTO THE GROUND. BALES AT GROUND LEVEL DO NOT WORK
BECAUSE THEY ALLOW WATER TO FLOW UNDER THE BARRIER.

INSPECTION AND MAINTENANCE:

BALE AREA INLET BARRIERS SHOULD BE INSPECTED EVERY 7 DAYS AND WITHIN 24 HOURS OF A RAINFALL
1/2" OR MORE. THE FOLLOWING IS A LIST OF QUESTIONS THAT SHOULD BE ADDRESSED
DURING EACH INSPECTION:

DOES WATER FLOW UNDER THE AREA INLET BARRIER?

DOES WATER FLOW THROUGH SPACES BETWEEN ABUTTING BALES?

ARE ANY BALES DISLODGED?

ARE BALES DECOMPOSING DUE TO AGE AND/OR WATER DAMAGE?

DOES SEDIMENT NEED TO BE REMOVED FROM BEHIND THE AREA INLET BARRIER?
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STRAW BALE BARRIERS

MATERIAL SPECIFICATION:

BALE SLOPE BARRIERS MAY BE CONSTRUCTED OF WHEAT STRAW, OAT STRAW, PRAIRIE HAY, OR BROMEGRASS
HAY THAT IS FREE OF WEEDS DECLARED NOXIOUS BY THE KANSAS STATE BOARD OF AGRICULTURE.

THE STAKES USED TO ANCHOR THE BALES SHOULD BE A HARDWOOD MATERIAL WITH THE FOLLOWING MINIMUM
DIMENSIONS: 2" SQUARE (NOMINAL) BY 4’ LONG.

TWINE SHOULD BE USED TO BIND BALES. THE USE OF WIRE BINDING IS PROHIBITED BECAUSE IT DOES

NOT BIODEGRADE READILY.

PLACEMENT:

A SLOPE BARRIER SHOULD BE USED AT THE TOE OF A SLOPE WHEN A DITCH DOES NOT EXIST. THE SLOPE
BARRIER SHOULD BE PLACED ON NEARLY LEVEL GROUND 5' TO 10" AWAY FROM THE TOE OF A SLOPE. THE
BARRIER IS PLACED AWAY FROM THE TOE OF THE SLOPE TO PROVIDE ADEQUATE STORAGE FOR SETTLING OUT
SEDIMENT.

WHEN PRACTICABLE, BALE SLOPE BARRIERS SHOULD BE PLACED ALONG CONTOURS TO AVOID A
CONCENTRATION OF FLOW.

BALE SLOPE BARRIERS CAN ALSO BE PLACED ALONG RIGHT-OF-WAY FENCE LINES TO KEEP SEDIMENT FROM
CROSSING ONTO ADJACENT PROPERTY. WHEN PLACED IN THIS MANNER, THE SLOPE BARRIER WILL NOT
LIKELY FOLLOW CONTOURS.

PROPER INSTALLATION METHOD:

EXCAVATE A TRENCH THE LENGTH OF THE PLANNED SLOPE BARRIER THAT IS 4" DEEP AND A BALE'S WIDTH
WIDE. MAKE SURE THAT THE TRENCH IS EXCAVATED ALONG A SINGLE CONTOUR. WHEN PRACTICABLE, SLOPE
BARRIERS SHOULD BE PLACED ALONG CONTOURS TO AVOID A CONCENTRATION OF FLOW. PLACE THE SOIL ON
THE UPSLOPE SIDE OF THE TRENCH FOR LATER USE.

PLACE THE BALES IN THE TRENCH, MAKING SURE THAT THEY ARE BUTTED TIGHTLY. TWO STAKES SHOULD

BE DRIVEN THROUGH EACH BALE ALONG THE CENTERLINE OF THE DITCH CHECK, APPROXIMATELY 6” TO

8" IN FROM THE BALE ENDS. STAKES SHOULD BE DRIVEN AT LEAST 12" INTO THE GROUND.

ONCE ALL THE BALES HAVE BEEN INSTALLED AND ANCHORED, PLACE THE EXCAVATED SOIL AGAINST THE
UPSLOPE SIDE OF THE CHECK AND COMPACT IT. THE COMPACTED SOIL SHOULD BE NO MORE THAN 3" TO
4" DEEP.

LIST OF COMMON PLACEMENT/INSTALLATION MISTAKES TO AVOID:

WHEN PRACTICAL, DO NOT PLACE BALE SLOPE BARRIERS ACROSS CONTOURS. SLOPE BARRIERS SHOULD

BE PLACED ALONG CONTOURS TO AVOID A CONCENTRATION OF FLOW. CONCENTRATED FLOW OVER A SLOPE
BARRIER CREATES A SCOUR HOLE ON THE DOWNSLOPE SIDE OF THE BARRIER. THE SCOUR HOLE
EVENTUALLY UNDERMINES THE BALES AND THE BARRIER FAILS.

DO NOT PLACE BALE SLOPE BARRIERS IN AREAS WITH SHALLOW SOILS UNDERLAIN BY ROCK. IF THE
BARRIER IS NOT ANCHORED SUFFICIENTLY, IT WILL WASH OUT.

BALE SLOPE BARRIERS MUST BE DUG INTO THE GROUND. BALES AT GROUND LEVEL DO NOT WORK BECAUSE
THEY ALLOW WATER TO FLOW UNDER THE BARRIER.

INSPECTION AND MAINTENANCE:

BALE SLOPE BARRIERS SHOULD BE INSPECTED EVERY 7 DAYS AND WITHIN 24 HOURS OF A RAINFALL OF
1/2" OR MORE. THE FOLLOWING IS A LIST OF QUESTIONS THAT SHOULD BE ADDRESSED DURING EACH
INSPECTION:

ARE THERE ANY POINTS ALONG THE SLOPE BARRIER WHERE WATER IS CONCENTRATING?
DOES WATER FLOW UNDER THE SLOPE BARRIER?

DOES WATER FLOW THROUGH SPACES BETWEEN ABUTTING BALES?

ARE ANY BALES DISLODGED?

ARE BALES DECOMPOSING DUE TO AGE AND/OR WATER DAMAGE?

DOES SEDIMENT NEED TO BE REMOVED FROM BEHIND THE SLOPE BARRIER?

REVISION DATE: MAY 2013

STIRAW BALE DITCH CHECK
AND BARRIER DETAILS
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GENERAL NOTES

1. THIS SHEET IS INTENDED TO PROVIDE GUIDELINES AS TO WHAT TYPES
OF EROSION CONTROL DEVICES WILL BE INSTALLED DURING THE
CONSTRUCTION PROCESS. CONTRACTORS ARE EXPECTED TO BID

PROJECTS ACCORDINGLY.

2. EROSION CONTROL DEVICES MUST BE MAINTAINED BY THE CONTRACTOR

THROUGHOUT THE CONSTRUCTION PROCESS AND UNTIL
EARTH IS RESTABILIZED.

3. IF THE PROJECT WILL DISTURB 1 ACRE OR MORE, A FEDERAL/STATE
NPDES STORMWATER PERMIT IS REQUIRED. A DETAILED STORMWATER
POLLUTION PREVENTION PLAN, IS REQUIRED. THE EROSION CONTROL
DEVICES SHOWN ON THIS SHEET ARE CONSIDERED TO BE THE MINIMUM

TO BE SHOWN IN THE POLLUTION PREVENTION PLAN.

— = | .

4. FOR PROJECTS DISTURBING LESS THAN 1 ACRE, CONTRACTORS ARE

ENCOURAGED TO PREPARE STORMWATER POLLUTION PREVENTION PLANS PRIOR
TO CONSTRUCTION. EROSION CONTROL DEVICES MUST BE USED ON ALL PROJECTS.

5. FAILURE TO USE AND MAINTAIN EROSION CONTROL DEVICES IS A VIOLATION

THE DISTURBED TO THE PENALTIES PROVIDED FOR THEREIN.

OF SECTION 16.32 OF THE CITY CODE AND WILL SUBJECT THE CONTRACTOR

6. THE APPLICATION OF EROSION CONTROL DEVICES SHOWN ON THIS SHEET

LONG AS THEY ARE EFFECTIVE AND MAINTAINED.

—-/

IS FOR SITUATIONS NORMALLY ENCOUNTERED. FROM TIME TO TIME, SITUATIONS
WILL ARISE THAT MAY REQUIRE A DIFFERENT DEVICE OTHER THAN THOSE SHOWN.
EROSION CONTROL DEVICES, OTHER THAN THOSE SHOWN, MAY BE UTILIZED AS

—
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GENERAL NOTES

1. THE INTENT OF ALL EROSION CONTROL DEVICES IS TO KEEP ALL SEDIMENT
CONFINED TO THE CONSTRUCTION SITE, AND OUT OF ALL UNDERGROUND
PIPES, DITCHES, LAKES, AND OTHER DRAINAGE FACILITIES, AND OFF OF STREETS.

. THE POINT OF COMPLIANCE IS GENERALLY THE RIGHT-OF—WAY LINES
WITHIN THE LIMITS OF CONSTRUCTION.

N

. EROSION CONTROL DEVICES WILL BE REQUIRED AT ALL POINTS ALONG
THE PROJECT WHERE DISTURBED EARTH CAN DRAIN ONTO PRIVATE PROPERTY.

N

. INLET PROTECTION DEVICES WILL BE REQUIRED WHEREVER WATER CAN
DRAIN OFF THE PROJECT SITE INTO AN INLET, INCLUDING ANY SIDE
STREET INLETS.

o+~

. EROSION CONTROL DEVICES SHALL BE INSTALLED AT CREEK CROSSINGS
SO AS TO PREVENT SEDIMENT FROM ENTERING THEREIN.

n

. STABILIZED CONSTRUCTION ENTRANCES SHALL BE PROVIDED, AS
NEEDED, TO PREVENT MUD FROM TRACKING ONTO STREETS NOT UNDER
CONSTRUCTION AND ON STREETS WITHIN THE PROJECT LIMITS IF
TRAFFIC IS BEING MAINTAINED THROUGH THE PROJECT.

(@)

—

I'XXXXX'(XXX—H-

2ND STREET/

b e E}

o L R T L

SRD STREET

—
——
—

7. ANY MUD TRACKED ONTO STREETS MUST BE REMOVED AT THE END OF EACH WORK DAY.

8. THE CONTACTOR WILL BE REQUIRED TO PLACE EROSION CONTROL DEVICES BACK OF CURB,
WHENEVER WATER CAN DRAIN OVER CURB, TO KEEP ERODED SOIL OUT OF THE GUTTERLINES,
IN ACCORDANCE WITH THE FOLLOWING:
A. THE DEVICE REQUIRED WILL BE APPROVED EROSION CONTROL MAT LISTED ON THE CITY'S APPROVED MATERIAL LIST.
SAID BLANKET SHALL BE PLACED OVER THE APPROPRIATE SEED AND
FERTILIZER, AS SPECIFIED IN THE PROJECT SPECIFICATIONS. (SEE SOIL EROSION
BMPs — BACK OF CURB SEDIMENT BARRIER DETAILS)

B. THIS DEVICE SHALL BE INSTALLED IMMEDIATELY WHENEVER THE CURB IS S,
BACKFILLED TO WITHIN 3" OF THE TOP OF CURB. (SEE CURB BACKFILL DETAIL) S,
OTHER BMP'S MAY BE REQUIRED AT LOCATIONS WHERE CONCENTRATED FLOW HOAN R S e
CARRIES SEDIMENT OVER THE CURB. 1'%’29%,”‘?/ t

C. ADDITIONALLY, OTHER EROSION CONTROL DEVICES (HAY BALES, SILT FENCE, ETC.)
WILL BE INSTALLED AT LOCATIONS OF CONCENTRATED FLOW RESULTING IN
SEDIMENT OVERRUNNING THE MAT.

D. SHOULD THE PROJECT PLANS SPECIFY THAT THE RIGHT-OF-WAY IS TO BE K
SODDED, THE EXCELSIOR MAT WILL NOT BE REQUIRED SO LONG AS THE SOD
IS PLACED WITHIN 48 HOURS AFTER CURB BACKFILL REACHES A HEIGHT OF 3”

OR LESS FROM TOP OF CURB. (SEE CURB BACKFILL DETAIL)

.
ooooooo

GROUNDLI /

>3"-NO BACK OF CURB EROSION CONTROL DEVICE
REQUIRED

< 3"-EROSION CONTROL DEVICE REQUIRED

YR N THIS DEPRESSION MUST BE MAINTAINED.
[117///:7'“777,’77-
3' MIN. -
e
\Q’/oé,(o CURB BACKFILL DETAIL
%
\% THIS IS A TEMPORARY MEASURE ONLY, WHEN APPROVED BY

THE PROJECT ENGINEER. THE DIRT GRADE BEHIND THE CURB
SHALL BE BROUGHT TO THE TOP OF CURB, WITH TEMPORARY
EROSION CONTROL MAT OR PERMANENT VEGETATION PLACED,

PRIOR TO THE COMPLETION OF ALL PROJECTS.

REVISION: JUNE 2015
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PHASE 1 — INITIAL FARTHWORK AND UTILITIES (EXCEPT STORM SEWER) PHASE 3 — STREET CONSTRUCTION
IS,
X
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1. DURING THIS PHASE OF SUBDIVISION CONSTRUCTION, THE POINTS OF COMPLIANCE 5. CONTRACTORS WORKING WITHIN THE SITE WILL NOT BE REQUIRED TO USE \
ARE THE PERIMETER BOUNDARIES AND ANY DRAINAGE WAYS OR STORM SEWERS INDIVIDUAL EROSION CONTROL DEVICES AS LONG AS THOSE SPECIFIED ABOVE
DRAINING THROUGH OR FROM THE SITE. SHOULD LAKES BE CONSTRUCTED WITHIN ARE IN PLACE AND EFFECTIVE. CONTRACTORS WORKING ON THE BOUNDARY 1. DURING THIS PHASE OF SUBDIVISION CONSTRUCTION, NEW STREETS ARE INSTALLED. 4. SEE DETAIL SHEET FOR BACK OF CURB PROTECTION.
THE SUBDIVISION THAT WILL DISCHARGE DURING STORMS, THEY ARE ALSO A LINE STREETS OR ON ADJACENT PROPERTIES TO EXTEND UTILITIES ARE EXPECTED ALL EROSION CONTROL DEVICES INSTALLED DURING PHASE 1 AND 2 MUST STILL BE
POINT OF COMPLIANCE. TO USE EROSION CONTROL DEVICES AT THEIR WORK LOCATIONS, AS NEEDED. MAINTAINED.  THE POINT OF COMPLIANCE NOW SHIFTS TO THE BACK OF CURB ALONG 5. THE BACK OF CURB PROTECTION SPECIFIED ON THIS PLAN MAY HAVE TO BE
EACH STREET. SUPPLEMENTED WITH HAY BALE OR SILT FENCE EROSION CONTROL DEVICES
2. HAY BALES OR SILT FENCE MUST BE CONSTRUCTED ALONG THE PROPERTY LINE WHERE 6. UTILIZE STABILIZED CONSTRUCTION ENTRANCE AT ENTRANCE AND EXIT ONTO ANY AT LOCATIONS WHERE CONCENTRATED FLOW RESULTS IN SEDIMENT BEING
ON SITE WATER CAN DRAIN OFF THE PROPERTY. THESE EROSION CONTROL DEVICES EXISTING PUBLIC STREETS. 2. CURB OPENING INLET PROTECTION: CARRIED OVER THE EXCELSIOR MATS.
WILL ALSO BE INSTALLED ALONG ANY DRAINAGE DITCH OR LAKE THAT CAN DISCHARGE. A. SUMP AREAS — INLET PROTECTION SHALL BE PROVIDED WHEN STREET SUBGRADE
7. IF THE INITAL EARTH WORK AND UTILITIES ARE DONE AS PART OF A PUBLIC IMPROVEMENT WORK IS COMPLETED. 6. THE STREET CONTRACTOR WILL BE RESPONSIBLE FOR INSTALLING BACK OF
3. SHOULD SILT OR SEDIMENT ENTER THE DITCHES OR STREETS ON THE ADJACENT PROJECT, THESE EROSION CONTROL DEVICES WILL BE INSTALLED BY THE CONTRACTOR AS B. NON-SUMP LOCATIONS — PROVIDE INLET PROTECTION AS SOON AS BASE COURSE CURB EROSION CONTROL DEVICES.
BOUNDARY STREETS, APPROPRIATE EROSION CONTROL DEVICES WILL BE PLACED WITHIN SPECIFIED IN THE INDIVIDUAL PROJECT CONTRACTS. THE CONTRACTOR WILL MAINTAIN THE ASPHALT IS INSTALLED, BEFORE THE SURFACE COURSE LIFT.
THE SUBDIVISION TO PREVENT THIS. DEVICES UNTIL COMPLETION OF THE CONTRACT, AT WHICH TIME THE DEVELOPER WILL 7. THE INDIVIDUAL LOT OWNERS WILL BE RESPONSIBLE FOR MAINTAINING THE
ASSUME MAINTENANCE RESPONSIBILITIES. IF THESE CONTRACTS ARE NOT PUBLIC IMPROVEMENT 3. EROSION CONTROL DEVICES WILL BE REQUIRED BACK OF CURB WHEREVER WATER CAN BACK OF CURB EROSION CONTROL DEVICES IN FRONT OF THEIR LOTS UNTIL
4. ANY MUD TRACKED ONTO ADJACENT STREETS WILL BE REMOVED WITHIN 48 HOURS OR PROJECTS, THE DEVELOPER WILL BE RESPONSIBLE FOR INSTALLING AND MAINTAINING THESE FLOW OVER THE CURB AND THE CURB HAS BEEN BACKFILLED TO WITHIN 3 OR LESS SUCH TIME AS ADJACENT DISTURBED EARTH IS STABILIZED WITH GRASS OR SOD.
BY FRIDAY AT 6:00 PM, WHICHEVER IS EARLIER. DEVICES. OF THE TOP OF CURB (SEE CURB BACKFILL DETAIL). FOR CURBS NOT YET ENTIRELY
BACKFILLED (3" OR MORE BELOW TOP OF CURB), ADDITIONAL DEVICES WILL BE REQUIRED
8. WITHIN 14 DAYS OF COMPLETION OF EARTHWORK ACTIVITIES IN ANY GIVEN AREA, THAT AREA AT POINTS WHERE WATER BREAKS OVER CURB WHICH COULD RESULT IN THE PLACEMENT
SHALL BE TEMPORARILY OR PERMANENTLY SEEDED AND MULCHED. OF SEDIMENT IN THE GUTTER.
GENERAL NOTES
1. THE INTENT OF ALL EROSION CONTROL DEVICES IS TO PREVENT ERODED SOIL
- FROM ENTERING DITCHES, STORM SEWERS, LAKES, STREETS OR ANY OTHER
PHASE 2 — INSTALLATION OF STORM SEWER O TP iy s
2. THIS SHEET IS INTENDED TO PROVIDE GUIDELINES AS TO WHAT TYPE OF EROSION
CONTROL DEVICES WILL BE INSTALLED DURING THE CONSTRUCTION PROCESS. SEE DETAIL SHEET FOR
r CONTRACTORS ARE EXPECTED TO BID PROJECTS ACCORDINGLY. BACK OF CURB PROTECTION DETAIL
L
L) o S R _ 3. EROSION CONTROL DEVICES SHALL BE MAINTAINED DURING THE CONSTRUCTION
- R e o P PROCESS TO REMAIN EFFECTIVE. MAINTENANCE SHALL BE AS INDICATED ON
e e ‘ ‘ SOIL EROSION BMP'S DETAIL SHEETS. :
o 'J:_/ T >3"-NO BACK OF CURB EROSION CONTROL DEVICE
LEGEND =] ol 4. PERSONS DESTROYING EROSION CONTROL DEVICES SHALL BE RESPONSIBLE FOR GROUNDLI _ REQUIRED
S g WL IMMEDIATELY REPAIRING THEM OR INSTALLING SUITABLE REPLACEMENT DEVICES. L < J3"-EROSION CONTROL DEVICE REQUIRED
szz=zz=: PROPOSED NEW STREETS % A 7777 e THIS DEPRESSION MUST BE MAINTAINED.
i - 5. THE DEVELOPMENT OF ANY SUBDIVISION THAT DISTURBS 1 ACRE OR MORE WILL ey,
==  CURB INLETS B REQUIRE A FEDERAL/STATE NPDES STORMWATER PERMIT. THE PREPARATION OF % U
- 7 A STORMWATER POLLUTION PREVENTION PLAN IS REQUIRED. EROSION CONTROL . t i ~~
m  AREA DRAINS e N ‘ DEVICES ARE REQUIRED. THE DETAILS SHOWN ON THIS SHEET ARE THE
P = 2 | MINIMUM STANDARDS TO BE SHOWN ON POLLUTION PREVENTION PLANS. e SR
—  INLET PROTECTION e N oo a1, 4]
\ON . - 6. FOR SUBDIVISIONS SMALLER THAN 1 ACRE, SOIL EROSION DEVICES ARE
= SE® - - REQUIRED. ALSO, DEVELOPERS AND CONTRACTORS ARE ENCOURAGED TO CURB BACKFILL DETAIL
EVELOP POLLUTION PREVENTION PLANS FOR EACH PROJECT PRIOR TO
| iy (STREET CONSTRUCTION ONLY)
« ol 7. FAILURE TO USE AND MAINTAIN SOIL EROSION DEVICES IS A VIOLATION OF THIS IS A TEMPORARY MEASURE ONLY, WHEN APPROVED BY
M i | SECTION 16.32 OF THE CITY CODE AND WILL SUBJECT THE SUBDIVISION THE PROJECT ENGINEER. THE DIRT GRADE BEHIND THE CURB
SOUTH STREET \\\ L DEVELOPER AND CONTRACTORS TO THE PENALTIES PROVIDED THEREIN. SHALL BE BROUGHT TO THE TOP OF CURB, WITH TEMPORARY
—_— EROSION CONTROL MAT OR PERMANENT VEGETATION PLACED,
P N 8. THE APPLICATION OF EROSION CONTROL DEVICES SHOWN ON THIS SHEET PRIOR TO THE COMPLETION OF ALL PROJECTS.
\ IS FOR SITUATIONS NORMALLY ENCOUNTERED. FROM TIME TO TIME, SITUATIONS REVISION DATE: MAY 2013
WILL ARISE THAT MAY REQUIRE DEVICES OTHER THAN THAT SHOWN. EROSION
CONTROL DEVICES, OTHER THAN THOSE SHOWN, MAY BE UTILIZED SO LONG AS
THEY ARE EFFECTIVE AND MAINTAINED. SUBDIVISION
DEVELOPMENT
1. DURING THIS PHASE OF SUBDIVISION DEVELOPMENT, ALL EROSION CONTROL DEVICES 6. THE SUBDIVISION DEVELOPER WILL MAINTAIN THESE EROSION CONTROL DEVICES 9. A STABILIZED EARTH SURFACE IS DEFINED AS ONE THAT IS HARD SURFACED
REQUIRED IN PHASE 1 SHALL REMAIN IN PLACE AND BE MAINTAINED. ONCE INSTALLED. WITH CONCRETE, ASPHALT, OR THE LIKE, OR ONE ON WHICH 70% OF THE PROCESS
GRASS HAS GERMINATED ON THE ENTIRE SURFACE. SR
2. AS NEW STORM SEWERS, WITH INLETS, ARE INSTALLED, THE STORM SEWERS MUST 7. ALL DISTURBED GROUND WILL BE FINAL GRADED AND TEMPORARILY OR PERMANENTLY P
NOW BE PROTECTED SO ALL NEW INLETS BECOME POINTS OF COMPLIANCE. SEEDED WITHIN 14 DAYS IF COMPLETION OF WORK IN ANY GVEN PART OF THE SUBDIVISION. 7 GARY JANZEN, P.E.
3. AREA DRAINS — AS SOON AS WATER CAN FLOW INTO THESE DRAINS, HAY BALE OR 8. ONCE ALL DISTURBED GROUND DRAINING TO AN INLET HAS BEEN RESTABILIZED C ITY »mOF ERPFECI NOMEER CCRICIMBER R
SILT FENCE PROTECTION WILL BE INSTALLED AROUND THEM. WITH GRASS OR SOD, THE SUBDIVISION DEVELOPER WILL BE RESPONSIBLE
FOR PERMANENTLY REMOVING THE INLET PROTECTION. m I c H I T n
4. CURB OPENING INLETS — AS SOON AS WATER CAN FLOW INTO THESE DRAINS, INLET : e
PROTECTION DEVICES MUST BE INSTALLED. IF WATER CANNOT FLOW INTO CURB Cg;i’:f”;’ﬁﬁ;gggkaf
INLETS UNTIL STREET CONSTRUCTION IS COMPLETE, THEN STREET CONTRACTOR WILL PUBLIC WORKS & UTILITIES 455 NORTH MAIN STREET 6 5
(316) 268-4501
5. THE STORM SEWER CONTRACTOR WILL BE RESPONSIBLE FOR INSTALLING THESE DEVICES.
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State of Kansas )
County of Sedgwick ) >

L Keith A. Severns, a /licensed land surveyor of the State of Kansas,
do hereby certity that the rollowing described tract of /and was
surveyed on this Sth day of July, 2022 and the accompanying
one—step final plat prepared and that all the rmonuments shown
heremn actually exist and their positions are correctly shown to the
best of my knowledge and belier:

LEGAL DESCKIPTION

A tract of land described at the Souwthwest Quarter of Section 37,
Township 26 South, Range 1 East at the Sixth Frincipal Meridian.

Lot 7, Block 7, Frerpoint Acres, Sedgwick County, Kansas, together
with that portion of 29th Street North, Meridian Avenue and Old
K—96 Highway vacated in “Order of Vacation” recorded in Misc. book
646, FPage 146 described as rollows: Beginning at the Southeast
corner of Lot 7, Block 7, Frerpont Acres; thence South to a point
forty (40) feet North of the South line of the Southwest Quarter of
Section 37, Township 26 South, Range 1 East of the 6th FP.M.,
thence West parallel to and forty (40) feet North of said South line
to the Westerly right of way line of old K—=96 highway, thence
Northwesterly along said right of way line to a point forty (40) Feet
Last of the West /ine of said Southwest Quarter; thernce North
parallel to and forty (40) feet Fast of said West /ine to a point ten
(710) Ffeet West of the Northwest corner of said Lot 7, Block 7,
Frerpoint Acres, thence East to the Northwest corner of said Lot 7,
thence South, Southeasterly, and £ast along the Southwest line of
sard Lot 7 fo the point of beginning.

All easements and rights—of—way within said tract are hereby
vacated by virtue of KSA 72-572b as amended.

Keith A. Severns, PS #1355
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Pierpoint Acres Znd Addition

Wichita, Sedgwick County, Kansas
Part of the SW !4, Section 31, Township 26 South, Range 1 East

State of Kansas )
County of Sedgwick )

Know all men by these presents, that we, the undersigned, have
caused the land described in the surveyor's certificate to be
platted into Lots, Blocks, Reserves and Street to be known as
Pierpoint Acres Znd Addition, to Wichita, Sedgwick County, Kansas.
The street, drainage and utility easements are hereby granted to
the public as indicated for street drainage purposes and for the
construction and maintenance of all public utilities. No sign, light
poles, private drainage systems, berms, walls, masonry trash
enclosures or other structures shall be located within public utility
easements unless permitted by the City of Wichita Department of
Engineering and that they do not inhibit the conveyance of
surface drainage. Reserves ‘A" is hereby platted for open space,
parking, drainage, landscaping and utilities confined to easerment.
Reserve 'B” is hereby platted for open space, parking, drainage,
landscaping, signage, and utilties confined to easement. Reserve
"C” is hereby platted for drainage, landscaping, and fencing.
Reserves shall be owned and maintained by the Home Owner'’s
Assocration. Compliance with any platted restrictions and applicable
restrictive covenants affecting said Reserves shall be binding on
any owners, successors, heirs or assigns. No private drainage
systems shall be located within public drainage easements unless
a Residential Drainage Relief Permit /s obtained from the City of
Wichita Public Works & Ultilities Department. And further that the
land contained herein is held and shall be conveyed subject to
any applicable restrictions, reservations and covenants now on file
or hereafter filed in the Office of the Register of Deeds of
Sedgwick County, Kansas.

By:

Nick Mills Date

By:

Robert J. Armstrong Date

State of Kansas )
County of Sedgwick ) sc

This instrument was acknowledged before me on this day
of , 2024, by Nick Mills.

Notary Public

My Commission Expires:

State of Kansas )
County of Sedgwick )

This instrument was acknowledged before me on this day
of , 2024, by Robert J. Armstrong.

Notary Public

My Commission Expires:

A master drainage plan has been developed for this plat. All
drainage easements, rights—of—way, and reserves shall remain at
established grades (unless modified with the approval of the City
Engineer) and shall be unobstructed to allow for the conveyance
of stormwater in accordance with the Stormwater Manual. The
maintenance of all drainageways and drainage facilities in
backyard drainage easements and reserves shall be the
responsibility of the property owner, and shall be enforced by the

Homeowners’ Association and be provided for in the Homeowners’
Association covenants.

St Corner, SW é,
Sec. 37, Twn.
26, R7F

State of Kansas ) sc
City of Wichita )

This plat of the Pierpoint Acres Znd Addition, Wichita,
Sedgwick County, Kansas, has been submitted to and
approved by the Wichita—Sedgwick County Metropolitan
Area Planning Commission, Wichita, Kansas. Dated this

day of , 2022.
Wichita—Sedgwick County Metropolitan Area Flanning
Commission.

Bryan K. Frye, Chair

Scott A. Wadle, Secretary

State of Kansas )55
County of Sedgwick )

This plat approved and all dedications shown hereon
accepted by the City Council of the City of Wichita,
Kansas, this day of , 2023.

At the Direction of the City Council.

Lily Wu, Mayor

Jamie Buster, City Clerk

Entered on transfer record this day of
, 2024.

Kelly B. Arnold, County Clerk

State of Kansas ) ss
County of Sedgwick )

This is to certify that this plat has been filed for record

in the Office of the Register of Deeds this day of
, 2024, at _M

and is duly recorded.

Tonya Buckingham, Register of Deeds

Kenly Zehring, Chief Deputy

Reviewed in accordance with K.S5.A. 55—=2005 on thrs
day of , 2024.

Tricia L. Robello, P.S. #1246
Deputy County Surveyor
Sedgwick County, Kansas

19015\ Pierpoint Acres Znd Addition Prepared: 09,/25,/2024

KEMILLER
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State of Kansas    ) County of Sedgwick ) Know all men by these presents, that we, the undersigned, have caused the land described in the surveyor's certificate to be platted into Lots, Blocks, Reserves and Street to be known as Pierpoint Acres 2nd Addition, to Wichita, Sedgwick County, Kansas. The street, drainage and utility easements are hereby granted to the public as indicated for street drainage purposes and for the construction and maintenance of all public utilities. No sign, light poles, private drainage systems, berms, walls, masonry trash enclosures or other structures shall be located within public utility easements unless permitted by the City of Wichita Department of Engineering and that they do not inhibit the conveyance of surface drainage. Reserves "A" is hereby platted for open space, parking, drainage, landscaping and utilities confined to easement. Reserve "B" is hereby platted for open space, parking, drainage, landscaping, signage, and utilties confined to easement. Reserve "C" is hereby platted for drainage, landscaping, and fencing. Reserves shall be owned and maintained by the Home Owner's Association. Compliance with any platted restrictions and applicable restrictive covenants affecting said Reserves shall be binding on any owners, successors, heirs or assigns. No private drainage systems shall be located within public drainage easements unless a Residential Drainage Relief Permit is obtained from the City of Wichita Public Works & Utilities Department. And further that the land contained herein is held and shall be conveyed subject to any applicable restrictions, reservations and covenants now on file or hereafter filed in the Office of the Register of Deeds of Sedgwick County, Kansas.   By:             Nick Mills         Date Date By:                  Robert J. Armstrong       Date Date State of Kansas    ) County of Sedgwick ) This instrument was acknowledged before me on this       day       day  day of                 , 2024, by Nick Mills.                  , 2024, by Nick Mills.   , 2024, by Nick Mills.  Notary Public My Commission Expires:     
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State of Kansas   ) City of Wichita    ) This plat of the Pierpoint Acres 2nd Addition, Wichita, Sedgwick County, Kansas, has been submitted to and approved by the Wichita-Sedgwick County Metropolitan Area Planning Commission, Wichita, Kansas. Dated this       day of                 , 2022.  day of                 , 2022.                 , 2022.  , 2022. Wichita-Sedgwick County Metropolitan Area Planning Commission. Bryan K. Frye, Chair Scott A. Wadle, Secretary
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State of Kansas    ) County of Sedgwick ) This is to certify that this plat has been filed for record in the Office of the Register of Deeds this       day of       day of  day of           ,  2024, at         M;  ,  2024, at         M;         M;    M;   M; M; and is duly recorded. Tonya Buckingham, Register of Deeds Kenly Zehring, Chief Deputy Reviewed in accordance with K.S.A. 58-2005 on this       day of                , 2024.  day of                , 2024.                , 2024. , 2024. Tricia L. Robello, P.S. #1246 Deputy County Surveyor Sedgwick County, Kansas
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 Pierpoint Acres 2nd Addition Wichita, Sedgwick County, Kansas Part of the SW  , Section 31, Township 26 South, Range 1 East14, Section 31, Township 26 South, Range 1 East
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Benchmark: Found Cross approx. S00°49'24"E adistance of 35.16 feet and S°8910'36"W a distance of 1.87 feetto the Northeast Corner of Res. "B". Elevation= 1315.80 NAVD 88 Magnail approx. S01°05'14"E adistance of 124.77 feet and S88°54'46"W a distance of 47.66feet to the Northwest corner of Lot 1, Block A. Elevation= 1317.57 NAVD 88 
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State of Kansas         )  County of Sedgwick      ) This plat approved and all dedications shown hereon accepted by the City Council of the City of Wichita, Kansas, this    day of     , 2023.  day of     , 2023. day of     , 2023. , 2023. At the Direction of the City Council. Lily Wu, Mayor Jamie Buster, City Clerk Entered on transfer record this day of day of , 2024. Kelly B. Arnold, County Clerk
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State of Kansas    ) County of Sedgwick ) This instrument was acknowledged before me on this       day       day  day of                 , 2024, by Robert J. Armstrong.                 , 2024, by Robert J. Armstrong.  , 2024, by Robert J. Armstrong. Notary Public My Commission Expires:     
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State of Kansas    ) County of Sedgwick ) I, Keith A. Severns, a licensed land surveyor of the State of Kansas, do hereby certify that the following described tract of land was surveyed on this 8th day of July, 2022 and the accompanying one-step final plat prepared and that all the monuments shown herein actually exist and their positions are correctly shown to the best of my knowledge and belief: LEGAL DESCRIPTION A tract of land described at the Southwest Quarter of Section 31, Township 26 South, Range 1 East at the Sixth Principal Meridian: Lot 1, Block 1, Pierpoint Acres, Sedgwick County, Kansas; together with that portion of 29th Street North, Meridian Avenue and Old K-96 Highway vacated in "Order of Vacation" recorded in Misc. book 646, Page 146 described as follows: Beginning at the Southeast corner of Lot 1, Block 1, Pierpoint Acres; thence South to a point forty (40) feet North of the South line of the Southwest Quarter of Section 31, Township 26 South, Range 1 East of the 6th P.M.; thence West parallel to and forty (40) feet North of said South line to the Westerly right of way line of old K-96 highway; thence Northwesterly along said right of way line to a point forty (40) feet East of the West line of said Southwest Quarter; thence North parallel to and forty (40) feet East of said West line to a point ten (10) feet West of the Northwest corner of said Lot 1, Block 1, Pierpoint Acres; thence East to the Northwest corner of said Lot 1; thence South, Southeasterly, and East along the Southwest line of said Lot 1 to the point of beginning.  All easements and rights-of-way within said tract are hereby vacated by virtue of KSA 12-512b as amended. Keith A. Severns, PS #1355
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A master drainage plan has been developed for this plat. All drainage easements, rights-of-way, and reserves shall remain at established grades (unless modified with the approval of the City Engineer) and shall be unobstructed to allow for the conveyance of stormwater in accordance with the Stormwater Manual. The maintenance of all drainageways and drainage facilities in backyard drainage easements and reserves shall be the responsibility of the property owner, and shall be enforced by the Homeowners' Association and be provided for in the Homeowners' Association covenants.
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