GENERAL NOTES WATER DISTRIBUTION SYSTEM PHASE 2 TO SERVE _ ReE
' va

1. CITY OF WICHITA STANDARD SPECIFICATIONS AND DETAILS PREVIOUSLY APPROVED ON APRIL 5, 2013 AND LATER
UPDATED BY ADDENDUM ON JUNE 20, 2013 UNDER KDHE PROJECT NO. PW005240, AND SUBSEQUENTLY REVISED BY
SPECIAL PROVISIONS ON NOVEMBER 19, 2020 AND SUBSEQUENTLY MARCH 20, 2023 UNDER KDHE PROJECT NO. PW007148.

2. CONTRACTOR WILL BE REQUIRED TO PROVIDE NOTICE TO UTILITY COMPANIES A MINIMUM OF SEVENTY-TWO (72) HOURS
PRIOR TO ANY EXCAVATION, AS FOLLOWS: THE CITY OF WICH ITA KANSAS
3

KANSAS ONE-CALL 687-2470 PAUL GUNZELMAN, P.E. - CITY ENGINEER

THE CONTRACTOR MUST NOTIFY THE FOLLOWING IN CASE OF AN EMERGENCY:

AT&T 800-246-8464 PROJ ECT NO. 448-2023-01 2031

BLACK HILLS ENERGY (GAS) 800-694-8989
CITY OF WICHITA WATER & SEWER 316-219-8921
CITY OF WICHITA STORMWATER 316-268-4090 O RG C O D E 4 7 1 3 1 82 6
CITY OF WICHITA TRAFFIC 316-268-4034
COX COMMUNICATIONS (CABLE) 888-249-3530
EVERGY 800-544-4857

KANSAS GAS SERVICE (GAS) 888-482-4950 M U N I S N O . E6 1 96

3. UTILITY SERVICE LINES, POLES, ETC. ARE TO BE ADJUSTED AS NECESSARY BY OTHERS PRIOR TO CONSTRUCTION UNLESS
THE PLANS SPECIFICALLY CALL FOR THEIR ADJUSTMENT BY THE CONTRACTOR OR UNLESS THE PLANS SPECIFICALLY NE Cor., SW %; ,
IDENTIFY A UTILITY TO BE ADJUSTED BY ITS OWNER DURING CONSTRUCTION. EXISTING UTILITIES AND THEIR LOCATION, NW Cor.. SW 1/4
AS SHOWN ON THE PLANS, REPRESENT THE BEST INFORMATION OBTAINABLE FOR DESIGN. THE CONTRACTOR WILL BE ! ! Sec. 16, T27S, R2E
REQUIRED TO WORK AROUND EXISTING UTILITIES WITHIN THE RIGHT-OF-WAY WHICH DO NOT CONFLICT WITH PROPOSED Sec. 16, T27S, R2E 7]
CONSTRUCTION. NS”
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PLOTTED: Thursday, August 13, 2026 @ 07:41AM
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4. RUBBLE FROM THE REMOVAL OF MISCELLANEOUS STRUCTURES AND EXCESS EXCAVATION WHICH IS TO BE WASTED , - =
SHALL BE DISPOSED OF ON SITES TO BE PROVIDED BY THE CONTRACTOR. THESE SITES SHALL BE APPROVED BY THE - -
ENGINEER AS TO SUITABILITY, APPEARANCE AND SITE LOCATION. LOCATIONS, IN THE OPINION OF THE ENGINEER, THAT X 13TH ST. N X ‘ E CENTRAL AVE.
WILL LEAVE AN UNSIGHTLY APPEARANCE WILL NOT BE APPROVED. ALL DISPOSAL SITES MUST BE APPROVED BY THE CP 4
KANSAS DEPARTMENT OF HEALTH AND ENVIRONMENT. MATERIAL EITHER STOCKPILED OR DISPOSED OF IN A FLOOD PLAIN —_— CP3
WILL REQUIRE A KANSAS STATE BOARD OF AGRICULTURE PERMIT. ANY MATERIAL DUMPED IN WATERS OF THE UNITED T T
STATES OR WETLANDS IS SUBJECT TO U.S. CORPS OF ENGINEERS PERMITTING REGULATIONS. ANY MATERIAL BURIED OR | V | C | N I TY M AP
STOCKPILED BEYOND APPROVED CONSTRUCTION LIMITS WOULD REQUIRE ADDITIONAL ARCHAEOLOGICAL |
INVESTIGATIONS UNLESS BURIED IN A PREVIOUSLY APPROVED BORROW LOCATION.

SCALE: NTS

5. TREES AND SHRUBS IN PUBLIC RIGHT-OF-WAY WHICH ARE IN DIRECT CONFLICT WITH PROPOSED NEW CONSTRUCTION |
SHALL BE REMOVED BY THE CONTRACTOR WITH THE ENGINEER'S APPROVAL. TREES AND SHRUBS WHICH ARE NOT IN
DIRECT CONFLICT WITH PROPOSED NEW CONSTRUCTION SHALL BE SAVED AND PROTECTED FROM DAMAGE.

4 s34

6. THE CONTRACTOR SHALL GIVE ALL PROPERTY OWNERS AND/OR TENANTS OF DEVELOPED PROPERTY ABUTTING THE [
CONSTRUCTION OF THIS PROJECT A MINIMUM OF TEN (10) DAYS NOTICE PRIOR TO START OF CONSTRUCTION. [ 1 3

7. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PRESERVING PROPERTY IRONS. THE CONTRACTOR WILL BE REQUIRED !
TO RE-ESTABLISH ANY PROPERTY IRONS WHICH ARE DAMAGED OR DESTROYED BY HIS CONSTRUCTION OPERATIONS. I N D EX TO D RAWI N G S
SUCH IRONS SHALL BE RE-ESTABLISHED BY A LICENSED LAND SURVEYOR IN ACCORDANCE WITH STATE LAWS. |

8.  THE ENGINEERING DIVISION SHALL FIELD LOCATE WATER VALVES ONE TIME DURING CONSTRUCTION WHEN REQUESTED |
BY THE CONTRACTOR. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO PRESERVE SUCH FIELD LOCATIONS DURING Q SHEET NO. DESCRIPTION
THE CONSTRUCTION PROCESS. WATER VALVES, VALVE BOXES OR FIRE HYDRANTS DAMAGED DURING CONSTRUCTION ‘ <&
SHALL BE REPAIRED BY CONTRACTOR AT HIS OWN EXPENSE. VALVE BOXES AND WATER METERS WITHIN THE PROJECT Q 24
LIMITS SHALL BE ADJUSTED TO MATCH FIELD GRADES BY THE CONTRACTOR. K& Ns ‘ 01 TITLE SHEET

9. IF TRAFFIC WILL BE IMPACTED BY CONSTRUCTION, A TRAFFIC CONTROL PLAN MUST BE SUBMITTED AND APPROVED BY \,v RES ] B RES - C OQQ | 02 WTR LINE 1
THE CITY TRAFFIC ENGINEER AT traffic@wichita.gov BEFORE CONSTRUCTION CAN BEGIN. THE CONTRACTOR SHALL BE | éQ
RESPONSIBLE FOR ALL TRAFFIC CONTROL MEASURES TO FACILITATE CONSTRUCTION. ALL CONSTRUCTION ZONE | 0
MARKINGS AND SIGNAGE SHALL CONFORM TO THE LATEST VERSION OF THE MANUAL ON UNIFORM TRAFFIC CONTROL [ 03-04 WTR DETAILS
DEVICES (MUTCD) AS PUBLISHED BY THE US DEPT. OF TRANSPORTATION, FEDERAL HIGHWAY ADMINISTRATION. ALL @ [

COSTS ASSOCIATED WITH CONSTRUCTION MARKINGS AND SIGNAGE SHALL BE THE CONTRACTORS RESPONSIBILITY. N 05 COORDINATE MAP

=
yat

10. ALL AREAS DISTURBED DURING CONSTRUCTION THAT WILL NOT BE UNDER PROPOSED PAVEMENT SHALL BE RESTORED I 06 EROSION CONTROL PLAN
TO MATCH EXISTING CONDITIONS. I

| 07-11 BMP SHEETS

11.  MAINTAIN A MINIMUM OF 10-FOOT HORIZONTAL SEPARATION BETWEEN ALL WATER LINES (MAINS, SERVICES, AND FIRE
HYDRANTS) AND ALL SANITARY SEWER LINES (MAINS, SERVICES, AND MANHOLES). ALL SEPARATION DISTANCES ARE TO ‘ 6 12 PLAT
BE MEASURED FROM EDGE-TO-EDGE, AT THE CLOSEST POINT. ‘

12.  MAINTAIN A MINIMUM OF 2-FOOT VERTICAL SEPARATION BETWEEN ALL WATER LINES (MAINS AND SERVICES) AND ALL
GRAVITY SANITARY SEWER LINES (MAINS AND SERVICES) AT CROSSINGS. ALL SEPARATION DISTANCES ARE TO BE
MEASURED FROM EDGE-TO-EDGE, AT THE CLOSEST POINT.

“HI0 VANVHIA

13. MAINTAIN A MINIMUM OF 2-FOOT VERTICAL SEPARATION BETWEEN ALL WATER LINES (MAINS AND SERVICES) AND ALL
PRESSURIZED SANITARY SEWER LINES (FORCE MAINS AND SERVICES) AT CROSSINGS. WATERLINES MUST ALWAYS BE
PLACED ABOVE PRESSURIZED SANITARY SEWER LINES WHERE THEY CROSS. ALL SEPARATION DISTANCES ARE TO BE |

MEASURED FROM EDGE-TO-EDGE, AT THE CLOSEST POINT. \ p : C O N T RO L P O I N TS/B E N C H MAR KS

14.  CONTRACTOR SHALL LIMIT THE EXTENT OF TRENCH OPENINGS OVERNIGHT AND WEEKENDS TO LESS THAN 50 FEET.

| ANI']

WICHITA, KANSAS

15.  EXISTING UTILITIES AND THEIR LOCATION, AS SHOWN ON THE PLANS REPRESENT THE BEST INFORMATION OBTAINABLE [
FOR DESIGN. LOCATION INFORMATION HAS BEEN OBTAINED FROM THE VARIOUS COMPANIES AND IS EITHER FROM [
COMPANY UTILITY DRAWINGS OR COMPANY PROVIDED FIELD LOCATIONS. THE PLAN LOCATIONS SHOWN ARE NOT
GUARANTEED. ADDITIONAL EXISTING UTILITIES MAY ALSO BE ENCOUNTERED.

[ The Horizontal Datum is based on the Kansas Coordinate System of 1983, NAD83(2011), EPOCH:2010.0000,
! South Zone. Coordinates shown have been modified to the ground using a combined adjustment factor of
1.0001200144. State Plane coordinates can be calculated by multiplying the shown values by 0.99988.

AN
L
0
<
T
o
=
L]
I_
%
>_
%
Z
O
|_
-
o
va
I_
2
0
ha
L]
I_
<
=

VERANDA SECOND ADDITION

16.  OPENING AND CLOSING OF WATER VALVES SHALL BE DONE SLOWLY TO PREVENT DAMAGE TO THE WATER DISTRIBUTIONS ! RES. E ) B E N E F |T D | STR| CT BO U N D A RY All elevations shown are based on the NAVD 88 vertical datum, Geoid18.
SYSTEM FROM WATER HAMMER. ALL VALVES CLOSED BY THE CONTRACTOR MUST BE REOPENED AS NEW CONSTRUCTION ! ‘
PERMITS. THE PROJECT INSPECTOR MUST ASCERTAIN THAT ANY VALVE CLOSED BY THE CONTRACTOR IS REOPENED. THE Control Points:
CONTRACTOR WILL BE PERMITTED TO OPERATE WATER VALVES ONLY WHEN THE PROJECT INSPECTOR ASSIGNED TO THE P2
PROJECT IS PRESENT. | ‘ N: 1694401.257 E: 1683542.233 EL: 1378.300
17.  THE CONTRACTOR SHALL LAY A TRACER WIRE AND SET TEST STATIONS ALONG ALL WATER PIPE INSTALLED IN ‘ ! +CUT in front center curb inlet with magnail in center of +CUT
ACCORDANCE WITH CITY SPECIFICATIONS AND TRACER WIRE DETAIL ON DETAIL SHEET WL-101, COST IS SUBSIDIARY TO
PIPE INSTALLATION. CP3
‘ N: 1694405.429 E: 1683912.609 EL: 1383.390
18. THE CONTRACTOR SHALL PROVIDE MATERIALS FOR TEMPORARY BLOWOFF OF WATERLINES. CONNECTIONS TO THE | ! Magnail & washer SE corner curb inlet
EXISTING WATERLINE(S) SHALL BE MADE WITH CLEAN, SWABBED PIPE AND FLUSHED UPON COMPLETION OF TIE-INS. !
CP4
19. DEFLECTIONS AT PIPE JOINT OR COUPLINGS SHALL NOT EXCEED THE PIPE MANUFACTURER'S RECOMMENDED MAXIMUM. N: 1694412 863 E: 1684311.498 EL: 1390.300

WHERE DEFLECTIONS ARE GREATER THAN THE MAXIMUM ALLOWED, THE CONTRACTOR SHALL UTILIZE CIMJ LONG SLEEVE [

OR MULTIPLE JOINTS. | ! Magnail & washer SE corner curb inlet

20. ANY EXISTING JOINT EXPOSED DURING EXCAVATION SHALL BE REPLACED IF WITHIN FOUR FEET OF PROPOSED JOINT. W
21. THE CONTRACTOR SHALL PROTECT FROM DAMAGE AND SUPPORT EXISTING UTILITIES THROUGH CONSTRUCTION AS \ | N: 1694381.300 E: 1683340.242 EL: 1377.820

APPROVED BY THE UTILITY OWNER AND THE ENGINEER AT THE CONTRACTOR'S EXPENSE. ‘ Q O | SQ Cut on Hdwl S. side of 13th
22. ALL TRAFFIC CONTROL DEVICES IN THE WORK ZONE (INCLUDING MARKINGS AND SIGNS) AND THEIR INSTALLATION AND ?/S’&Q/ «&Q’ Note:

MAINTENANCE SHALL COMPLY WITH THE LATEST EDITION OF THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES . : : : .

All Control Points shown have elevations established using standard surveying procedures and can be used as
(MUTCD). ALL TRAFFIC CONTROL DEVICES IN THE TRAVELED WAY OR CLEAR ZONE SHALL BE CRASHWORTHY (NCHRP : §V Q\/v | temporary benchmarks. When using a Control point as a tgemporary benchrilwa?kpit is recommended that TITLE SHEET
| REPORT 350 OR MASH COMPLIANT). https://safety.fhwa.dot.gov/roadway dept/countermeasures/reduce crash severity/ \) 8 \)é [ cross-checks be made io other control points or benchmarks to confirm elevatio’ns orior fo use

23. ALL CONSTRUCTION EQUIPMENT, INCLUDING VEHICLES, MATERIALS, AND DEBRIS, SHALL BE STORED OUTSIDE OF THE
CLEAR ZONE. WHERE THIS CANNOT BE ACHIEVED THE CONTRACTOR SHALL PLACE APPROPRIATE SIGNS, ABJECT
IDENTIFIERS, AND/OR BARRICADES IN COMPLIANCE WITH MUTCD. | ‘

PROJECT NO.

448-2023-012031

24. EXCEPT WHEN REQUIRED FOR SAFETY, TRAFFIC CONTROL SHALL NOT BLOCK ANY LANES OR SIDEWALKS WHEN WORK IS
NOT BEING PERFORMED.

25. FOLLOW THE LINK BELOW FOR CONSTRUCTION DETAILS ON SPECIFIC CITY OF WICHITA STANDARD DETAILS: |
https://www.wichita.gov/613/Project-Development-Construction-Resourc

1"=100'
DRAWN  DESIGNED CHECKED

BWS DFL SPE

LAHAM DEVELOPMENT [ |
150 N MARKET ! [
WICHITA, KS, 67202

26. DEVELOPER FOR THIS PROJECT IS: N

GEORGE E. LAHAM, Il
316.292.3950
I : :
/\’\&
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PLOTTED: Wednesday, August 05, 2026 @ 10:17AM

STA. 10+00.00, WTR LINE 1-PH2
REMOVE EX. BLOWOFF

& CONNECT TO EXIST. 8" PIPE
N=1694002.15, E=1683952.82

STA. 12+10.76, WTR LINE 1-PH2
1-2" BLOWOFF ASSEMBLY
VALVE BOX EL.=1386.5
N=1693791.43, E=1683956.88

MKEC

Wichita, KS » 316.684.9600
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STORZ CONNECTION
PUMPER NOZZLE

WITH CABLE ON
ALL HYDRANTS l

2" MIN. FROM BURY LINE
TO BOTTOM OF FLANGE

BURY LINE ELE\V,‘\
1
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BOTTOM * @ PIPE ELEV. 586577
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OF PIPE ELEV. 1 0-29 //\///35 .

CONCRETE BLOCKING #

f

1" Metallic/Polypropylene “Condulet” Box

-

Fire Hydrant (Typ.) —\

/’/\
Single wire up to test station

Anode ;‘L

Tracer Wire

(20" max.)
(4" min.)
FINISHED GRADE
NATIVE EARTH/SOIL
WEEP HOLE **
KK S
XN IR

RIVER WASHED PEA GRAVEL **

/6" DICL SJ PIPE

6" VALVE BOX

MJ GATE VALVE

MATERIALS LIST
1- MJ ANCHOR TEE OR TANGENTIAL OUTLET ("D"x 6")
1- 6" MJ GATE VALVE

1— 6" VALVE BOX AND VALVE STEM EXTENSION IF REQUIRED *

6" DICL SJ PIPE (LENGTH VARIABLE)
1= FIRE HYDRANT
1- 6" ANCHOR COUPLING*
2— 90" BENDS*
6" DICL PIPE WITH ADEQUATE JOINT RESTRAINT *
CONCRETE BLOCKING (AS REQUIRED)
RIVER WASHED PEA GRAVEL (AS REQUIRED)

PIPE DIAMETER ("D")

CONCRETE BLOCKING #

/6" MJ 90" Bend *
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# CONCRETE THRUST BLOCKING SHALL BE KEPT CLEAR OF BOLTS, NUTS, AND MJ ACCESSORIES.

FIRE HYDRANT ASSEMBLY

PER CITY OF WICHITA SPECIFICATIONS

/—[S/hg/e lead cover |

2" Flush Style
Test Station

Water Proof
Wire Connector

Adjacent to Valve Box
Valve Box (Typ.)

Water Proof
Wire Connector

Anode E

?

NI

Z

eginning/End of
Proposed Waterline

TRACER WIRE

) ¥
\L Proposed Water Line \

Conductive type pipe locator/tracer wire shall be install to locate all waterline pipe regardless of pipe material.
pipe. The wire shall be taped to the waterline and pulled with the pipe.

Tracer Wire

wire and waterproof connectors can be found on the City of Wichita’s website at www.wichita.qgov.

WRE

The tracer wire shall be Blue No. 12 AWG CCS with 45 mil HDPE insulation.
bottom of the test station for all wires.

Wire connectors shall be installed per manufacturer recommendations.

proposed water main to any tracer wire installed with adjacent waterline projects.

TEST STATIONS

2
&
X TOP_OF PIPE ELEV.
N ¢ OF PIPE ELEV.
N
al /\\

MJ ANCHOR TEE, MJ TANGENTIAL OUTLET
WITH ANCHOR COUPLING OR TAPPING SLEEVE

e
S
X

N
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7
N
O,

L

K

FIRE HYDRANTS REQUIRED

STATION

BURY LINE
ELEVATION

TOP OF PIPE
ELEVATION

FIRE HYDRANT
BURY REQUIRED*

VALVE STEM
EXT. REQUIRED (ft)*

Side

Water Main

MATERIALS LIST

S

IF THE REQUIRED HYDRANT BURY IS IN EXCESS OF 5, BUT LESS THAN 7', CONTRACTOR SHALL USE
STANDARD 5 HYDRANT BURY AND HYDRANT BARREL EXTENSIONS AS NECESSARY.
REQUIRED HYDRANT BURY IS GREATER THAN 7', CONTRACTOR SHALL USE 5" HYDRANT BURY, 2-MJ
90" BENDS, 6" ANCHOR COUPLING AND 6" DICL PIPE AS NECESSARY FOR VERTICAL ADJUSTMENT.
THE CONTRACTOR SHALL PROVIDE ADEQUATE THRUST BLOCKING AT HYDRANT AND MEGALUGS,

OR SIMILAR RESTRAINT BETWEEN 90° BENDS TO SECURE ALL FITTINGS DURING TESTING
AND OPERATION. THE CONTRACTOR SHALL PROVIDE A VALVE STEM EXTENSION PER DETAIL THIS

MATERIALS LIST

1-MJ GATE OR BUTTERFLY VALVE (AS PER PLAN)
1-MJ ANCHOR COUPLING (12" OR SMALLER)

1-6" VALVE BOX

CONCRETE- SUPPORT BLOCK SHALL BE

FULL WIDTH OF THE TRENCH

CAUTION: WEEP HOLES TO BE KEPT CLEAR DURING CONSTRUCTION AND BACKFILL. CONCRETE FOR
THRUST BLOCKING SHALL NOT OBSTRUCT WEEP HOLES. PLACE 1 CUBIC FOOT OF RIVER WASHED
PEA GRAVEL AROUND EACH WEEP HOLE.

NN NN, Blockin e IR RS
SRR SINEERAY 11— MU GATE OR BUTTERFLY 9 S A
R N VALVE (AS PER PLAN) <
X ‘NS 1— 6” VALVE BOX
2 A : ;
2'— DICL SJ PIPE et
ﬁ% 6" VALVE BOX Edge of tap needs to 6 6
MJ VALVE be @ minimum 2° from = ] &
J/LJ\Q CONCRETE SUPPORT BLOCK a joint. i @) i
SHALL BE FULL WIDTH OF THE bl U
TRENCH i el lle- .
AN Il I
‘ il ,‘, i b | = ::
AN /) il QWL
, ] = =11 =
‘9 "_‘;-_v’_-_ : . :‘._v 'q . ‘ ’ 41
2" MAX WHEN
CONCRETE VALVE ASSEMBLY ADJACENT TO FITTING
SUPPORT BLOCK CITY TAP

# When the City of Wichita makes tap,
blocking is to be done by Contractor

WATER MAIN

Water Main

Cl CAP N
N R
DD IR SN
A X
% 6” VALVE BOX
1] / MJ VALVE

0

PROTECTIVE FILL DETAIL

MINIMUM PROTECTIVE FILL SHALL BE PROVIDED
IN ALL INSTANCES WHERE COVER OVER THE PROP.
WATER LINE IS LESS THAN 3.

(COST SUBSIDIARY TO PIPE INSTALLATION)

Concrete

*\ \\\__f// /
v LJ i S L
L -fq,v“f f“_w‘; L v e
support block / e T

Z\

MJ ANCHOR COUPLING

ANCHORED VALVE ASSEMBLY

The wire shall extend the entire length of the proposed
A waterproof connector shall be used at splice locations. A complete list of approved tracer

To dllow for grade adjustment, a minimum of 12” of excess wire shall be coiled at the
Contractor shall attach wire being installed with

The test station for fire hydrant application shall be a 1" “condulet” style station as manufactured by AGRA Industries with a removable solid cover having a single lead

extending from the face or approved equal.

The “conduit” style test station shall be attached to a 17 rigid galvanized conduit with a minimum length of 36" and

plastic end bushing. The flush style shall have the word "WATER” stamped or molded into the lid. The test station for valve applications shall be a 2" flush style test
station with wire connector on lid. Model # TZ2PH/BILP Handley Industries or CD14*IP SnakePit as manufactured by Copperhead Industries or approved equal. The flush

style shall have the word "WATER™ stamped or molded into the lid. Al test stations shall be manufactured using molded blue tops or sufficiently coated with blue

enamel paint.  The tracer wire and the anode wire shall be install to allow 12" of wire within the test station.

The location of all test stations shall be recorded, and

shown in the as—built drawings. Flush style test stations shall not be installed in pavement or sidewalk unless approved by the Engineer. Contractor shall extend tracer
wire & move flush mount test station to nearest location out of pavement or sidewalk.

ANODES

The anodes shall be 3 Ib. bare zinc or magnesium. The anodes shall be buried at the same elevation as the waterline at each test station. The anodes shall be
connected to 12 AWG CCS which shall be extended to the test station.

TRACER WIRE DETAIL

COST IS SUBSIDIARY TO PIPE INSTALLATION

MATERIALS LIST

1-MJ GATE OR BUTTERFLY VALVE (AS PER PLAN)
1-CIMJ CAP WHEN NECESSARY

1-6" VALVE BOX

20" OF PIPE (BID WITH PIPE)

2 — #06 REINF. BARS

CONCRETE SUPPORT BLOCK SHALL BE

FULL WIDTH OF THE TRENCH

2— 46
REINF. BARS

Notes:

1. Concrete Block at Valve to have sufficient bearing
in undisturbed soil to prevent thrust movement as

6” VALVE BOX A N
1
2” IPT VALVE |

2” T HEAD/OPERATING NUT

MJ CAP TAPPEIQ

SR
/\KSAND

CONCRETE SUPPORT BLOCK

FINISH GRADE‘\

Operator

Trench Bottom

8

Y
Brick Pier

As Required

S5

r-aﬁ'» T g
v LI
s -

\Concrete support block

NOTES

1. This detail covers Butterfly Valve installation, inclusive, regardiess

of type of pipe or joint used.
detailed on plans.

24" and larger lines to be

2. 6" Valve Box and Cover required per City of Wichita Std.

Specifications.

3. Conc. Support Block to be full width of trench.

CONCRETE SUPPORT BLOCKING FOR

BUTTERFLY VALVE INSTALLATION

Cl CAP

6" VALVE BOX

\\

3 (MAX)

3"

ATEITH

STANDARD 2" SQ. VALVE OPERATING NUT

1/4” STEEL, 5 1/4” DIA.

vd %GRAVEL SHIELD

1” DIA. COLD ROLLED STEEL OR
/1 1/2" DIA. HEAVY STEEL PIPE
& L
=
9
& - oo EMBEDMENT MATERIAL
< [0~00 060 00009000
OO OX0 QO Q OOOO n ”
3 |00833°% 07%0000 __ SOCKET FROM 1/4” STEEL, 2 3/16” 1.D. x 3" DEEP
% 70 MECHANICALLY SECURED TO VALVE OPERATING NUT
Q o) OR STEM.
o] o2
=y %) BASE
M
O o] O O
500, 1 500 %000 290
VALVE

VALVE STEM EXTENSION DETAIL

NOTE: ONE VALVE STEM EXTENSION FOR EACH
VALVE BURIED GREATER THAN 5.

/ Cl CAP

ZAON AN
KKK RN,
SR |
DN /\\\ ©
7 1

|~ ——— 2" GALV. COUPLING
2" GALV. PLUG

(HAND TIGHTENED)

2" GALV. PIPE
z/2" GALV. STREET EL.

MATERIALS LIST

4” (OR LARGER) PIPE

2”x6” BRASS NIPPLE

1—-6" VALVE BOX
1—-CIMJ CAP

1—2"x6" BRASS NIPPLE
1—2" IPT VALVE

2" T HEAD/OPERATING NUT

1—GALV. STREET EL.

2" GALV. PIPE (AS REQUIRED)

1—2" GALV. COUPLING

1—2" GALV. PLUG (HAND TIGHTENED)

2" BLOWOFF ASSEMBLY

REVISED: OCTOBER 2016

ENCASEMENT

UNDISTURBED
SOIL

shown in table at right. Field Engineer to determine
thrust loading of undisturbed soil and final size of

THRUST AT VALVES

thrust block. VALVE THRUST AT 150 #/i,2
4" 1809 Ibs.

2. The thrust block shall be constructed such that bolts, "

nuts, and other MJ accessories are kept clear of concrete. 6 4245 Ibs.
8” 7540 Ibs.

3. All valves at dead ends and at other locations as 12" 16965 Ibs.

called out on the plans shall be blocked as shown here.

ANCHORED VALVE ASSEMBLY, SPECIAL

Ml
——
I T Y ®w O F

WICHITA

STANDARD

WATER ASSEMBLY

DETAIL
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L1 Pt il

| {BR
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i l } ] } E unexcavated earth

e

=l =T

o e e e

[T

Concrete Thrust Block

P .'<’44’
A
PoLTA s
T4 oee - T T /
e LA 1
PRI
L
L

Q Concrete Thrust Block

TEE

2 — #6
Reinf. Bars

TTT

Concrete Thrust Block

unexcavated earth

unexcavated earth ‘ﬁ_i i

T

i

=1

L]

—
i

VERTICAL BEND

THRUST AT FITTINGS IN TONS—AT 150#/IN2P

PIPE .

SIZE PLUG 90° 45° 122 1/2°111 1/4°) TEE

6" 2.8 3.95 2.15 1.09 .55 2.8

8" 4.9 6.95 3.75 1.90 .96 4.9

12" 11.4 16.1 8.75 4.45 2.25 11.4
16" 2015 | 285 15.4 7.85 595 | 2015
20" 31.15 440 | 23.85 | 1215 6.10 31.15
24”7 4455 | 63.0 34.1 17.4 8.75 | 44.55

TYPICAL THRUST BLOCKS

PROPOSED VALVE ——__

CIMJ TEE

unexcavated earth

— || _NOTE:  THRUST BLOCKING

= TO REMAIN CLEAR OF BOLTS

——

I P
A e
e
RN
IF TR R
AR N
4 a T
LR N
4 e

+. AND M.J. ACCESSORIES

f o L Er l»\n—
T,

|,'.m

GATE VALVE
/CIMJ PLUG

\ANCHOR COUPLING

[

L1

i

I unexcavated earth |
o

=J}

=]

1=

KEY BLOCK DETAIL

x PLANS GOVERN
UNLESS OTHERWISE NOTED ON PLANS

Existing or Future Curb

SRR ¥
S

68" Layers of earth free /
from large clods & stones

56 Hri
Compacted by mechanical Sle
i i 1 >
tampers or vibrating tampers s
=c
ulo
o
<+ h=

e L e T T T T T

T3

i L T T
TR L
=] | DAL
= | A T
H| =l lﬁgﬁ@m@ﬁ@ﬁl - 3

L

Native Backfill

Pipe Bedding per

Water Line Pipe

Standard Specifications

i

Tt

[=T=I1F

TRENCH COMPACTION

0D of Pipe +12"

Min.

IN ROAD RIGHT—=0F =WAY

SIDE VIEW

_qu* unexcavated earth E_E
H | [H 2 =]
= 7 min. from """Q behind i
el face of main T
)= 17" min. 7l
1= below sl
e | e | e s e
g 0 R | ll!i]ljii{1lllll]111‘il’ll‘l[]‘lill}l}lll]llilllil%ii _i.__i

Note: When shoring is required

it is to be per The City of Wichita TOP VIEW

Standard Specifications. TAPPING SLEEVE

O

L
ENEIET BIEIE

=== =]

7" min. from INRG —
- o N

P R . I
— | face of main i >’ —
=] 4 wide i behind =
— || min. —
= i ! — ||
:—‘H === T =T ||
=l=EEEEERREETE
{ Y ] 3
: MINIMUM OF 2' FROM EDGE
unexcavated earth OF TAPPING SLEEVE TO
COLLAR, JOINT OR EXISTING FITTING
A

EXCAVATION FOR WET TAF

#5 Bars at 2—0" Ctrs.

. all Sides

/] w
> . s 'P"‘
-‘ <N
..._{
. S
. ~:{ v
St
11

2

8” Min. all Sides

Proposed Water Main

6 Sack Paving Mix

#5 Bars at 2—0" Ctrs.

4—#5 Bars in Corners

7

==l

SECTION B-B

Note: Encasement to begin and end
at a Bell on Sanitary Sewer Pipe.

REINFORCED CONCRETE ENCASEMENT

OF SANITARY SEWER

Tack with Asphalt Emulsion

2" of Asphaltic Concrete

(SSIH) Yzeting City Specs.

Existing Bituminous
Favement

R N NN P
SM \ N \\\ o
68" to 8" Reinf. Conc. 127 | Fas T e Existing Base
Base Course meeting Bl
City Specs.
Sand Fill
Flushed & Vibrated

Water Line Pipe

~ 0.D. of Pipe
+127 Min.

—~—__ [rench wall

Pipe Bedding per
Standard Specifications

PAVEMENT REPLACEMENT & TRENCH COMPACTION UNDER

EXISTING AND PROPOSED CITY ROADS

REVISED. JULY 2015

C | T Y& QO F
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EROSION CONTROL/SEEDING NOTES

1. EROSION CONTROL IS TO MEET ALL FEDERAL, STATE, COUNTY AND LOCAL CODE .‘

B nAn STANDARDS.
ket RES. "C

| ) 2. TEMPORARY SEEDING: ALL AREAS DISTURBED WITH EXCEPTION OF PROPOSED STREET

PAVEMENT AND AREAS PROPOSED AS NATIVE SEEDING (SEE SEEDING PLAN) SHALL BE
f——————A———A——A A A SEEDED AND FERTILIZED AS FOLLOWS: M(Ec
- ANNUAL RYEGRASS @ 150 LBS./ACRE

- SLOW RELEASE FERTILIZER @ 150 LBS./ACRE Wichita, KS - 316.684.9600

RES. "B"

PLOTTED: Wednesday, August 05, 2026 @ 10:18AM

3. IN THE EVENT THAT A PORTION OF THE SITE WILL REMAIN DISTURBED FOR MORE THAN 14
DAYS, PERMANENT SEEDING SHALL BE INSTALLED.

~_ 4. ALL AREAS SHALL BE FINE GRADED AND SURFACE SHALL BE FREE FROM STICKS, SMALL

STONES, AND OTHER EXTRANEOUS MATERIALS. RULLLLLLLI T

RES 704,"",
5. CONTRACTOR SHALL PROVIDE EROSION PROTECTION THROUGHOUT PROJECT L N

CONSTRUCTION. THE PLAN PROVIDED HERE IS FOR FINAL PROTECTION, VARIOUS PHASES §
OF THIS PLAN SHALL BE IMPLEMENTED OR MODIFIED TO CONTROL EROSION. MODIFICATIONS
OF THE PLAN SHALL BE APPROVED BY THE OWNER'S REPRESENTATIVE.

6. SEEDING AREAS SHALL BE PREPARED FOR PLANTING WITH COMMON AGRICULTURAL
TECHNIQUES. APPROVE WITH OWNER'S REPRESENTATIVE BEFORE PLANTING.

7. ALL SEED SHALL BE DISTRIBUTED WITH AN ACCEPTABLE DRILL INTENDED FOR SUCH /
OPERATIONS, OR OTHER EQUIPMENT APPROVED BY THE OWNER'S REPRESENTATIVE.
SEEDING DEPTH SHALL BE 1/4 OF AN INCH.

t: 8. ALL SEEDED AREAS SHALL BE IMMEDIATELY MULCHED WITH PRAIRIE HAY AT 2 TONS/ACRE.
4 ANCHOR MULCH BY CRIMPING INTO TOPSOIL WITH SUITABLE MECHANICAL EQUIPMENT.

)
% 9.  CONTRACTOR IS RESPONSIBLE FOR MAINTAINING AND IMPLEMENTING ALL EROSION
S CONTROL.
)

% 10. TURF REINFORCEMENT MAT SHALL BE PLACED OVER PERMANENT SEEDING MIXES PER THE
B MANUFACTURER'S RECOMMENDATIONS WHERE INDICATED.

d 11.  IN ORDER TO PREVENT SILT OR SEDIMENT FROM ENTERING ADJACENT PROPERTIES,
APPROPRIATE BMP'S SHALL BE IMPLEMENTED WITHIN THE PROJECT.

12.  ANY MUD TRACKED ONTO ADJACENT PAVED AREAS OR STREETS SHALL BE REMOVED AT THE
END OF EACH WORK DAY.

13. PER THE REQUIREMENTS OF THE NOI/SWPPP, BMP INSPECTION REPORTS SHALL BE
COMPLETED BY THE CONTRACTOR WEEKLY AND WITHIN 24 HOURS AFTER A 1/2" RAIN.
REPORTS SHALL BE KEPT WITH THE SWPPP ON SITE.

14. CONTRACTOR SHALL PROVIDE A SIGN NEAR THE ENTRANCE WITH THE FOLLOWING
5 INFORMATION:

A. CONTACT NAME AND INFORMATION
B. ACOPY OF THE NOI
C. LOCATION OF SWPPP

LEGEND

EXISTING WATERLINE

H10 VANVHIA

EXISTING SANITARY SEWER

WICHITA, KANSAS

EXISTING STORMWATER SEWER

LINE 1

EXISTING UNDERGROUND TELEPHONE

EXISTING UNDERGROUND ELECTRICAL

EXISTING OVERHEAD ELECTRICAL

EXISTING GASLINE

AN
L
0
<
T
o
=
L]
I_
%
>_
%
Z
O
|_
-
o
va
I_
2
0
ha
L]
I_
<
=

EXISTING FIBER OPTIC LINE

\\ \ \
JQ/%J ( STABILIZED CONSTRUCTION ENTRANCE
M AR AR

ANNUAL RYEGRASS
(APPROX. 0.05 ACRES)

VERANDA SECOND ADDITION

EROSION CONTROL
PLAN
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R/W
I 14,—6” -_/
8’ CURLEX | OR Il BLANKET, OR EQUAL
4" SIDEWALK

LSEED AND FERTIUZE

SECTION B-B

8 CURLEX | OR NI BLANKET, OR EQUAL
TOP OF CUR

SEED AND FERTILZE

SECTION A-A

INSTALL 8 WIDE CURLEX | OR Il EXCELSIOR
BLANKET, OR EQUAL, ON PREPARED SURFACE
BACK OF CURB. EDGE OF BLANKET WILL BE
AT BACK OF CURB. INSTALL PER MANU-
FACTURERS RECOMMENDATION, INCLUDING
STAPLES. (SEE DETAIL)

RERXXIRRRRRAASE

SOUTH STREET

——B

R

/4" SIDEWALK

[ et

INSTALL 8 WIDE CURLEX | OR H EXCELSIOR
BLANKET, OR EQUAL, ON PREPARED SURFACE
BACK OF CURB. EDGE OF BLANKET WILL BE
AT BACK OF CURB. INSTALL PER MANU-
FACTURERS RECOMMENDATION, INCLUDING
STAPLES. (SEE DETAL)

GENERAL NOTES

1. EXCELSIOR MAT TO BE INSTALLED WHEN SOD IS NOT SPECIFIED ON
PROJECT.

2. EXCELSIOR BLANKET TO BE INSTALLED OVER SEED AND FERTILIZER,
AS SPECIFIED IN THE PROJECT SPECIFICATIONS.

3. AFTER INSTALLATION OF EXCELSIOR BLANKET, AT LOCATIONS WHERE
CONCENTRATED FLOW CARRIES SEDIMENT OVER THE CURB AND
INTO THE GUTTER, SUPPLEMENTAL EROSION CONTROL DEVICES WILL
BE INSTALLED BY THE CONTRACTOR AS NEEDED, TO FIX THE PROBLEM.

BACK OF CURB PROTECTION DETAIL

Y -~
KNI ~—STARTER ROW — 127 SPACING
o
¥ —%———X 2' SPACING
| =<
CURB _// ¥  —— 32" SPACING "
<
sl se ¢ 2' SPACING 6" | 6
11 GA. WIRE
FLOW STAPLE
STAPLE PATTERN

NOTES: USE 6" SEAM OVERLAP
(X & Y = RECOMMENDED BY MANUFACTURE)

DETAILS FOR APPROVED EROSION CONTROL MAT

CURB INLET

2X4 CENTERED IN DRAIN TILE

(TO PREVENT DRAIN TILE FROM ENTERING INLET)

/—BACK OF CURB

2’
FLOW (BOTH' SIDES) FLOW
CAP_AT EACH END-
(2 TYP)
NOTE:
PLACE 4 PERFORATED PVC PIPE, FILLED WiTH |  ZX4 LENGTH | INLET TYPE | INLET OPENING
1/2°~1" DIA. GRAVEL, IN FRONT OF CURB - _ "
INLET AS SHOWN. >0 A >0
10'-6" 1-A 10'-0"
15'-6" 1-A 15'-0"
CAP AT EACH END
(2 TYP.)
COARSE GRAVEL INSIDE —

CURB_INLET PROTECTION

DRAIN TILE

2X4 CENTERED IN DRAIN TiLE

(LENGTH VARIES — SEE TABLF)

4" PERFORATED PIPE W/ GRAVEL

EXISTING PAVED ROADWAY

DIVERSION RIDGE REQUIRED
WHERE GRADE EXCEEDS 2%

EXISTING PAVED
ROADWAY

SEDIMENT BARRIE \
(STRAW BALE TYPE SHOWN)
\

SUPPLY WATER TO WASH
WHEELS IF NECESSARY

@ >
o " 3
A r. WANTY

P i By

VT

»

is97e)

SECTION C-C

SPILLWAY
\[/,
I

FINY

2"-3" COURSE
AGGREGATE MIN.

50" MIN.

/7

7 NOTE:

USE SANDBAGS, STRAW BALES

OR OTHER APPROVED METHODS
TO CHANNELIZE RUNOFF TO BASIN
AS REQUIRED.

12" MIN.

STABILIZED CONSTRUCTION ENTRANCE

GENERAL NOTES

1. THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION THAT WILL PREVENT TRACKING OR
FLOWING OF SEDIMENT ONTO PUBLIC RIGHTS-OF-WAY. THIS MAY REQUIRE TOP DRESSING,
REPAIR AND/OR CLEANOUT OF ANY MEASURES USED TO TRAP SEDIMENT.

2. WHEN NECESSARY, WHEELS SHALL BE CLEANED PRIOR TO ENTRANCE ONTO PUBLIC RIGHT-OF-WAY.

3. WHEN WASHING IS REQUIRED, IT SHALL BE DONE ON AN AREA STABILIZED WITH CRUSHED STONE
THAT DRAINS INTO AN APPROVED SEDIMENT TRAP OR SEDIMENT BASIN, AS SHOWN ABOVE.

4, DRIVE ENTRANCES ONTO RESIDENTIAL LOTS WILL NOT BE REQUIRED TO HAVE THE SEDIMENT
BARRIER SHOWN, BUT WHEEL WASHING MAY BE REQUIRED IF STABILIZED ENTRANCE IS NOT
SUFFICIENT TO KEEP MUD FROM BEING TRACKED ONTO ADJACENT STREET. ENTRANCE SHALL
EXTEND FROM BACK OF CURB TO DWELLING.

REVISION DATE: MAY 2013

-l;_?

] = O F

WICHITR

BACK OF CURB PROTECTION,
CURB INLET PROTECTION AND
CONSTRUCTION ENTRANCE

CITY ENGINEER

GARY JANZEN, P.E.
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NOTE: POINT A MUST BE HIGHER THAN POINT B SO THAT
WATER FLOWS OVER THE SILT FENCE FABRIC AND
NOT ARGUND IT.

SILT-FENCE FABRIC
>, B WOOD POSTS

ELEVATION

SILT FENCE DITCH CHECKS
(STREAM PROTECTION)

WOVEN WIRE
FENCE FABRIC

FILTER FABRIC

FILTER FABRIC

MATERIAL SPECIFICATION:

SILT FENCE FABRIC SHOULD CONFORM TO THE AASHTO M288 96 SILT FENCE SPECIFICATION.

THE POSTS USED TO SUPPORT THE SILT FENCE FABRIC SHOULD BE A HARDWOOD MATERIAL WITH THE
FOLLOWING MINIMUM DIMENSIONS: 2 SQUARE (NOMINAL) BY 4' LONG.

SILT FENCE FABRIC SHOULD BE ATTACHED TO THE WOODEN POSTS WITH STAPLES, WIRE, ZIP TIES, OR
NAILS.

PLACEMENT:

PLACE SILT FENCE IN DITCHES WHERE IT IS UNLIKELY THAT IT WILL BE OVERTOPPED.

WATER SHOULD FLOW THROUGH A SILT FENCE DITCH CHECK, NOT OVER IT. SILT FENCE

DITCH CHECKS OFTEN FAIL WHEN OVERTOPPED.

SILT FENCE DITCH CHECKS SHOULD BE PLACED PERPENDICULAR TO THE FLOWLINE OF THE OITCH.

THE SILT FENCE SHOULD EXTEND FAR ENOUGH SO THAT THE GROUND LEVEL AT THE ENDS OF THE FENCE
IS HIGHER THAN THE TOP OF THE LOW POQINT OF THE FENCE. THIS PREVENTS WATER FROM FLOWING
AROUND THE CHECK.

SILT FENCE DITCH CHECKS SHOULD NOT BE PLACED IN DITCHES WHERE HIGH FLOWS ARE EXPECTED.
ROCK CHECKS SHOULD BE USED INSTEAD.

SILT FENCE SHOULD BE PLACED IN DITCHES WITH SLOPES OF 6% OR LESS. FOR SLOPES STEEPER THAN
6%, ROCK CHECKS SHOULD BE USED.

THE FOLLOWING TABLE PROVIDES CHECK SPACING FOR A GIVEN DITCH GRADE:

DITCH CHECK SPACING
DITCH GRADE CHECK

SPACING
(%) (FEET)
0.5 200
1.0 200
2.0 100
3.0 65
4.0 50
5.0 40
6.0 30

PROPER INSTALLATION METHOD:

EXCAVATE A TRENCH PERPENDICULAR TO THE DITCH FLOWLINE THAT IS AT LEAST 12" DEEP BY 6 WIDE.
EXTEND THE TRENCH IN A STRAIGHT LINE ALONG THE ENTIRE LENGTH OF THE PROPOSED DITCH CHECK.
PLACE THE SOIL ON THE UPSTREAM SIDE OF THE TRENCH FOR LATER USE.

ROLL OUT A CONTINUQUS LENGTH OF SILT FENCE FABRIC ON THE DOWNSTREAM SIDE OF THE TRENCH.
PLACE THE EDGE OF THE FABRIC IN THE TRENCH STARTING AT THE TOP UPSTREAM EDGE OF THE TRENCH.
LINE TWO SIDES OF THE TRENCH WITH THE FABRIC AS SHOWN ON DETAIL. BACKFILL QVER THE FABRIC IN
THE TRENCH WITH THE EXCAVATED SOIL AND COMPACT. AFTER FILLING THE TRENCH, APPROXIMATELY 24
TO 36" OF SILT FENCE FABRIC SHOULD REMAIN EXPOSED.

LAY THE EXPOSED SILT FENCE ON THE UPSTREAM SIDE OF THE TRENCH TO CLEAR AN AREA FOR DRIVING
IN THE POSTS. JUST DOWNSTREAM OF THE TRENCH, DRIVE POSTS INTO THE GROUND TO A DEPTH OF AT
LEAST 24°. PLACE POSTS NO MORE THAN 4' APART.

ATTACH THE SILT FENCE TO THE ANCHORED POST WITH STAPLES, WIRE, ZIP TIES, OR NAILS.

LIST OF COMMON PLACEMENT/INSTALLATION MISTAKES TO AVOID:

WATER SHOULD FLOW THROUGH A SILT FENCE DITCH CHECK-NOT OVER [T. PLACE SILT FENCE IN DITCHES
WHERE IT IS UNUKELY THAT IT WILL BE OVERTOPPED. SILT FENCE INSTALLATIONS QUICKLY

DETERIORATE WHEN WATER OVERTOPS THEM.

DO NOT PLACE SILT FENCE POSTS ON THE UPSTREAM SIDE OF THE SILT FENCE FABRIC. IN THIS
CONFIGURATION, THE FORCE OF THE WATER IS NOT RESTRICTED BY THE POSTS, BUT ONLY BY THE
STAPLES (WIRE, ZIP TIES, NAILS, ETC.). THE SILT FENCE WILL RIP AND FAIL.

DO NOT PLACE A SILT FENCE DITCH CHECK DIRECTLY IN FRONT OF A CULVERT QUTLET. IT WILL NOT
STAND UP TO THE CONCENTRATED FLOW.

DO NOT PLACE SILT FENCE DITCH CHECKS IN DITCHES THAT WILL LIKELY EXPERIENCE HIGH FLOWS.

THEY WILL NOT STAND UP TO CONCENTRATED FLOW.

FOLLOW PRESCRIBED DITCH CHECK SPACWNG GUIDELINES. IF SPACING GUIDELINES ARE EXCEEDED,

EROSION WILL OCCUR BETWEEN THE DITCH CHECKS.,

DO NOT ALLOW WATER TO FLOW AROUND THE DITCH CHECK. MAKE SURE THAT THE DITCH CHECK IS LONG
ENOUGH SO THAT THE GROUND LEVEL AT THE ENDS OF THE FENCE 1S HIGHER THAN THE LOW POINT ON THE
TOP OF THE FENCE.

DO NOT PLACE SILT FENCE DITCH CHECKS IN CHANNELS WITH SHALLOW SOILS UNDERLAIN BY ROCK. IF
THE CHECK IS NOT ANCHORED SUFFICIENTLY, T WILL WASH OUT.

INSPECTION AND MAINTENANCE:

SILT FENCE DITCH CHECKS SHOULD BE INSPECTED EVERY 7 DAYS AND WITHIN 24 HOURS OF A RAINFALL
OF 1/2” OR MORE. THE FOLLOWING IS A LIST OF QUESTIONS THAT SHOULD BE ADDRESSED DURING
EACH INSPECTION:

DOES WATER FLOW AROUND THE DITCH CHECK?

DOES WATER FLOW UNDER THE DITCH CHECK?

DOES THE SILT FENCE SAG EXCESSIVELY?

HAS THE SILT FENCE TORN OR BECOME DETACHED FROM THE POSTS?
DOES SEDIMENT NEED TO BE REMOVED FROM BEHIND THE OITCH CHECK?
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SILT FENCE BARRIERS FOR AREA INLETS
(INLET PROTECTION)

MATERIAL SPECIFICATION:

SILT FENCE FABRIC SHOULD CONFORM TO THE AASHTO M288 96 SILT FENCE SPECIFICATION.

THE WIRE OR POLYMERIC MESH BACKING USED TO HELP SUPPORT THE SILT FENCE FABRIC SHOULD CONFORM
TG THE AASHTO M288 96 SILT FENCE SPECIFICATION.

THE POSTS USED TO SUPPORT THE SILT FENCE FABRIC SHOULD BE A HARDWOOD MATERIAL WITH THE
FOLLOWING MINIMUM DIMENSIONS: 2" SQUARE (NOMINAL) BY 4’ LONG.

THE MATERIAL USED TO FRAME THE TOPS OF THE POSTS SHOULD BE 1" BY 4" BOARDS.

SILT FENCE FABRIC AND SUPPORT BACKING SHOULD BE ATTACHED TO THE WOODEN POSTS AND FRAME WITH
STAPLES, WIRE, ZIP TIES, OR NAILS.

PLACEMENT:

PLACE A SILT FENCE DROP INLET BARRIER IN A LOCATION WHERE [T IS UNLIKELY TO BE OVERTOPPED.

WATER SHOULD FLOW THROUGH SILT FENCE, NOT OVER [T. SILT FENCE BARRIERS FOR AREA INLETS

OFTEN FAIL WHEN REPEATEDLY OVERTOPPED.

WHEN USED AS A BARRIER FOR AREA INLETS, SILT FENCE FABRIC AND POSTS MUST BE SUPPORTED AT THE TOP
BY A WOODEN FRAME.

WHEN A SILT FENCE BARRIER FOR AREA INLETS IS LOCATED NEAR AN INLET THAT HAS STEEP APPROACH
SLOPES, THE STORAGE CAPACITY BEHIND THE BARRIER IS DRASTICALLY REDUCED. TIMELY REMOVAL OF
SEDIMENT MUST OCCUR FOR A BARRIER TO OPERATE PROPERLY IN THIS LOCATION.

PROPER _INSTALLATION METHOD:

EXCAVATE A TRENCH AROUND THE PERIMETER OF THE AREA INLET THAT IS AT LEAST B" DEEP BY 8" WIDE.
DRIVE POSTS TO A DEPTH OF AT LEAST 18" AROUND THE PERIMETER OF THE AREA INLET.

THE DISTANCE BETWEEN POSTS SHOULD BE 4° OR LESS. IF THE DISTANCE BETWEEN TWQ ADJACENT
CORNER POSTS IS MORE THAN 4, ADD ANOTHER POST(S) BETWEEN THEM.

CONNECT THE TOPS OF ALL THE POSTS WITH A WOODEN FRAME MADE OF 1" BY 4" BOARDS. USE NAILS
OR SCREWS FOR FASTENING.

ATTACH THE WIRE OR POLYMERIC—~MESH BACKING TO THE OUTSIDE Of THE POST/FRAME STRUCTURE WITH
STAPLES, WIRE, ZIP TIES, OR NAILS.

ROLL OUT A CONTINUOUS LENGTH OF SILT FENCE FABRIC LONG ENOUGH TO WRAP ARQUND THE PERIMETER
OF THE AREA INLET. ADD MORE LENGTH FOR OVERLAPPING THE FABRIC JOINT. PLACE THE EDGE OF THE
FABRIC IN THE TRENCH, STARTING AT THE OUTSIDE EDGE OF THE TRENCH. LINE ALL THREE SIDES OF
THE TRENCH WITH THE FABRIC. BACKFILL OVER THE FABRIC IN THE TRENCH WITH THE EXCAVATED SOIL
AND COMPACT. AFTER FILLING THE TRENCH, APPROXIMATELY 24 TO 36" OF SILT FENCE FABRIC

SHOULD REMAIN EXPOSED.

ATTACH THE SILT FENCE TO THE OUTSIDE OF THE POST/FRAME STRUCTURE WITH STAPLES, WIRE, ZIP

TIES, OR NAILS. THE JOINT SHOULD BE OVERLAPPED TO THE NEXT POST.

NOTE:  WHEN A SILT FENCE BARRIER FOR AREA INLET IS PLACED IN A SHALLOW MEDIAN DITCH, MAKE
SURE THAT THE TOP OF THE BARRIER IS NOT HIGHER THAN THE PAVED ROAD. IN THIS CONFIGURATION,
WATER MAY SPREAD ONTO THE ROADWAY CAUSING A HAZARDOUS CONDITION.

LIST OF COMMON PLACEMENT/INSTALLATION MISTAKES TO AVOID:

WATER SHOULD FLOW THROUGH A SILT FENCE BARRIER FOR AREA INLET-NOT OVER 1. PLACE A SILT
FENCE BARRIER FOR AREA INLET IN A LOCATION WHERE IT IS UNLIKELY TO BE OVERTOPPED. SILT
FENCE BARRIER FOR AREA INLETS OFTEN FAIL WHEN REPEATEDLY OVERTOPPED.

DO NOT PLACE POSTS ON THE OUTSIDE OF THE SILT FENCE BARRIER FOR AREA INLET. IN THIS
CONFIGURATION, THE FORCE OF THE WATER IS NOT RESISTED BY THE POSTS, BUT ONLY BY THE STAPLES
(WIRE, ZIP TIES, NAILS, ETC.). THE SILT FENCE WILL RIP AND FAILL,

DO NOT INSTALL SILT FENCE BARRIER FOR AREA INLETS WITHOUT FRAMING THE TOP OF THE POSTS.

THE CORNER POSTS AROUND AREA INLETS ARE STRESSED IN TWO DIRECTIONS WHEREAS A NORMAL SILT
FENCE IS ONLY STRESSED IN ONE DIRECTION. THIS ADDED STRESS REQUIRES MORE SUPPORT.

INSPECTION AND MAINTENANCE:

SILT FENCE BARRIER FOR AREA INLETS SHOULD BE INSPECTED EVERY 7 DAYS AND WITHIN 24 HOURS OF
A RAINFALL OF 1/2" OR MORE. THE FOLLOWING IS A LIST OF QUESTIONS THAT SHOULD BE ADDRESSED
DURING EACH INSPECTION:

DOES WATER FLOW UNDER THE SILT FENCE?

DOES THE SILT FENCE SAG EXCESSIVELY?

HAS THE SILT FENCE TORN OR BECOME DETACHED FROM THE POSTS?

DOES SEDIMENT NEED TO BE REMOVED FROM BEHIND THE AREA INLET BARRIER?
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SILT FENCE BARRIERS

MATERIAL SPECIFICATION:

PLACEMENT:

SILT FENCE FABRIC SHOULD CONFORM TO THE AASHTO M288 96 SILT FENCE SPECIFICATION.

THE POSTS USED TO SUPPORT THE SILT FENCE FABRIC SHOULD BE A HARDWOOD MATERIAL WITH THE
FOLLOWING MINIMUM DIMENSIONS: 2" SQUARE (NOMINAL)} BY 4 LONG.

SILT FENCE FABRIC SHOULD BE ATTACHED TO THE WOODEN POSTS WITH STAPLES, WIRE, ZIP TIES, OR
NAILS.

A SLOPE BARRIER SHOULD BE USED AT THE TOE OF A SLOPE WHEN A DITCH DOES NOT EXIST. THE SLOPE
BARRIER SHOULD BE PLACED ON NEARLY LEVEL GROUND 5 TO 10" AWAY FROM THE TOE OF A SLOPE. THE
BARRIER IS PLACED AWAY FROM THE TOE OF THE SLOPE TO PROVIDE ADEQUATE STORAGE FOR SETTLING

OUT SEDIMENT.

WHEN PRACTICABLE, SILT FENCE SLOPE BARRIERS SHOULD BE PLACED ALONG CONTOURS TO AVOID A
CONCENTRATION OF FLOW.

SILT FENCE SLOPE BARRIERS CAN ALSO BE PLACED ALONG RIGHT-OF-WAY FENCE LINES TO KEEP SEDIMENT
FROM CROSSING ONTO ADJACENT PROPERTY. WHEN PLACED IN THIS MANNER, THE SLOPE BARRIER WILL
NOT LIKELY FOLLOW CONTOURS.

PROPER _INSTALLATION METHOD:

EXCAVATE A TRENCH THE LENGTH OF THE PLANNED SLOPE BARRIER THAT IS 6" DEEP BY 4" WIDE.

MAKE SURE THAT THE TRENCH IS EXCAVATED ALONG A SINGLE CONTOUR. WHEN PRACTICABLE, SLOPE
BARRIERS SHOULD BE PLACED ALONG CONTOURS TO AVOID A CONCENTRATION OF FLOW. PLACE THE SOIL
ON THE UPSLOPE SIDE OF THE TRENCH FOR LATER USE.

ROLL OUT A CONTINUOUS LENGTH OF SILT FENCE FABRIC ON THE DOWNSLOPE SIDE OF THE TRENCH.
PLACE THE EDGE OF THE FABRIC IN THE TRENCH STARTING AT THE TOP UPSLOPE EDGE. LINE ALL THREE
SIDES OF THE TRENCH WITH THE FABRIC. BACKFILL OVER THE FABRIC IN THE TRENCH WITH THE
EXCAVATED SOIL AND COMPACT. AFTER FILLING THE TRENCH, APPROXIMATELY 24" TO 36" OF

SILT-FENCE FABRIC SHOULD REMAIN EXPOSED.

LAY THE EXPOSED SILT FENCE UPSLOPE OF THE TRENCH TO CLEAR AN AREA FOR DRIVING IN THE POSTS.
JUST DOWNSLOPE OF THE TRENCH, DRIVE POSTS INTO THE GROUND TO A DEPTH OF AT LEAST 18"
PLACE POSTS NO MORE THAN 4’ APART.

ATTACH THE SILT FENCE TO THE ANCHORED POST WITH STAPLES, WIRE, ZIP TIES, OR NAILS.

LIST OF COMMON PLACEMENT/INSTALLATION MISTAKES TO AVOID:

WHEN PRACTICABLE, DO NOT PLACE SILT FENCE SLOPE BARRIERS ACROSS CONTOURS. SLOPE BARRIERS
SHQULD BE PLACED ALONG CONTOURS TO AVOID A CONCENTRATION OF FLOW. WHEN THE FLOW
CONCENTRATES, [T OVERTOPS THE BARRIER AND THE SILT FENCE SLOPE BARRIER QUICKLY DETERIORATES.
DO NOT PLACE SILT-FENCE POSTS ON THE UPSLOPE SIDE OF THE SILT FENCE FABRIC. IN THIS
CONFIGURATION, THE FORCE OF THE WATER IS NOT RESTRICTED BY THE POSTS, BUT ONLY BY THE
STAPLES (WIRE, ZIP TIES, NAILS, ETC.). THE SILT FENCE WILL RIP AND FAIL,

DO NOT PLACE SILT FENCE SLOPE BARRIERS IN AREAS WITH SHALLOW SOILS UNDERLAIN BY ROCK. IF
THE BARRIER IS NOT SUFFICIENTLY ANCHORED, IT WILL WASH OUT.

SILT FENCE SLOPE BARRIERS MUST BE DUG INTO THE GROUND-SILT FENCE AT GROUND LEVEL DOES NOT
WORK BECAUSE WATER WILL FLOW UNDERNEATH.

INSPECTION AND MAINTENANCE:

SILT FENCE SLOPE BARRIERS SHOULD BE INSPECTED EVERY 7 DAYS AND WITHIN 24 HOURS OF A RAINFALL
OF 1/2" OR MORE. THE FOLLOWING IS A LIST OF QUESTIONS THAT SHOULD BE ADDRESSED DURING EACH
INSPECTION:

ARE THERE ANY POINTS ALONG THE SLOPE BARRIER WHERE WATER IS CONCENTRATING?
DOES WATER FLOW UNDER THE SLOPE BARRIER?

DO THE SILT FENCES SAG EXCESSIVELY?

HAS THE SILT FENCE TORN OR BECOME DETACHED FROM THE POSTS?

DOES SEDIMENT NEED TO BE REMOVED FROM BEHIND THE SLOPE BARRIER?
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NOTE: POINT A MUST BE HIGHER THAN POINT B
SO THAT WATER FLOWS OVER THE BALES AND
NOT AROUND THEM.

A WOOD STAKES
B BALES

>

|

STRAW BALE DITCH CHECKS

MATERIAL SPECIFICATION:

BALE DITCH CHECKS MAY BE CONSTRUCTED OF WHEAT STRAW, OAT STRAW, PRARIE HAY, OR BROMEGRASS
HAY THAT IS FREE OF WEEDS DECLARED NOXIOUS BY THE KANSAS STATE BOARD OF AGRICULTURE.

THE STAKES USED TO ANCHOR THE BALES SHOULD BE A HARDWOOD MATERIAL WITH THE FOLLOWING MINIMUM
DIMENSIONS: 2” SQUARE (NOMINAL) BY 4' LONG.

OPTIONAL: THE DOWNSTREAM SCOUR APRON SHOULD BE CONSTRUCTED OF A DOUBLE-NETTED STRAW
EROSION—CONTROL BLANKET AT LEAST 6 WIDE.

OPTIONAL: THE METAL LANDSCAPE STAPLES USED TO ANCHOR THE EROSION-CONTROL BLANKET SHOULD BE
AT LEAST 8" LONG.

PLACEMENT:

BALE DITCH CHECKS SHOULD BE PLACED PERPENDICULAR TO THE FLOWLINE OF THE DITCH.

THE DITCH CHECK SHOULD EXTEND FAR ENOUGH SO THAT THE GROUND LEVEL AT THE ENDS OF THE CHECK
IS HIGHER THAN THE TOP OF THE LOWEST CENTER BALE. THIS PREVENTS WATER FROM FLOWING AROUND
THE CHECK.

STRAW BALE DITCH CHECKS SHOULD NOT BE PLACED IN DITCHES WHERE HIGH FLOWS ARE EXPECTED.

ROCK CHECKS SHOULD BE USED INSTEAD.

BALES SHOULD BE PLACED IN DITCHES WITH SLOPES OF 6% OR LESS. FOR SLOPES

STEEPER THAN 6%, ROCK CHECKS SHOULD BE USED.

THE FOLLOWING TABLE PROVIDES CHECK SPACING FOR A GIVEN DITCH GRADE:

PITCH CHECK SPACING
DITCH GRADE ~ CHECK SPACING

(%) (FEET)
05 200
1.0 200
20 100
3.0 65
40 50
5.0 40
6.0 30

PROPER INSTALLATION METHOD:

EXCAVATE A TRENCH PERPENDICULAR TQ THE DITCH FLOWLINE THAT IS 4" DEEP AND A BALE'S WIDTH

WIDE. EXTEND THE TRENCH IN A STRAIGHT LINE ALONG THE ENTIRE LENGTH Of THE PROPOSED DITCH
CHECK. PLACE THE SOIL ON THE UPSTREAM SIDE OF THE TRENCH-IT WILL BE USED LATER.

OPTIONAL: ON THE DOWNSTREAM SIDE OF THE TRENCH, ROLL OUT A LENGTH OF EROSION-CONTROL BLANKET
(SCOUR APRON) EQUAL TO THE LENGTH OF THE TRENCH. PLACE THE UPSTREAM EDGE OF THE EROSION-
CONTROL BLANKET ALONG THE BOTTOM UPSTREAM EDGE OF THE TRENCH. THE EROSION CONTROL BLANKET
SHOULD BE ANCHORED IN THE TRENCH WITH ONE ROW OF 8" LANDSCAPE STAPLES PLACED ON 18" CENTERS.
THE REMAINDER OF THE EROSION-CONTROL BLANKET (THE PORTION THAT IS NOT LYING IN THE TRENCH)

WILL SERVE AS THE DOWNSTREAM SCOUR APRON. THIS SECTION OF THE BLANKET SHOULD BE ANCHORED TO

THE GROUND WITH 8" LANDSCAPE STAPLES PLACED AROUND THE PERIMETER OF THE BLANKET ON 18" CENTERS.

THE REMAINDER OF THE BLANKET SHOULD BE ANCHORED USING TWO EVENLY SPACED ROWS OF 8" LANDSCAPE
STAPLES ON 18" CENTERS PLACED PERPENDICULAR TO THE FLOWLINE OF THE DITCH.

PLACE THE BALES IN THE TRENCH, MAKING SURE THAT THEY ARE BUTTED TIGHTLY. TWO STAKES SHOULD

BE DRIVEN THROUGH EACH BALE ALONG THE CENTERLINE OF THE DITCH CHECK, APPROXIMATELY 6” TO

8" IN FROM THE BALE ENDS. STAKES SHOULD BE DRIVEN AT LEAST 12" INTO THE GROUND.

ONCE ALL THE BALES HAVE BEEN INSTALLED AND ANCHORED, PLACE THE EXCAVATED SOIL AGAINST THE
UPSTREAM SIDE OF THE CHECK AND COMPACT IT. THE COMPACTED SOIL SHOULD BE NO MORE THAN 3" TO
4" DEEP AND EXTEND UPSTREAM NO MORE THAN 24".

LIST OF COMMON PLACEMENT/INSTALLATION MISTAKES TO AVOID:

DO NOT PLACE A BALE DITCH CHECK DIRECTLY IN FRONT OF A CULVERT OUTLET. IT WILL NOT STAND UP
TO THE CONCENTRATED FLOW.

DO NOT PLACE BALE DITCH CHECKS IN DITCHES THAT WILL LIKELY EXPERIENCE HIGH FLOWS. THEY WILL
NOT STAND UP TO CONCENTRATED FLOW.

FOLLOW PRESCRIBED DITCH—CHECK SPACING GUIDELINES. IF SPACING GUIDELINES ARE EXCEEDED,

EROSION WILL OCCUR BETWEEN THE DITCH CHECKS.

DO NOT ALLOW WATER TO FLOW AROUND THE DITCH CHECK. MAKE SURE THAT THE DITCH CHECK IS LONG
ENOUGH SO THAT THE GROUND LEVEL AT THE ENDS OF THE CHECK IS HIGHER THAN THE TOP OF THE
LOWEST CENTER BALE.

DO NOT PLACE BALE DITCH CHECKS IN CHANNELS WITH SHALLOW SOILS UNDERLAIN BY ROCK. IF THE
CHECK IS NOT ANCHORED SUFFICIENTLY, IT WILL WASH OUT.

BALE DITCH CHECKS MUST BE DUG INTO THE GROUND. BALES AT GROUND LEVEL DO NOT WORK BECAUSE
THEY ALLOW WATER TO FLOW UNDER THE CHECK.

INSPECTION AND MAINTENANCE.:

BALE DITCH CHECKS SHOULD BE INSPECTED EVERY 7 DAYS AND WITHIN 24 HOURS OF A RAINFALL OF
1/2" OR MORE. THE FOLLOWING IS A LIST OF QUESTIONS THAT SHOULD BE ADDRESSED DURING EACH
INSPECTION:

DOES WATER FLOW AROUND THE DITCH CHECK?

DOES WATER FLOW UNDER THE DITCH CHECK?

DOES WATER FLOW THROUGH SPACES BETWEEN ABUTTING BALES?

ARE ANY BALES AND/OR SCOUR APRONS (OPTIONAL) DISLODGED?

ARE BALES DECOMPOSING DUE TO AGE AND/OR WATER DAMAGE?

DOES SEDIMENT NEED TO BE REMOVED FROM BEHIND THE DITCH CHECK?
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STRAW BALE BARRIERS FOR AREA INLETS
(INLET PROTECTION)

MATERIAL SPECIFICATION:

BALE AREA INLET BARRIERS SHOULD BE CONSTRUCTED OF WHEAT STRAW, OAT STRAW, PRAIRIE HAY, OR
BROMEGRASS HAY THAT IS FREE OF WEEDS DECLARED NOXIOUS BY THE KANSAS STATE BOARD OF
AGRICULTURE.

THE STAKES USED TO ANCHOR THE BALES SHOULD BE A HARDWOOD MATERIAL WITH THE FOLLOWING MINIMUM
DIMENSIONS: 2" SQUARE (NOMINAL) BY 4° LONG.

TWINE SHOULD BE USED TO BIND BALES. THE USE OF WIRE BINDING IS PROHIBITED BECAUSE [T DOES

NOT BIODEGRADE READILY.

PLACEMENT:

BALE AREA INLET BARRIERS SHOULD BE PLACED DIRECTLY AROUND THE PERIMETER OF A DROP INLET.
WHEN A BALE AREA INLET BARRIER IS LOCATED NEAR AN INLET THAT HAS STEEP APPROACH SLOPES, THE
STORAGE CAPACITY BEHIND THE BARRIER IS DRASTICALLY REDUCED. TIMELY REMOVAL OF SEDIMENT

MUST OCCUR FOR A BARRIER TO OPERATE PROPERLY IN THIS LOCATION.

PROPER INSTALLATION METHOD:

EXCAVATE A TRENCH AROUND THE PERIMETER OF THE AREA INLET THAT IS AT LEAST 4" DEEP BY A
BALE'S WIDTH WIDE.

PLACE THE BALES IN THE TRENCH, MAKING SURE THAT THEY ARE BUTTED TIGHTLY. SOME BALES MAY
NEED TO BE SHORTENED TO FIT INTO THE TRENCH AROUND THE AREA INLET. TWO STAKES SHOULD BE
DRIVEN THROUGH EACH BALE, APPROXIMATELY 6 TO 8" IN FROM THE BALE ENDS.

STAKES SHOULD BE DRIVEN AT LEAST 12" INTO THE GROUND.

ONCE ALL THE BALES HAVE BEEN INSTALLED AND ANCHORED, PLACE THE EXCAVATED SOIL AGAINST THE
RECEVING SIDE OF THE BARRIER AND COMPACT IT. THE COMPACTED SOIL SHOULD BE NO MORE THAN
3" T0 47 DEEP.

NOTE: WHEN A BALE AREA INLET BARRIER IS PLACED iN A SHALLOW MEDIAN DITCH, MAKE SURE THAT
THE TOP OF THE BARRIER IS NOT HIGHER THAN THE PAVED ROAD. IN THIS CONFIGURATION, WATER MAY
SPREAD ONTO THE ROADWAY CAUSING A HAZARDOUS CONDITION.

LIST OF COMMON PLACEMENT INSTALLATION MISTAKES TO AVOID:

BALES SHOULD BE PLACED DIRECTLY AGAINST THE PERIMETER OF THE AREA INLET. THIS ALLOWS
OVERTOPPING WATER TO FLOW DIRECTLY INTO THE INLET INSTEAD OF ONTO NEARBY SOIL CAUSING SCOUR.
BALE AREA INLET BARRIERS MUST BE DUG INTO THE GROUND. BALES AT GROUND LEVEL DO NOT WORK
BECAUSE THEY ALLOW WATER TO FLOW UNDER THE BARRIER.

INSPECTION AND MAINTENANCE:

BALE AREA INLET BARRIERS SHOULD BE INSPECTED EVERY 7 DAYS AND WITHIN 24 HOURS OF A RAINFALL
1/2" OR MORE. THE FOLLOWING IS A LIST OF QUESTIONS THAT SHOULD BE ADDRESSED
DURING EACH INSPECTION:

DOES WATER FLOW UNDER THE AREA INLET BARRIER?

DOES WATER FLOW THROUGH SPACES BETWEEN ABUTTING BALES?

ARE ANY BALES DISLODGED?

ARE BALES DECOMPOSING DUE TO AGE AND/OR WATER DAMAGE?

DOES SEDIMENT NEED TO BE REMOVED FROM BEHIND THE AREA INLET BARRIER?
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STRAW BALE BARRIERS

MATERIAL SPECIFICATION:

BALE SLOPE BARRIERS MAY BE CONSTRUCTED OF WHEAT STRAW, OAT STRAW, PRAIRIE HAY, OR BROMEGRASS
HAY THAT IS FREE OF WEEDS DECLARED NOXIOUS BY THE KANSAS STATE BOARD OF AGRICULTURE.

THE STAKES USED TO ANCHOR THE BALES SHOULD BE A HARDWOOD MATERIAL WITH THE FOLLOWING MINIMUM
DIMENSIONS: 2" SQUARE (NOMINAL) BY 4" LONG.

TWINE SHOULD BE USED TO BIND BALES. THE USE OF WIRE BINDING IS PROHIBITED BECAUSE T DOES

NOT BIODEGRADE READILY.

PLACEMENT:

A SLOPE BARRIER SHOULD BE USED AT THE TOE OF A SLOPE WHEN A DITCH DOES NOT EXIST. THE SLOPE
BARRIER SHOULD BE PLACED ON NEARLY LEVEL GROUND 5' TO 10° AWAY FROM THE TOE OF A SLOPE. THE
BARRIER IS PLACED AWAY FROM THE TOE OF THE SLOPE TO PROVIDE ADEQUATE STORAGE FOR SETTLING OUT
SEDIMENT.

WHEN PRACTICABLE, BALE SLOPE BARRIERS SHOULD BE PLACED ALONG CONTOURS TQ AVOID A
CONCENTRATION OF FLOW.

BALE SLOPE BARRIERS CAN ALSO BE PLACED ALONG RIGHT—-OF-WAY FENCE LINES TO KEEP SEDIMENT FROM
CROSSING ONTO ADJACENT PROPERTY. WHEN PLACED IN THIS MANNER, THE SLOPE BARRIER WILL NOT
LIKELY FOLLOW CONTOURS.

PROPER INSTALLATION METHOD:

EXCAVATE A TRENCH THE LENGTH OF THE PLANNED SLOPE BARRIER THAT IS 4" DEEP AND A BALE'S WIDTH
WIDE. MAKE SURE THAT THE TRENCH IS EXCAVATED ALONG A SINGLE CONTOUR. WHEN PRACTICABLE, SLOPE
BARRIERS SHOULD BE PLACED ALONG CONTOURS TO AVOID A CONCENTRATION OF FLOW. PLACE THE SOIL ON
THE UPSLOPE SIDE OF THE TRENCH FOR LATER USE.

PLACE THE BALES IN THE TRENCH, MAKING SURE THAT THEY ARE BUTTED TIGHTLY. TWO STAKES SHOULD

BE DRIVEN THROUGH EACH BALE ALONG THE CENTERLINC OF THE DITCH CHECK, APPROXIMATELY 6" TO

8" IN FROM THE BALE ENDS. STAKES SHOULD BE DRIVEN AT LEAST 12" INTO THE GROUND.

ONCE ALL THE BALES HAVE BEEN INSTALLED AND ANCHORED, PLACE THE EXCAVATED SOIL AGAINST THE
UPSLOPE SIDE OF THE CHECK AND COMPACT IT. THE COMPACTED SOIL SHOULD BE NO MORE THAN 3° TO
4" DEEP.

LIST OF COMMON PLACEMENT/INSTALLATION MISTAKES TO AVOID:

WHEN PRACTICAL, DO NOT PLACE BALE SLOPE BARRIERS ACROSS CONTOURS. SLOPE BARRIERS SHOULD

BE PLACED ALONG CONTOURS TO AVOID A CONCENTRATION OF FLOW. CONCENTRATED FLOW OVER A SLOPE
BARRIER CREATES A SCOUR HOLE ON THE DOWNSLOPE SIDE OF THE BARRIER. THE SCOUR HOLE
EVENTUALLY UNDERMINES THE BALES AND THE BARRIER FAILS.

DO NOT PLACE BALE SLOPE BARRIERS IN AREAS WITH SHALLOW SOILS UNDERLAIN BY ROCK. IF THE
BARRIER IS NOT ANCHORED SUFFICIENTLY, IT WILL WASH OUT.

BALE SLOPE BARRIERS MUST BE DUG INTO THE GROUND. BALES AT GROUND LEVEL DO NOT WORK BECAUSE
THEY ALLOW WATER TO FLOW UNDER THE BARRIER.

INSPECTION AND MAINTENANCE:

BALE SLOPE BARRIERS SHOULD BE INSPECTED EVERY 7 DAYS AND WITHIN 24 HOURS OF A RAINFALL OF
1/2" OR MORE. THE FOLLOWING IS A LIST OF QUESTIONS THAT SHOULD BE ADDRESSED DURING EACH
INSPECTION:

ARE THERE ANY POINTS ALONG THE SLOPE BARRIER WHERE WATER IS CONCENTRATING?
DOES WATER FLOW UNDER THE SLOPE BARRIER?

DOES WATER FLOW THROUGH SPACES BETWEEN ABUTTING BALES?

ARE ANY BALES DISLODGED?

ARE BALES DECOMPOSING DUE TO AGE AND/OR WATER DAMAGE?

DOES SEDMENT NEED TO BE REMOVED FROM BEHIND THE SLOPE BARRIER? cEvis

ION DATE: MAY 2013

£ STRAW BALE DITCH CHECK
AND BARRIER DETAILS
m CITY ENGINEER
—_— GARY JANZEN, P.E.
c | T Y » 0 F PROJECT NUMBER QCA NUMBER DATE
m I c H I l[ n 448-2023-012031 HH-1H-HH#
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PUBLIC WORKS & UTILITIES C%f" ﬁ&}%’?’ﬂé%&? ¥ C-753-W02
ENCINEERING DIVISION WICHITA, KANSAS 67202-1620
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GENERAL NOTES

1. THIS SHEET IS INTENDED TO PROVIDE GUIDELINES AS TO WHAT TYPES 4. FOR PROJECTS DISTURBING LESS THAN 1 ACRE, CONTRACTORS ARE
OF EROSION CONTROL DEVICES WILL BE INSTALLED DURING THE ENCOURAGED TO PREPARE STORMWATER POLLUTION PREVENTION PLANS PRIOR
CONSTRUCTION PROCESS. CONTRACTORS ARE EXPECTED O BID TO CONSTRUCTION. EROSION CONTROL DEVICES MUST BE USED ON ALL PROJECTS.

PROJECTS ACCORDINGLY.
5. FAILURE TO USE AND MAINTAIN EROSION CONTROL DEVICES IS A VIOLATION

2. EROSION CONTROL DEVICES MUST BE MAINTAINED BY THE CONTRACTOR OF SECTION 16.32 OF THE CITY CODE AND WILL SUBJECT THE CONTRACTOR
THROUGHOUT THE CONSTRUCTION PROCESS AND UNTIL THE DISTURBED TO THE PENALTIES PROVIDED FOR THEREIN.
EARTH IS RESTABILIZED.

6. THE APPLICATION OF EROSION CONTROL DEVICES SHOWN ON THIS SHEET

3. IF THE PROJECT WILL DISTURB 1 ACRE OR MORE, A FEDERAL/STATE IS FOR SITUATIONS NORMALLY ENCOUNTERED. FROM TIME TO TIME, SITUATIONS
NPDES STORMWATER PERMIT IS REQUIRED. A DETAILED STORMWATER WILL ARISE THAT MAY REQUIRE A DIFFERENT DEVICE OTHER THAN THOSE SHOWN.
POLLUTION PREVENTION PLAN, IS REQUIRED. THE EROSION CONTROL FROSION CONTROL DEVICES, OTHER THAN THOSE SHOWN, MAY BE UTILIZED AS
DEVICES SHOWN ON THIS SHEET ARE CONSIDERED TO BE THE MINIMUM LONG AS THEY ARE EFFECTIVE AND MAINTAINED.

TO BE SHOWN IN THE POLLUTION PREVENTION PLAN.
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\ >3"-NO BACK OF CURB EROSION CONTROL DEVICE

GROUNDLI REQUIRED
< 3"-EROSION CONTROL DEVICE REQUIRED

THIS DEPRESSION MUST BE MAINTAINED.

e

| RIDGELINE - t f — T \ N [’f//,f//f//u
3 MIN,
——— ——— \ \ [ bl 't‘%
# ! R
" [ o -
L] % % Z
: N E 2, CURB_BACKFILL DETAIL
el ——— (//4
% = & & THIS IS A TEMPORARY MEASURE ONLY, WHEN APPROVED BY
THE PROJECT ENGINEER. THE DIRT GRADE BEHIND THE CURB
j, 4 | | SHALL BE BROUGHT TO THE TOP OF CURB, WITH TEMPORARY
FROSION CONTROL MAT OR PERMANENT VEGETATION PLACED,
GENERAL NOTES PRIOR TO THE COMPLETION OF ALL PROJECTS.
1. THE INTENT OF ALL EROSION CONTROL DEVICES IS TO KEEP ALL SEDIMENT 7. ANY MUD TRACKED ONTO STREETS MUST BE REMOVED AT THE END OF FACH WORK DAY.
LEGEND CONFINED TO THE CONSTRUCTION SITE, AND OUT OF ALL UNDERGROUND REVISION: JUNE 2015
PIPES, DITCHES, LAKES, AND OTHER DRAINAGE FACILITIES, AND OFF OF STREETS. 8. THE CONTACTOR WILL BE REQUIRED TO PLACE EROSION CONTROL DEVICES BACK OF CURB,
e R_O-W LTS WHENEVER WATER CAN DRAN OVER CURB, TO KEEP ERODED SOIL OUT OF THE GUTTERLINES,
2. THE POINT OF COMPLIANCE IS GENERALLY THE RIGHT—OF—WAY LINES N ACCORDANCE WITH THE FOLLOWING: £ STREET IMPROVEMENT
. DRAINAGE FLOW PATH WITHIN THE LIMITS OF CONSTRUCTION. A. THE DEVICE REQUIRED WILL BE APPROVED EROSION CONTROL MAT LISTED ON THE CITY'S APPROVED MATERIAL LIST.
SAID BLANKET SHALL BE PLACED OVER THE APPROPRIATE SEED AND PROJECTS
X X X X X R/W LIMT WITHIN CONSTRUCTION LIMIT 3. EROSION CONTROL DEVICES WILL BE REQUIRED AT ALL POINTS ALONG FERTILIZER, AS SPECIFIED IN THE PROJECT SPECIFICATIONS. (SEE SOIL EROSION
| THE PROJECT WHERE DISTURBED EARTH CAN DRAIN ONTO PRIVATE PROPERTY. BMPs — BACK OF CURB SEDIMENT BARRIER DETAILS) SR
- STORM WATER INLETS | B. THIS DEVICE SHALL BE INSTALLED IMMEDIATELY WHENEVER THE CURB IS oy,
4, INLET PROTECTION DEVICES WILL BE REQUIRED WHEREVER WATER CAN BACKFILLED TO WITHIN 3" OF THE TOP OF CURB. (SEE CURB BACKFILL DETAI) S, % GARY JANZEN, P.E.
P INLET PROTECTION DRAIN OFF THE PROJECT SITE INTO AN INLET, INCLUDING ANY SIDE OTHER BMP’S MAY BE REQUIRED AT LOCATIONS WHERE CONCENTRATED FLOW SOz (70 1y —
STREET INLETS. CARRIES SEDIMENT OVER THE CURB. SKlidodh? C I TY s OF PROJECT NUMBER OCA NUMBER PATE
SH SILT FENCE OR HAY BALE BARRIER C. ADDITIONALLY, OTHER EROSION CONTROL DEVICES (HAY BALES, SILT FENCE, ETC.) 2 / i 448-2023-012031 g
5. EROSION CONTROL DEVICES SHALL BE INSTALLED AT CREEK CROSSINGS WILL BE INSTALLED AT LOCATIONS OF CONCENTRATED FLOW RESULTING IN %9, ,m‘é@ SBS T
sp STREAM PROTECTION SO AS TO PREVENT SEDIMENT FROM ENTERING THEREIN SEDIMENT OVERRUNNING THE MAT. ket S , SHEET
— D. SHOULD THE PROJECT PLANS SPECIFY THAT THE RIGHT-OF-WAY IS TO BE o S g 05 15 Cgfyi',l’f ”;Egﬁifggg?;
SCE STABILIZED CONSTRUCTION ENTRANCE 6. STABIIZED CONSTRUCTION ENTRANCES SHALL BE PROVIDED, AS SODDED, THE EXCELSIOR MAT WILL NOT BE REQUIRED SO LONG AS THE SOD -
NEEDED, T0 PREVENT MUD FROM TRACKING ONTO STREETS NOT UNDER S PLACED WITHIN 48 HOURS AFTER CURB BACKFILL REACHES A HEIGHT OF 3" PUBLIC. WORKS & UTILITIES || 455 NORTH MAINSTREET | C-754-WO2
7 BACK OF CURB PROTECTION CONSTRUCTION AND ON STREETS WITHIN THE PROJECT LIMITS IF OR LESS FROM TOP OF CURB. (SEF CURB BACKFILL DETAIL) ENGINEERING DIVISION 13)4) 2684507 0 OF 12
TRAFFIC IS BEING MAINTAINED THROUGH THE PROJECT. |
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PHASE 1 — INITIAL FARTHWORK AND UTILITIES (EXCEPT STORM_SEWER)

LEGEND - =

— DRAINAGE FLOW PATH
— RIDGE LINES
X POINT OF COMPLIANCE

—SH— SILT FENCE OR
HAY BALE BARRIER

WEST STREET

—= - - — DRAINAGEWAY FLOWLINE

SOUTH STREET

—l (
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1. DURING THIS PHASE OF SUBDIVISION CONSTRUCTION, THE POINTS OF COMPLIANCE
ARE THE PERIMETER BOUNDARIES AND ANY DRAINAGE WAYS OR STORM SEWERS
DRAINING THROUGH OR FROM THE SITE. SHOULD LAKES BE CONSTRUCTED WITHIN
THE SUBDMSION THAT WILL DISCHARGE DURING STORMS, THEY ARE ALSO A
POINT OF COMPLIANCE.

2. HAY BALES OR SILT FENCE MUST BE CONSTRUCTED ALONG THE PROPERTY LINE WHERE
ON SITE WATER CAN DRAIN OFF THE PROPERTY. THESE EROSION CONTROL DEVICES
WILL ALSO BE INSTALLED ALONG ANY DRAINAGE DITCH OR LAKE THAT CAN DISCHARGE.

3. SHOULD SILT OR SEDIMENT ENTER THE DITCHES OR STREETS ON THE ADJACENT
BOUNDARY STREETS, APPROPRIATE EROSION CONTROL DEVICES WILL BE PLACED WITHIN
THE SUBDMISION TO PREVENT THIS.

4. ANY MUD TRACKED ONTO ADJACENT STREETS WILL BE REMOVED WITHIN 48 HOURS OR
BY FRIDAY AT 6:00 PM, WHICHEVER IS EARLIER.

5. CONTRACTORS WORKING WITHIN THE SITE WILL NOT BE REQUIRED TO USE
INDIVIDUAL EROSION CONTROL DEVICES AS LONG AS THOSE SPECIFIED ABOVE
ARE IN PLACE AND EFFECTIVE. CONTRACTORS WORKING ON THE BOUNDARY
LINE STREETS OR ON ADJACENT PROPERTIES TO EXTEND UTILITIES ARE EXPECTED
TO USE EROSION CONTROL DEVICES AT THEIR WORK LOCATIONS, AS NEEDED.

6. UTILIZE STABILIZED CONSTRUCTION ENTRANCE AT ENTRANCE AND EXIT ONTO ANY
EXISTING PUBLIC STREETS.

7. IF THE INITIAL EARTH WORK AND UTILITIES ARE DONE AS PART OF A PUBLIC \MPROVEMENT
PROJECT, THESE EROSION CONTROL DEMICES WILL BE iNSTALLED BY THE CONTRACTOR AS
SPECIFIED IN THE INDIVIDUAL PROJECT CONTRACTS. THE CONTRACTOR WILL MAINTAIN THE
DEVICES UNTIL COMPLETION OF THE CONTRACT, AT WHICH TIME THE DEVELOPER WILL
ASSUME MAINTENANCE RESPONSIBILITIES. IF THESE CONTRACTS ARE NOT PUBLIC IMPROVEMENT
PROJECTS, THE DEVELOPER WILL BE RESPONSIBLE FOR INSTALLING AND MAINTAINING THESE
DEVICES.

8. WITHIN 14 DAYS OF COMPLETION OF EARTHWORK ACTIVITIES IN ANY GIVEN AREA, THAT AREA
SHALL BE TEMPORARILY OR PERMANENTLY SEEDED AND MULCHED.

PHASE 3 — STREET CONSTRUCTION

vl \‘L
N b ¢ % * > 3¢ | |
LEGEND R = i
L e

NEW STREETS O
——— ADDITIONAL POINTS OF COMPLIANCE N = ]
: \ b
N L |

= S\
“B“ * S\() ] I
R I I
|
SOUTH STREET

1. DURING THIS PHASE OF SUBDMSION CONSTRUCTION, NEW STREETS ARE INSTALLED.
ALL EROSION CONTROL DEVICES INSTALLED DURING PHASE 1 AND 2 MUST STILL BE
MAINTAINED. THE POINT OF COMPLIANCE NOW SHIFTS TG THE BACK OF CURB ALONG
EACH STREET.

2. CURB OPENING INLET PROTECTION:
A. SUMP AREAS — INLET PROTECTION SHALL BE PROVIDED WHEN STREET SUBGRADE
WORK IS COMPLETED.
B. NON—SUMP LOCATIONS — PROVIDE INLET PROTECTION AS SOON AS BASE COURSE
ASPHALT IS INSTALLED, BEFORE THE SURFACE COURSE ULIFT.

3. EROSION CONTROL DEVICES WILL BE REQUIRED BACK OF CURB WHEREVER WATER CAN
FLOW OVER THE CURB AND THE CURB HAS BEEN BACKFILLED TO WITHIN 3" OR LESS
OF THE TOP OF CURB (SEE CURB BACKFILL DETAIL). FOR CURBS NOT YET ENTIRELY
BACKFILLED (3" OR MORE BELOW TOP OF CURB), ADDITIONAL DEVICES WILL BE REQUIRED
AT POINTS WHERE WATER BREAKS OVER CURB WHICH COULD RESULT IN THE PLACEMENT
OF SEDIMENT IN THE GUTTER.

4. StE DETAIL SHEET FOR BACK OF CURB PROTECTION.

3. THE BACK OF CURB PROTECTION SPECIFIED ON THIS PLAN MAY HAVE TO BE
SUPPLEMENTED WITH HAY BALE OR SILT FENCE EROSION CONTROL DEVICES
AT LOCATIONS WHERE CONCENTRATED FLOW RESULTS IN SEDIMENT BEING
CARRIED OVER THE EXCELSIOR MATS.

6. THE STREET CONTRACTOR WILL BE RESPONSIBLE FOR INSTALLING BACK OF

CURB EROSION CONTROL DEVICES.

7. THE INDIVIDUAL LOT OWNERS WILL BE RESPONSIBLE FOR MAINTAINING THE

BACK OF CURB EROSION CONTROL

DEVICES IN FRONT OF THEIR LOTS UNTIL

SUCH TIME AS ADJACENT DISTURBED EARTH IS STABILIZED WITH GRASS OR SOD.

PHASE 2 — INSTALLATION OF STORM SEWER

r P
L
',::::_-“_::::::::::::::::::f'_:::::::::::::::::'I_E._l-_::\
P P Pl %y, ‘ ‘
',::::_-::‘_':::::::::::::::___-_-:::::::::::::::::_.-_:'.:\\ Ay
S % \\\\

LEGEND - = X el o

e ————— ‘h\ ' cﬁ)f f;;:--:\\\\;-—-_-_--d —— - = = —

-------- PROPOSED NEW STREETS Lo : = =

= CURB INLETS ~ Moot T T ||
B AREA DRANS E ~ IP:IE LS | ‘
— INLET PROTECTION N P = |

E 3\0“ _ [ Nepbadiat . Sk

BDN\ 1 I IP
; “e“ S\) \ \::\“’/,Ifj________ .: :;.-__'l-_::_..- “ I [
R g
\ Py IP
> il
SOUTH STREET ~ \\
<
\

1. DURING THIS PHASE OF SUBDIISION DEVELOPMENT, ALL EROSION CONTROL DEVICES
REQUIRED IN PHASE 1 SHALL REMAIN N PLACE AND BE MAINTAINED.

2. AS NEW STORM SEWERS, WITH INLETS, ARE INSTALLED, THE STORM SEWERS MUST
NOW BE PROTECTED SO ALL NEW INLETS BECOME POINTS OF COMPLIANCE.

3. AREA DRAINS - AS SOON AS WATER CAN FLOW INTO THESE DRAINS, HAY BALE OR
SILT FENCE PROTECTION WILL BE INSTALLED AROUND THEM.

4. CURB OPENING INLETS — AS SOON AS WATER CAN FLOW INTO THESE DRAINS, INLET
PROTECTION DEVICES MUST BE INSTALLED. IF WATER CANNOT FLOW INTO CURB
INLETS UNTIL STREET CONSTRUCTION IS COMPLETE, THEN STREET CONTRACTCR WILL
INSTALL INLET PROTECTION. SEE PHASE 3 — STREET CONSTRUCTION.

5. THE STORM SEWER CONTRACTOR WILL BE RESPONSIBLE FOR INSTALLING THESE DEVICES.

6. THE SUBDIVISION DEVELOPER WILL MAINTAIN THESE EROQSION CONTROL DEVICES
ONCE INSTALLED.

7. ALL DISTURBED GROUND WILL BE FINAL GRADED AND TEMPORARILY OR PERMANENTLY
SEEDED WITHIN 14 DAYS IF COMPLETION OF WORK IN ANY GIVEN PART OF THE SUBDHVISION.

8. ONCE ALL DISTURBED GROUND DRAINING TO AN INLET HAS BEEN RESTABILIZED
WITH GRASS OR SOD, THE SUBDIVISION DEVELOPER WILL BE RESPONSIBLE
FOR PERMANENTLY REMOVING THE INLET PROTECTION.

GENERAL NOTES

1. THE INTENT OF ALL EROSION CONTROL DEVICES IS TO PREVENT ERQODED SOIL
FROM ENTERING DITCHES, STORM SEWERS, LAKES, STREETS OR ANY OTHER
OTHER DRAINAGE FEATURE.

2. THIS SHEET IS INTENDED TO PROVIDE GUIDELINES AS TO WHAT TYPE OF EROSION
CONTROL DEVICES WILL BE INSTALLED DURING THE CONSTRUCTION PROCESS.
CONTRACTORS ARE EXPECTED TO BID PROJECTS ACCORDINGLY.

3. EROSION CONTROL DEVICES SHALL BE MAINTAINED DURING THE CONSTRUCTION
PROCESS TO REMAIN EFFECTIVE. MAINTENANCE SHALL BE AS INDICATED ON
SOIL EROSION BMP'S DETAIL SHEETS.

4. PERSONS DESTROYING EROSION CONTROL DEVICES SHALL BE RESPONSIBLE FOR
IMMEDIATELY REPAIRING THEM OR INSTALLING SUITABLE REPLACEMENT DEVICES.

5. THE DEVELOPMENT OF ANY SUBDIVISION THAT DISTURBS 1 ACRE OR MORE WILL
REQUIRE A FEDERAL/STATE NPDES STORMWATER PERMIT. THE PREPARATION OF
A STORMWATER POLLUTION PREVENTION PLAN IS REQUIRED. EROSION CONTROL
DEVICES ARE REQUIRED. THE DETAILS SHOWN ON THIS SHEET ARE THE
MINIMUM STANDARDS TO BE SHOWN ON POLLUTION PREVENTION PLANS.

6. FOR SUBDIMSIONS SMALLER THAN 1 ACRE, SOIL EROSION DEVICES ARE
REQUIRED. ALSO, DEVELOPERS AND CONTRACTORS ARE ENCOURAGED TO
DEVELOP POLLUTION PREVENTION PLANS FOR EACH PROJECT PRIOR TO
CONSTRUCTION.

7. FAILURE TO USE AND MAINTAIN SOIL EROSION DEVICES IS A VIOLATION Of
SECTION 16.32 OF THE CITY CODE AND WILL SUBJECT THE SUBDIVISION
DEVELOPER AND CONTRACTORS TO THE PENALTIES PROVIDED THEREIN.

8. THE APPLICATION OF EROSION CONTROL DEVICES SHOWN ON THIS SHEET
IS FOR SITUATIONS NORMALLY ENCOUNTERED. FROM TIME TO TIME, SITUATIONS
WILL ARISE THAT MAY REQUIRE DEVICES OTHER THAN THAT SHOWN. EROSION
CONTROL DEVICES, OTHER THAN THOSE SHOWN, MAY BE UTILIZED SO LONG AS
THEY ARE EFFECTIVE AND MAINTAINED.

. A STABILIZED EARTH SURFACE IS DEFINED AS ONE THAT IS HARD SURFACED
WITH CONCRETE, ASPHALT, OR THE LIKE, OR ONE ON WHICH 70% OF THE
GRASS HAS GERMINATED ON THE ENTIRE SURFACE.

p i)

SEE DETAIL SHEET FOR
BACK OF CURB PROTECTION DETAIL

>3"-NQ BACK OF CURB EROSION CONTROL DEVICE

< 3"-EROSION CONTROL DEVICE REQUIRED
THIS DEPRESSION MUST BE MAINTAINED.

GROUNDLI / REQUIRED
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CURB BACKFILL DETAIL

(STREET CONSTRUCTION ONLY)

THIS IS A TEMPORARY MEASURE ONLY, WHEN APPROVED BY
THE PROJECT ENGINEER. THE DIRT GRADE BEHIND THE CURB
SHALL BE BROUGHT TO THE TOP OF CURB, WITH TEMPORARY
EROSION CONTROL MAT OR PERMANENT VEGETATION PLACED,

PRIOR TO THE COMPLETION OF ALL PROJECTS.

REVISION DATE: MAY 2013
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